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Abstract
Amethod is presented that attempts to isolate the relative magnitudes of various er-
ror sources present in common algorithms for inverting the effects of atmospheric
scattering and absorption on solar irradiance and determine in what ways, if any,
operational ground truth measurement systems can be employed to reduce the over-
all error in retrieved reflectance factor. Error modeling and propagation methodol-
ogy is developed for each link in the imaging chain, and representative values are
determined for the purpose of exercising the model and observing the system be-
havior in response to a wide variety of inputs. Three distinct approaches to model-
based atmospheric inversion are compared in a common reflectance error space,
where each contributor to the overall error in retrieved reflectance is examined in
relation to the others. The modeling framework also allows for performance predic-
tions resulting from the incorporation of operational ground truth measurements.
Regimes were identified in which uncertainty in water vapor and aerosols were
each found to dominate error contributions to final retrieved reflectance. Cloud
cover was also shown to be a significant contributor, while state-of-the-industry
hyperspectral sensors were confirmed to not be error drivers. Accordingly, instru-
ments for measuring water vapor, aerosols, and downwelled sky radiance were
identified as key to improving reflectance retrieval beyond current performance by
current inversion algorithms.
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Chapter 1
Introduction
The story of remote sensing has been one of steady technological innovation,
evolving image processing and data extraction techniques, and branching appli-
cations. Each new generation of technology builds on needs that have emerged
from the previous generation’s remote sensing applications and data processing
methods and, in turn, prompts new application branches and new data extraction
capabilities. Taking photographs from a balloon, first documented in 1858, pre-
dates the US Civil War, and this capability led to the employment of battlefield
surveillance techniques during the war. The invention of the first modern cam-
era in 1888 (including flexible rolled film and standardized chemical processing)
and powered flight shortly thereafter enabled the first true aerial photography, em-
ployed in World War I and II. The invention of color infrared film not only had
applications in detecting camouflage but also vegetation health. This discovery in
the mid-1950’s established the utility of remote sensing in agricultural research
(Campbell, 1987).
The spiral evolution of remote sensing has continued with satellite photogra-
phy, digital imaging, multispectral, multitemporal, and most recently hyperspec-
tral imaging. The Corona project, the existence of which was made public in 1995,
marked the first time remote sensing was conducted from space - the result of which
is shown in figure 1.1. This excerpt from a 1960 memorandum to the US Intelli-
gence Board illustrates the relationship between needs, technology, applications,
and exploitation:
For six years the U. S. intelligence agencies have had extensive ex-
perience with the larger scale photography from overflight held in the
[redacted] and TALENT Systems. New equipment bearing upon the
art of photographic interpretation has clearly expanded the quantity
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and quality of information derived from that photography. We have
seen the extensive uses to which the material and the information de-
rived therefrom can be put for strategic intelligence purposes, emer-
gency war planning, intelligence purpose related to the responsibility
of theater commanders, research and development requirements of the
Department of Defense, and operational purposes of the military as
well as intelligence operations (Ruffner, 1995).
(a) First satellite photo ever taken (Corona
project, August 18, 1960)
(b) Modern satellite image of the same subject
Figure 1.1: Soviet Airstrip at 68◦53′N 179◦24′W
Near the end of the Corona satellite program, the National Photographic In-
terpretation Center (NPIC) expressed an opinion that color photography from a
satellite platform could be useful for non-military uses. The 1971 report provided
strong evidence that global land observation for geological classification, mapping,
and other purposes would be extremely useful and highly beneficial. The section
entitled “The Value of Color Cannot Be Overstated” hints at the later-discovered
uses of multispectral and hyperspectral imagery (Ruffner, 1995). The LandSAT
program, the product of a decade’s research by NASA and the National Academy
of Sciences, was initiated the very next year as a systematic and repeatable earth
observation program. The space vehicles and their data products, shown in fig-
ure 1.2, revolutionized many fields, including ground mapping, geology, forestry,
3agriculture and soil quality, and land use (Campbell, 1987). Later developments in
digital imagery, imaging spectroscopy, and automated data processing continued
the trends traced thus far in the history of remote sensing.
The inherent strengths of remote sensing—the potential to operate on large
geographic areas at one time, access to otherwise inaccessible or denied areas,
and standoff distance—point to what may be thought of as proper or improper
applications of the discipline. However, as has been shown so far, new application
areas can be opened up as a result of novel uses of technology and processing. It has
long been taken for granted that the proper role of ground truth in remote sensing
is strictly limited to support roles: instrument calibration, basic phenomenology
research, and algorithm development/validation. Ground truth takes many forms,
including measurement of ground material properties, radiometric quantities in the
sky, and atmospheric constituency, and all are generally deemed to be too expensive
and too burdensome to routinely measure as part of an operational remote sensing
activity. After all, if it were viable to simply “sense,” there would be no need to
“remotely sense.”
(a) LandSAT VII space vehicle (b) First LandSAT VII image
Figure 1.2: Launched in 1999, the LandSAT VII platform continues the 34-year-
old Earth observing program.
However, enabling technology has recently developed such that networks of
ground truth sensors deployed in conjunction with remote sensing image data col-
lection deserve reconsideration. These technologies are inexpensive wireless com-
munication and computer chips. The products are sensors that can be manufactured
cheaply, ruggedized or be made disposable, left unattended, and remotely commu-
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nicated with. These sensors, in effect, can become remote sensors. Networking
these sensors produces a remote sensing system – not one that collects imagery
data, but one that collects data in one of several different modes.
While novel, systems of this type are not unheard of. Such a multi-modal
system is notionally depicted in figure 1.3, in which inexpensive autonomous wild-
fire detection and monitoring sensors constructed from common commercially-
available components are arrayed throughout a wide geographic area. Overhead
multispectral imagery provides an uncalibrated heat release map over the entire
area while the ground sensors provide necessary calibration information. Together,
the fused imaging and non-imaging data allow an estimate of fuel consumption and
other burn characteristics of scientific and practical interest (Kremens et al., 2005).
(a) Photograph of a prototype au-
tonomous fire detector
(b) Autonomous fire detection network concept illustra-
tion
Figure 1.3: Example of an inexpensive, arrayed, unattended sensor system (Kre-
mens et al., 2003).
It is hypothesized that proper application of this concept to other remote sens-
ing research areas can produce significant performance gains for the application
and poses the potential to stimulate the upward spiral of remote sensing application
development through the operational use of multi-modal sensing. Finding ways to
combine non-imaging data from a sensor network with imaging data results in a
system of systems geared to provide novel capabilities that serve both research and
operational interests. Ideally, the design of the system would be focused on the
5final information product rather than on the modality chosen, though there may be
limits to the usefulness of such a high level of abstraction.
At the practical level, atmospheric inversion is one of the most active areas,
indeed a primary motivation, of remote sensing research. Removing the effects
of the atmosphere on photons coming from a known source and reflecting off an
unknown target allows the identification of the ground material’s reflectance spec-
trum, which is, in essence, one type of fingerprint of the material’s nature. The
reflectance spectrum is an intermediate remote sensing data product that is used to
find many derivative data products and acts as a gateway to a host of applications,
including land classification, land or water quality, anomaly and target detection,
and others. It is also widely accepted that reducing imaging data to reflectance
spectra provides a time-stable common foundation for working with imaging data
and is an inherently valuable task.
Boardman (1990) describes the components the inversion process: the ob-
served data and the modeling of physical operators can be combined to predict
the original controlling parameters that produced the original observations. To this
process he adds ancillary data and error models. It is common to introduce an-
cillary data to enhance, enable, or validate the radiance-to-reflectance inversion.
Not only does ground truth spectra or other ground measurement unlock certain
types of inversion models, fusing ground truth into image processing algorithms
can result in an overall increase in precision in the data product.
The inclusion of error models in the inversion process is somewhat curious.
Considering the random side of error, it is impossible to predict with an error model
the exact value of the noise perturbation for any particular link in the imaging chain
at any given time. Time averaging is used to reduce random error, but even if it
were not made problematic by the constantly-changing remote sensing environ-
ment, it renders moot the need for error models. Use of ancillary measurements
precise enough to determine controlling parameters below the noise threshold of
the remote sensing instrument has the same effect. Error models are therefore not
used to produce the inversion results.
On the other hand, use of error models to predict uncertainty in retrieved re-
flectance is both possible and necessary. Despite the explicit inclusion of error
models in this foundational description of what hyperspectral inversion is and how
it should be carried out, this step is not accomplished. In literature on the sub-
ject there are perhaps three trends. Often the author explains why the assumptions
used are minor enough such that the error will be negligible; it is then ignored.
Alternately, authors take a ground truth measurement, compare it to one or more
retrieved spectra, and assume the discrepancy to be typical and repeatable. The
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final category is the not uncommon sensitivity study, where changes in one param-
eter are observed to have a corresponding change in the final result. Griffin and
Burke (2003) performed a fairly detailed study of this sort, comparing the perfor-
mance of two hyperspectral inversion algorithms in response to changes in water
vapor determination method, aerosol model, aerosol quantity, atmospheric model
type, and solar zenith angle. In each case, a variation in a parameter is related to
a resulting error in the retrieved surface reflectance, which varied from ±1-10%.
While useful and important, it is difficult to translate sensitivity studies like into
a framework that demonstrates how the entire system of variables functions as a
whole. This type of “direct pass-through” study does not use the statistical lan-
guage of errors, nor does it place the input perturbations into a meaningful context.
It is argued here that none of these approaches employs error modeling in a man-
ner that attaches uncertainty to the “estimates of controlling parameters of interest”
(Boardman, 1990).
A different approach was taken by Kerekes (1998) to describe, quantify, and
analyze sources of error using statistical language. By analyzing hyperspectral
imagery containing large calibration panels, the author was able to use multiple
pixels accompanied by ground truth to create a data set subject to statistical analy-
sis. Two methods of obtaining the surface properties were exercised, resulting in an
estimate of both random error, expressed as the standard deviation of a probability
distribution (on the order of 1-2%), and any bias present in the system (found for
one of the methods to be on the order of 1-4%). There was a desire expressed to
understand how each of several sources of error, including water vapor estimation
error and sensor effects, contributed to uncertainty in the final result. However,
without a way to link error in precursor sources to the final product, there are some
limitations on how well these sensitivities can be studied and expressed. As a
foundational work, this is an excellent starting point. It is precisely the goal here
to express the retrieval of surface properties in the same statistical language and
accurately model the contributions of individual sources. Extending this work in-
volves the introduction of a method of modeling error in each source, propagating
it through the non-linear imaging system, and expressing it in terms common with
all the other sources.
The purpose of this investigation is to explore the process of using error mod-
eling to rigorously predict uncertainty in the retrieved reflectance, expressed as an
error model. Additionally, this process will be used to determine what types of an-
cillary data would be most effective in improving radiometric inversion, quantify
the expected benefit of collecting ancillary data, and prescribe optimal methods for
the use of ancillary data to enhance multi- and hyperspectral reflectance extraction.
7The scope and detailed objectives of this work are presented in chapter 2. Inversion
methods and ground truth usage will be examined in chapter 3 to provide a basic
foundation of work already performed in this area.
A method is presented in chapter 4 that uses basic error propagation theory
to isolate the relative magnitudes of various error sources present in common at-
mospheric inversion algorithms and determine in what ways, if any, operational
ground truth measurement systems can be employed to reduce the overall error in
retrieved reflectance factor. Several types of common ground truth measurements
are examined, including calibration panel reflectance factor, radiometric quanti-
ties that can be directly measured such as downwelled radiance, and atmospheric
parameters such as water vapor content. The end result of this process is a config-
urable error propagation model in which each type of measurement is cast into a
common uncertainty framework. The error model is built to accept uncertainty in-
puts from a variety of sources and features a pluggable architecture, where specific
instrument noise models, inversion techniques, and sensing scenarios can be added
or changed to tailor the model’s predictions.
The model is exercised for a family of example scenarios, the results of which
are presented in chapter 5. A combination of error sources are used to create the
model’s components, including published noise models for several imaging spec-
trometers, commercially available weather sensing instruments, historical climate
data for the region and time-of-year used, and typical inversion algorithm perfor-
mance in determining the various atmospheric variables required. These serve as
default values to two ends. First, they are placeholders for actual parameters that
may be used to predict uncertainty performance in applications of future interest.
More importantly, this scenario’s results are also used to expose the inner work-
ings of a non-linear system. The results provide insight into how each part of the
imaging chain affects the final outputs, and because the inputs are representative
of current remote sensing practices, these results will be relevant to the family of
scenarios standard within the community today.
While this space is frequently investigated, normally changes in the reflectance
spectra are compared as a function of changes to the inversion process or inputs.
This dissertation takes a different approach, conducting the entire analysis in er-
ror space instead of reflectance space. Error space reflectance, while expressed
in the same units as actual retrieved reflectance, is a non-literal quantity that does
not attempt to predict the absolute value of a retrieved spectrum, rather, it predicts
the amount of uncertainty present in each retrieved band. Casting results in er-
ror space allows the use of a statistical language to describe the aforementioned
changes in reflectance spectra observed elsewhere. The use of retrieved reflectance
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offers a non-intuitive metric, useful only when compared to a reference spectrum.
In contrast, terms expressed in error space provide an immediate insight into the
processes at work.
Chapter 2
Objectives
The main objective of this research is to determine a method for optimally reduc-
ing the error in retrieved reflectance factors through the use of ancillary data (of
which ground truth is a subset). It closely matches the goals of NASA’s Integrated
Sensing Systems Initiative (ISSI) program, which seeks to enhance remote sensing
products through ground-truth augmentation. This primary goal will be attained by
completing the major and minor objectives listed below. Completion of the major
objectives is required to sufficiently investigate the hypothesis. The completion of
the minor objectives adds value to the overall degree of comprehensiveness of the
work, but it is not absolutely required that these be completed. Thus, the minor
objectives will be accomplished pending completion of the main objectives and in
the context of the available time and resources. A list of success criteria is provided
by which work towards meeting the major objectives can be measured. Finally, the
scope of the work is listed. Defining a scope makes it clear what areas of inquiry
will not be answered by this proposed research.
2.1 Main Objectives
Top level goal: Prescribe an optimal ancillary data measurement framework, in-
cluding type and number of ancillary data measurement devices. Optimal is defined
in relation to the precision of retrieved reflectance and accounts for the amount of
precision gain, network cost, and instrument complexity.
1. Characterize the forward error chain
• Review or establish the processes by which error is introduced to the
forward remote sensing chain
9
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• Determine the amount of inherent uncertainty in each process, specifi-
cally with regards to the use of available a priori ancillary data
• Create a statistical model for each error-introducing process for each
element in the forward remote sensing chain
• Determine the sensitivity of the at-sensor radiance to incremental changes
in each physical-world atmospheric input parameter
• Determine the sensitivity of the at-sensor radiance to incremental changes
in the following non-atmospheric input parameters: sky fraction; cloud
fraction; spectral band widths, bias, and centers; look geometry; and
ground target tilt
2. Characterize the reverse uncertainty chain
• Perform an uncertainty analysis of several major inversion algorithms
• Determine the sensitivity of the retrieved spectral reflectance to incre-
mental reductions of uncertainty in each parameter considered by each
inversion algorithm
• Predict for each inversion algorithm what quantity should be measured
for the greatest reduction of uncertainty of retrieved spectral reflectance
• Compare instrument-induced errors to algorithm-induced errors (due
to uncertainty in atmospheric parameters or inherent assumptions)
3. Analyze the scene-wide effectiveness of different types of uncertainty-reduction
schemes
• Determine how ancillary data measurements improve retrieved spectral
reflectance as a function of measurement type, precision, and frequency
4. Validate these predictions with experimental data
• Design and conduct an experiment using synthetic image modeling
• Design and conduct an experiment using real-world aerial and/or satel-
lite imagery and simultaneous ancillary data measurements
2.2 Minor Objectives
• Demonstrate the usefulness of improved spectral reflectance factor precision
and accuracy in deriving remote sensing products
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• Connect the reduction of error in retrieved spectral reflectance to improve-
ments in common remote sensing applications
• Consider the effects of errors inherent in MODTRAN on the sensitivity anal-
ysis
2.3 Scope
Limiting the scope of the investigation serves to focus the work towards a specific
and definable hypothesis. Expanding the limits of the scope is a subject for any
future work.
• The wavelength range is limited to the non-thermally emissive portion of the
electromagnetic spectrum, VIS/NIR/SWIR (0.4 µm - 2.5 µm). A wide vari-
ety of instruments is used in this research, and many have a limited spectral
range. Thus, practicality further limits this spectral range to just the VIS/NIR
ranges (approx 0.4 µm - 1.1 µm) in the context of experimental validation
of predictions.
• Whereas a near-infinite set of atmospheric parameters is available for study,
a limited set of atmospheric parameters is studied. Parameter selection was
decided from preliminary literary research and investigation and designed to
have the broadest impact and predictive value possible
• The atmospheric constituents studied–water vapor, aerosols, and well-mixed
gas molecules–are assumed to behave as statistically independent random
variables, which allows an assumption that the parameters are also uncorre-
lated.
– The caveat only applies to correlations between the atmospheric con-
stituents themselves, not radiometric observables (radiance and trans-
mittance). It is noted that functions of the constituents are known to
be highly correlated to one another in practice, and the analysis results
used in the governing equations constructed for the model bear this out.
– Themathematical apparatus to accommodate non-independence of these
input parameters is fully developed and made available for use in the
error propagation model.
– Determining the degree of independence and correlation between at-
mospheric constituents is a study in meteorology left beyond the scope
of this investigation.
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• No temporal variation in atmospheric conditions is analyzed. This is to say
that the atmosphere is assumed to be the same during image collection as it
is during ground truth collection unless explicitly stated.
• Sensor noise is assumed to be a stationary random variable. No temporal
variation (calibration drift) in instrument capabilities is studied. As a prac-
tical matter, sensitivity of the results to sensor drift could be a significant
concern and requires further investigation.
• To improve the tractability of an analysis of this type, a truncated set of in-
version algorithms is studied. The algorithms studied are the empirical line
method (ELM) and the fast line-of-sight atmospheric analysis of spectral hy-
percubes algorithm (FLAASH), and are taken to be representative members
of a family of inversion algorithms. This assumption allows results from
similar algorithms (like ATREM) to be used without a loss in validity in the
conclusions made.
• The model-based inversion algorithms are treated as “black boxes” in that
their inner workings are beyond the scope. Inputs, outputs, and reported er-
ror results are accepted at face value. A rigorous treatment of the internal
mechanisms responsible for FLAASH’s results and errors would be an ex-
tremely interesting but ultimately off-topic direction for this investigation to
take.
2.4 Success Criteria
To declare this research a success, two simple criteria must be met.
• With regards to uncertainty in retrieved reflectance, the antecedent sources
of uncertainty in each atmospheric parameter or modeling output must be
clearly traced, quantified, and ranked by relative magnitude, spectrally if
necessary.
• An optimal strategy for using information about error source strength, if one
exists, must be provided. In other words, an answer will be provided to the
question, “Do I purchase a field reflectometer, a sun photometer, or a better
instrument?”
Sub-objectives of results validation and a description of value-added to remote
sensing activities are extremely important, but they support these two fundamental
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criteria. It may also be the case that an optimal strategy does not exist, and if this
is the case the optimal strategy of “don’t waste resources collecting ground truth
because...” will be accepted. A bottom-line goal of 66% reduction in reflectance
uncertainty is set. For an uncertainty of 3-5 reflectance units, the desired result is a
reduction to 1-1.5 reflectance units or better.

Chapter 3
Background
Atmospheric inversion with the intent of obtaining ground reflectance spectra has
long been a staple of multi- and hyperspectral image processing. The spectral
content of remote sensing products allows the extension of lab spectrographic clas-
sification of materials to the world at large with the added value of high spatial
coverage and access. What differs from lab spectroscopy, however, is the presence
of the atmosphere; molecules in the atmosphere scatter, absorb, and emit radiation
that obscure the true spectral signature of objects on the ground. During the past
several decades many approaches have been devised to model, compensate for,
predict, or circumvent the effect of the atmosphere on photons passing through it.
The historical development of atmospheric compensation methods will provide the
context in which this research is meaningful.
3.1 Radiative transfer model
The physics based model used to describe radiative transfer is detailed first. Each
model accounts for the sources and processes operating on photons as they tra-
verse the atmosphere. There are two major flavors in terms of terminology used,
but each one, as well as the many variants, essentially models the same phenom-
ena. The model used here is based on the one derived by Schott (1997), with the
other common terminology convention originating with the FLAASH crowd (Berk
et al., 2002). The model will be described briefly, primarily to provide a common
terminology base as well as to highlight differences from the literature required to
accommodate the extended modeling framework introduced herein.
There is a great deal of detail that can go into a radiative transfer model, but lim-
iting the scope of the effects the model attempts to encompass allows a formidable
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task – the accounting for every photon to enter a sensor – to be reduced into a
manageable one. Any time light interacts with matter, it can either be reflected,
absorbed, or transmitted. Light that reflects off the ground back at an airborne or
spaceborne sensor subsequently contains the material’s unique spectral signature
(color), which in turn is the sole source of reflectance signature information for re-
mote sensing applications. Because of its intended usage, the model is focused on
target reflectance. Reflectance, also known as bidirectional reflectance, describes
how light is scattered in a particular direction and is a function of the incoming
radiation angle and the outgoing radiation angle in relation to some material refer-
ence angle. Reflectance factor, r, is a directionless and unit-less quantity that gives
the ratio of radiation reflected in a direction to the amount of radiation that would
be reflected by a Lambertian (perfectly diffuse) material illuminated in a similar
fashion. Light reaching a sensor, then, contains both photons encoded with the re-
flectance information of interest and photons that do not contain this information.
Separation of photons into target-reflected and non-target-reflected groups allows
a conceptually simple universal radiance model as the starting point, equation 3.1.
The terms are divided into these two categories and replaced with two coefficients:
c1 and c2.
LSR = c1r + c2 (3.1)
Radiance terms will continue to appear with various subscripts; these will al-
ways be denoted by L. The sensor output is an integer number of digital counts,
which is will always be denoted by DC. All terms are implicitly spectral where
appropriate, including irradiance, radiance, digital counts, reflectance, and trans-
mittance. Recasting the expression in terms of sensor output, and assuming a linear
relationship between incident radiance and output digital counts gives a fundamen-
tally identical expression, although the coefficients have been marked with primes
to indicate a difference with those in equation 3.1 (the application of the linear
radiance-to-counts calibration). This expression is equation 3.2.
DC = c′1r + c
′
2 (3.2)
The simplified coefficients will now be expanded to reflect the physics-based
model commonly developed elsewhere (Schott, 1997). The basic radiative transfer
expression, in which sensor reaching radiance LSR is described in terms of the
applicable atmospheric, geometrical, and material parameters involved, is given as
equation 3.3:
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LSR =
(
Es
pi
cosσs′τ1 + Ld
)
τ2r + Lu (3.3)
For the sake of future reference, these terms are easily rearranged in equation
3.4 to isolate reflectance.
r =
LSR − Lu(
Es
pi cosσs′τ1 + Ld
)
τ2
(3.4)
Electromagnetic radiation from the sun is expressed as exoatmospheric solar
irradiance, a measure of the power of incident photons per unit area. It is assumed
to be constant leaving the sun and varies seasonally due to changes in the earth-
sun distance. This term is denoted as Es. The water vapor, well-mixed gases,
and suspended particles in the atmosphere scatter and absorb the light as it travels
from the top of the atmosphere to the ground. The ratio of light that makes it to the
ground without interacting with atmospheric molecules to the total light incident on
the atmosphere is known as the atmospheric transmittance of the downward path or
solar path transmissivity. It will be denoted as τ1. Just as light passing through the
atmosphere can be scattered out of the downward path, light is also scattered from
all points in the atmospheric dome down to the ground. This irradiance is known as
sky light or downwelled irradiance and is reflected off the ground according to its
surface properties. If the reflector is perfectly diffuse, the irradiance is converted
to radiance by dividing by pi.
There are other sources of radiation illuminating the ground. Twomajor sources
are background objects and clouds. These can be thought of as fixed in the sky
dome in unknown locations and proportions and either reduce or increase the
amount of radiance depending on their specific albedos. Either type of object can
be brighter, darker, or a different color relative to the sky radiance it supplants.
A final source is self-emitted thermal photons, which are negligible in the visi-
ble part of the spectrum. In aggregate, radiance coming from the sky, clouds, and
background objects are known as downwelled radiance, Ld.
Another factor that affects how the radiation is reflected is the relative orien-
tation of the surface to the earth’s local horizontal plane. Due to projected area
effects, the zenith angle to the sun will reduce the amount of direct solar irradiance
hitting the ground; the angle σs′ is the zenith angle corrected for any deviation
between the target’s normal plane and the earth’s local horizontal plane.
Light on its way from the ground to the sensor encounters the same scattering
and absorption effects that it did on the way down. The ratio of light passing
through the atmosphere to total light leaving the ground is denoted as τ2 and is
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a transmittance factor just like τ1, except it is for the ground-to-sensor path. The
final term in the equation, Lu, is known as upwelled radiance and accounts for the
addition of light that was never reflected off the target ground spot.
The upwelled and downwelled radiance terms will be expanded into constituents.
In strict usage, upwelled radiance technically refers to photons scattered in the at-
mosphere up towards the sensor. It was forced to collect all categories of light that
enter the sensor’s field of view without first reflecting off the target (instead reflect-
ing off non-target ground objects one or more times and scattered into the sensor’s
field of view) because it is sometimes convenient to collect these two terms into
a single variable as was originally done in equation 3.3 so as to resemble equa-
tion 3.1. All photons covered by the term are functionally identical: they do not
contain the target spectral signature. However, from a modeling standpoint it is
necessary to account for the various types of photons separately. A second term,
Ladj , is added to account for these adjacent non-target ground object photons and
the original term, Lu, is recast into its strict definition.
Likewise, the downwelled radiance term is a collection of several very im-
portant terms. Functionally the sub-terms all share the character of indirect solar
radiation that has reflected off the target into the sensor’s view. However, there are
three diverse sources contributing to this. The first is the strictly downwelled solar
radiance, which is scattered by the atmosphere directly onto the target. The sec-
ond is radiance reflected off of terrestrial background objects, and third is radiance
coming from clouds. These three sources of radiance are shown in figure 3.1.
(a) three-dimensional view (b) two-dimensional view
Figure 3.1: Indirect radiance sources
In figure 3.1, background radiance geometry is modeled as a terrain mask an-
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gle, which is a compromise between the rigorous modeling of terrain features advo-
cated elsewhere and the traditional custom of ignoring background radiance com-
pletely. Everything below the mask angle is assumed to be background radiance
and everything above it is sky and cloud. Background radiance and cloud radi-
ance are equally volatile sources: it is not possible to mathematically predict their
effects because their antecedent sources – human activity, weather patterns, ter-
rain, and vegetation – are unpredictable without prior knowledge of the area and/or
time history. Rigorously modeling both the terrain features and their contributions
to the radiance incident on a target is a task for physics-based scene generation
algorithms. The use of such algorithms may well be necessary for the accurate
computation of the background radiance, but for the purposes of this investigation
it is not absolutely required.
In a slight departure from other treatments, diffuse radiance is modeled with
a three-part mixing model and two sky fraction coefficients rather than a two-part
mixing model and a single sky fraction coefficient. The fraction F1 is used to rep-
resent all clear sky unobstructed by clouds or background objects or terrain. The
other coefficient, F2, accounts for all sky not masked by background objects or ter-
rain. The difference between F1 and F2 represents the portion of the sky occupied
by clouds. Both terms are depicted visually in figure 3.2. These additions result in
a slightly longer form of equation 3.3, which has been rewritten as equation 3.5.
This is the form that will be analyzed using the error propagation techniques to be
outlined in chapter 4.
LSR =
Es
pi
cosσs′τ1τ2r
+ (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2r
+ Lu + Ladj (3.5)
3.2 Inversion algorithm descriptions
Several handfuls of methods exist to invert equation 3.5 and isolate the reflectance
term. The main difficulty is obtaining accurate values for each of the component
terms, although a subset of the problem is to just separate the terms with a multi-
plicative relationship to reflectance from those with an additive relationship.
With respect to multi- or hyperspectral imagery in the visible spectral region,
inversion algorithms can be divided into several roughly-defined groups. One fam-
ily of algorithms aggregates equation terms into multiplicative or additive factors in
20 CHAPTER 3. BACKGROUND
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1-F2 
F1 
1-F1 
Figure 3.2: Sky fraction naming convention
order to isolate reflectance. There are several diverse strategies for estimating one
or both of these factors without needing to determine each component term, but
these algorithms are united in their disinterest in the individual terms of equation
3.5. As the empirical line method is today the flagship algorithm for this group, and
because observation, measurement, or experience enable their underlying assump-
tions, perhaps it would be appropriate to refer to these as empirical algorithms.
The other family of algorithms, in contrast, uses atmospheric modeling with
the admirable yet difficult goal of approximating the absolute value of each of the
component terms of the radiative transfer equation 3.5. A physics-based model is
seeded with the appropriate conditions, and by simulating atmospheric scattering
and absorption effects, the algorithm estimates, via a pre-built lookup table, the
correct mix of atmospheric constituents using various cues available in the pixel
spectra. The radiative transfer components are then determined by the software,
isolating pixel reflectance spectra as the algorithm output. These model-based al-
gorithms use computer code that simulates the atmosphere’s scattering and absorp-
tion through numerical integration of the applicable governing equations. Two such
atmospheric modeling programs are MODTRAN (Berk et al., 1989) and 6S (the
Second Simulation of the Satellite Signal in the Solar Spectrum) (Vermote et al.,
May 1997). MODTRAN 4 (Berk et al., 1999) was used in this work.
The primary benefit of the modeling approach is that it can be done using solely
in-scene spectral radiance data with no external ground truth information. An-
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other significant benefit is the possibility of an individual solution for each pixel
as opposed to a single scene-wide transformation whose validity is known only at
the point in the scene at which ground truth was taken and is in question every-
where else. Drawbacks to model-based algorithms are their complexity and re-
liance on assumptions inherent both in the algorithm and the simulation software.
This makes their results sensitive to inaccuracies in underlying models or failure to
account for differences between real-world conditions and those assumed. Because
these differences are rarely catastrophic, model-based algorithms tend to produce
acceptable output, although there are regimes in which model-based algorithms
are thought to be weak (for example, humid environments), as well as instances
of when various models fail to agree with each other. After reviewing the basic
methods, a quick survey of results will attempt to bound the performance of these
algorithms, to include the anomalies mentioned.
3.2.1 Empirical algorithm: the Empirical Line Method
The empirical line method (ELM) is one of the simplest and most time-worn atmo-
spheric inversion algorithm in the imaging scientist’s toolbox. Its persistence is an
indicator of its usefulness, which is due to the fact that it takes advantage of uncal-
ibrated radiance, requires a minimum of external information, is mathematically
simple, and generally produces decent results.
Smith and Milton (1999) provide a brief overview of the method in the con-
text of their larger discussion of calibration target selection. The atmosphere is
assumed to be a linear operator with respect to ground-leaving radiance, following
the form in equation 3.2. Although equation 3.3 shows there is much complex-
ity in predicting the equations constants from a bottom-up approach, the empirical
line method by-passes it, instead focusing on the single reflectance term. If two
or more radiance spectra are collected on known-reflectance targets, a linear plot
similar to that shown in figure 3.3 can be constructed. Ostensibly, one is done at
this point, having determined the slope and intercept, which are equivalent to the
terms c′1 and c′2 from equation 3.2. Any digital count in the image can be converted
to reflectance simply applying c′1 and c′2 to equation 3.6.
r =
DC − c′2
c′1
(3.6)
The need to apply prudent precautions when using this method in the field is
often mentioned. The primary consideration is the error in ground truth reflectance
measurements can create significant error. To mitigate the sensitivity of the results
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Figure 3.3: The linear relationship of the empirical line method
to measurement error, the reflectance targets used to calibrate the model must en-
compass the widest possible dynamic range. Second, a high number of reflectance
targets is preferable so that a linear regression solution may be used to reduce
the overall impact of sensor noise. Smith and Milton (1999) and Karpouzli and
Malthus (2003) both take these steps, with the former demonstrating the disastrous
effects of using reflectance targets closely grouped in brightness. A notional illus-
tration of this effect is shown in figure 3.4, in which ground measurement error is
added as horizontal bars. The boundaries indicate the limit of erroneous reflectance
retrievals based on the ground truth error. When the targets are closer together, the
larger error region shows the potential extrapolation error grows considerably.
The benefits of using multiple calibration targets are shown in figure 3.5. The
least-squares solution drives down error to its minimum point, after which further
improvement is possible only by adding much more data or by reducing error in
the ground truth measurement. Besides target spread and use of many targets, two
other major considerations are frequently discussed. First is atmospheric variabil-
ity across the image. This is important because the model constants reflect actual
atmospheric conditions, and they are only valid if the atmosphere they describe
actually exists in the line of sight to each pixel. Most literature claims the small
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Figure 3.4: ELM error exacerbated by poor cal target selection
image swath justifies ignoring this problem as a source of error, but this intuitive
judgment is not supported with data. The second consideration is related to the
first. Whereas spatial atmospheric variation is beyond control (and usually beyond
measurement), temporal variation is carefully avoided. Cloud cover and its effect
on illumination is the primary cause of temporal variation in atmospheric condi-
tions. Again, a qualitative judgment is usually the technique employed to ignore
the impact of this effect. The problem is that even when clouds are not visible to
the human eye, illumination is changing in ways perceptible by the ground truth
instrument, over time periods as low as 30-60 seconds (Smith, 2004). It is im-
portant to understand these sources of error in the empirical line method because
the method is so commonly used and is considered reliable in a wide variety of
situations.
Companion algorithms to the empirical line method employ similar approaches
without requiring supplemental ground truth measurements. Different techniques
exist to determine one or both of the required coefficients for performing the linear
inversion method described above.
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(a) CASI ELM results (Smith and Milton, 1999)
(b) IKONOS ELM results (Karpouzli and Malthus, 2003)
Figure 3.5: ELM results improved by linear regression from multiple targets
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3.2.2 Model-based algorithm: Green’s method
Robert Green described a method of estimating atmospheric parameters from in-
scene spectra to aid in the processing of AVIRIS data. AVIRIS is the Airborne
Visible/Infrared Imaging Spectrometer, a hyperspectral VNIR instrument built by
NASA (Vane, 1987). Aerosol optical depth, atmospheric water vapor, and surface
pressure were the parameters selected to fully account for the scattering and ab-
sorbing species in the space between source, target, and sensor. This parameter
selection is seminal with respect to derivative algorithms as well as the model-
ing presented in this work, which have adopted them as the standard variables for
spanning the atmospheric variability space (Green et al., 1993). Variations on these
parameters are possible, for example, using horizontal visibility as a proxy parame-
ter for optical depth or molecular number density instead of a scale height. Green’s
parameters possess advantages for the modeling process described in this work, so
they will be used here, albeit with a minor modification described later on.
Under some conditions, aerosol optical depth can be a primary driver for the
amount of backscattered radiance reaching the sensor, dominant over other con-
stituents in the visible blue-green region. Optical depth refers to an extinction ex-
ponent that models transmission decay of light through a non-vacuum medium. In
equation 3.7, the optical depth δα is shown to be related to an absorption coefficient
βα and the distance into the medium over which absorption takes place, x. A pro-
cess described as non-linear least square spectral fitting (NLLSSF) was iteratively
used to determine what optical depth setting at 500 nm produces the closest match
with the observed AVIRIS spectra over the visible region between 400-600 nm.
The use of a pre-generated lookup table allows the algorithm to efficiently search
through a series of optical depths until the best parameter fit is obtained. The fit
method was found to achieve results comparable with other methods, such as the
Regression Intersection Method for Aerosol Correction (Crippen, 1986; Webber
et al., 2001).
Spatial variability in the parameters was a key finding of Green’s initial results
with this method. Aerosol optical depth was found to vary up to 200% from one
edge of an 11 km × 10 km AVIRIS scene to the other.
τ = e−βαx = e−δα (3.7)
Green used an oxygen absorption feature at 760 nm to estimate the amount of
gas in the air column. The gases are said to be well-mixed, meaning their ratios
are treated as globally uniform. Therefore, the quantities of all other gases can
be determined from any single one, and by using a NLLSSF procedure similar to
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the one used for aerosols, an optimal value for surface pressure height can be de-
termined. Surface pressure height correlates to well-mixed gas because the model
atmosphere used in MODTRAN follows a standard profile in which the aggregate
gas column decreases with increasing altitude. This effect is shown for sample
MODTRAN spectra in figure 3.6.
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Figure 3.6: 760 nm oxygen feature variation with sensor altitude
The ratios of feature shoulder to feature bottom are 0.37, 0.38, 0.40, and 0.56
for altitudes of 0, 0.5, 1, and 5 km respectively. It was found that this method pro-
duced values more or less matching the terrain features of the image used, though
it is not known on how fine a scale this was true or if differences were observed,
which would suggest a non-standard day during the collection of the reference im-
age.
Water vapor is acknowledged as having one of the strongest effects on re-
flectance spectra. The effects are confined to the numerous absorption bands, but
the bands widen as gaseous water vapor increases to the point where there are few
regions not affected in some way. To determine column water vapor, Green uses
another band retrieval method, this time at 940 nm. Figure 3.7 shows how the
spectral feature varies with increasing water vapor content in the absorption col-
umn. Water content on the ground, specifically in green vegetation, can distort the
retrieval results in the 940 nm feature, so Green adds a requirement to compen-
sate for that additional absorption using a sample leaf reflectance spectrum when
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calculating the ratio. Later studies also found that surface water greatly distorts
water vapor retrieval (Felde et al., 2004). It is noted that water vapor was observed
to have varied as much as 20% across scenes, although results certainly exist that
exceed that amount by an order of magnitude or more.
  
that of the typical tropical moisture profile available in MODTRAN. This was done to account for 
extremely moist atmospheres, which can occur in nature. 
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Fig. 1. MODTRAN simulated radiance spectra for varying amounts of column water vapor. 
 
 
Table 1. Column Water Vapor Values of MODTRAN’s Atmospheric Models. 
 
Atmospheric Model Column Water Vapor  
(atm-cm) 
sub-arctic winter 518 
mid-latitude winter 1060 
U.S. standard 1762 
sub-arctic summer 2589 
mid-latitude summer 3636 
tropical 5119 
 
     In order to quantify and compare the sensitivity to water vapor in the 820, 940, and 1130 nm regions 
using the simulated radiance spectra, the depth of each absorption valley for each column water vapor 
amount was computed. This was done by dividing each absorption band minimum radiance value by the 
zero water radiance value at the same wavelength. The resulting values were multiplied by 100 in order to 
transform them into percentages.  The final results are plotted in Fig. 2. There are three curves of depth of 
absorption valley vs. column water vapor – one for each of the three absorption regions. It should be noted 
that the greater the depth, the smaller the value on the vertical axis. For the column water vapor range of 0 
to ~ 4000 atm-cm, the 940 and 1130 nm curves are similar. Both show a rapid increase in valley depth with 
increasing water vapor, which indicates a strong sensitivity to water vapor. On the other hand, for this same 
water range, the 820 nm curve shows a much more gradual increase in valley depth with increasing water, 
which indicates a much weaker sensitivity to water. For water vapor values greater than 4000 atm-cm, the 
magnitude of the slopes of all three curves is small compared to their respective slopes for water values less 
than 4000 atm-cm. This indicates less sensitivity to water vapor in all three absorption regions for water 
360     Proc. of SPIE Vol. 5425
Figure 3.7: Water vapor absorption features by total column amount. Figure taken
from Felde et al. (2004). Legend indicates water vapor content in ×1000 atm-cm.
1 atm-cm is equivalent to approximately 8.04× 104 gm/cm2.
Green’s final inversion equations, shown below as equations 3.8 and 3.9 (Green
et al., 1993), are basically identical to equations 3.3 and 3.4. Lt is the total radiance,
ρ is the target spectral reflectance, F is the exoatmospheric solar irradiance, Tdu is
the combined down/up transmission, and Lp is the path radiance. These terms are
all directly available from aMODTRAN run properly configured with the retrieved
atmospheric parameters.
Lt = (F ∗ Tdu ∗ ρ) /pi + Lp (3.8)
ρ = (L − Lp) / (F/pi ∗ Tdu) (3.9)
Green mentions some important areas for further investigation, namely sensor
calibration, field measurements, temporal effects, and choice of aerosol model –
presumably to account for the shape of the scattering spectrum as described by the
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angstrom exponent and the phase function/particle size distribution. Since then,
the general method has undergone countless refinements and examinations for its
effectiveness in various regimes, looking at different types of sensors, humidity,
and implementations, to name a few. This method is described because it most
closely matches the modeling technique used in this investigation. Other inver-
sion methods have been developed in parallel, such as Gao and Goetz’ ATREM
(Gao et al., 1993), Carrere and Conol’s CIBR technique for obtaining constituents
from in-scene band ratios (Carrere and Conel, 1993), and several others that are
variations on the same general idea. The algorithm has been improved in several
ways, for example adding other absorption features in the case of ATREM and its
successor HATCH (Qu et al., 2003) and the modeling of adjacency as is the case
with FLAASH (Berk et al., 2002). FLAASH will be examined in a bit more detail
because it is designed to be more of an operational implementation of the basic
inversion algorithm.
3.2.3 Model-based algorithm: Fast Line-of-Sight Atmospheric Anal-
ysis of Spectral Hypercubes (FLAASH)
Fast Line-of-Sight Atmospheric Analysis of Spectral Hypercubes (Berk et al., 2002)
is one of a handful of algorithms and variants available to perform model-based in-
version. It was developed by AFRL and Spectral Sciences Inc. specifically to take
advantage of the MODTRAN4 radiative transfer code. The approach used in the
algorithm builds on methods described by Gao and Goetz (1990a), Green et al.
(1993), and several others. The governing equation is reproduced here as equation
3.10 (Cooley et al., 2002). It follows the general form of equation 3.1, in which
radiance is assumed to be linearly related to reflectance, but the specific form was
derived from the physical theory underlying the 6S code (Vermote et al., 1994), in
particular the method by which multiple scattering events are modeled.
L∗ =
Aρ
1− ρeS +
Bρe
1− ρeS + L
∗
a (3.10)
In equation 3.10, L∗ is again used to denote radiance. The terms ρ and ρe are,
respectively, the spectral reflectance of the pixel in question and an averaged spec-
tral reflectance of the area immediately surrounding the pixel in question. S is the
spherical albedo of the atmosphere, effectively treating the dome as a reflector for
the purpose of calculating multiple scattering. L∗a is upwelled path radiance, and
coefficients A and B represent multiplicative terms seen in equation 3.3 obtained
from MODTRAN4. It is noted that the entire “B” side of the equation accounts
for photons directly locally adjacent to the target pixel scattered into the sensor’s
INVERSION ALGORITHM DESCRIPTIONS 29
field of view, whereas the effects of multiple scattering in the denominator of both
sides manifest over a larger general area. Thus, the ρe terms in the numerator and
denominator are technically different terms, although in practice the difference is
small.
FLAASH is fed the same basic metadata that Green’s method would need: col-
lection geometry, time, location, and sensor band model (FLAASH has built-in
support for AVIRIS and HYDICE, the Hyperspectral Digital Imagery Collection
Experiment (Mitchell, 1995)). The code first prepares a lookup table (LUT) by
varying water vapor over a range of values. As with the previous algorithm, the
band ratio between the shoulder of an absorption feature and the bottom of the fea-
ture is used to index the water vapor amount. FLAASH also accounts for changes
to the absolute radiance value of the feature.
Once the water vapor lookup table is available, FLAASH can then use the asso-
ciated MODTRAN outputs A, B, L∗a, and S to construct radiance results for every
reflectance unit between 0 and 100 (or between 0.0 and 1.0 in 0.01 increments).
This new LUT is re-gridded so that the algorithm can index it according to water
vapor band ratio and radiance, and a water vapor column value is retrieved.
The baseline FLAASH algorithm retrieves aerosols using a general scene-wide
estimate based on empirical work by the MODIS team (Kaufman et al., 1997). The
ratio between the 0.66 µm and 2.1 µm bands is expected to be constant over dark
vegetation. This observation can be exploited to back out spectral differences be-
tween the two bands caused by aerosols, which largely affect visible bands. Surface
pressure altitude is also retrieved.
The adjacency correction is implemented by performing spatial convolution
with a decaying exponential kernel over the scene. The correction is required both
for the final reflectance calculation as well as the aerosol retrieval. MODTRAN
selects the size of the kernel by accounting for factors such as sensing altitude and
presumed settings for aerosol scale height and phase function.
A cloud mask is required. Cloud determination relies on an algorithms de-
veloped by the MODIS group and others, which detects both opaque clouds and
partially transparent cirrus clouds. Opaque clouds must be excluded from the spa-
tially averaged reflectance convolution operation as well as the reflectance inver-
sion. Pixels under the cloud mask are replaced with average scene radiance.
FLAASH performs a very straightforward implementation of the generalized
model-based algorithm. Input parameters are determined in a computationally ef-
ficient manner, and the MODTRAN outputs are used to solve equation 3.10.
For the remainder of this investigation, FLAASH is essentially treated as a
black box. Parameter determination is not explicitly studied. However, parame-
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ter determination is used as a virtual injection point – one can imagine stopping
FLAASH once it has determined the water vapor column, for example, and swap-
ping that value with a measured value. That measurement may be better or worse,
but the point is that the relative effects can be studied. It is not currently possible
to literally swap out FLAASH’s decisions with different values midstream, but this
thought experiment style of approach enables the evaluation of the value of ground
truth sensor networks in a standardized environment. In instances when FLAASH
cannot be performed, such as with sensors lacking the requisite bands, it might
even be possible to evaluate the trade between adding a network of ground sensors
or adding bands to the remote sensing instrument.
Chapter 4
Approach and Theory
4.1 Introduction
During the course of introducing a radiometric inversion bias correction technique
at the seventh JPL Airborne Earth Science Workshop in 1998, Dr. Joseph Board-
man of AIG provided the perfect framing and motivation for the problem at hand.
The AVIRIS instrument was designed to be a highly precise instrument, subject to
continuous improvement over time, but it could not by itself rise above the limita-
tions of the rest of the imaging chain of which it was a part. This became apparent
when inversion results did not improve along with improvements to AVIRIS’ cali-
bration accuracy, noise sources, and stability, pointing to an obvious root cause:
The reason for this is the limited accuracy of the combined chain of ab-
solute standards, calibrations, models and measurements that connect
the high precision raw DN to the final output of relatively low accuracy
apparent surface reflectance. Sources of error including: errors in the
NIST standard bulbs; spectral and radiometric calibration uncertainty;
in-flight system changes; solar irradiance model errors, inaccuracy in
atmospheric parameter estimation; and radiative transfer code errors
combine to limit the accuracy of the final apparent reflectance data to
no better than several percent (Boardman, 1998).
“Boardman’s lament” concludes in apparent vexation:
Filtered by this relatively inaccurate signal processing chain, the very
high precision (1 part in thousands) of the new AVIRIS data is under-
utilized. It is like a very high quality rifle in the hands of a near-sighted
marksman, lots of precision but limited accuracy (Boardman, 1998).
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The basic concern of one who attempts to retrieve a reflectance spectrum is this:
“How close to truth is my solution and why?” As countless parameters interact in
obtaining any radiometric inversion, uncertainty is generated, accumulates, and
multiplies. Understanding the “why” part of the question requires that the error
in the final result be picked apart and traced back to its sources. Understanding
the behavior of error in the system involves thorough knowledge of the system
itself and how uncertainty in the various parts of the chain interact to produce an
error-laden result.
This chapter develops a method for accounting for the primary sources of error
in an imaging chain, provides baseline models for each source, and shows how
errors can be propagated through a non-linear system into a common framework,
namely reflectance units. The propagation of statistical error provides a statistical
result, the main value of which is to show the relative magnitudes and sensitivities
of each source. The following approach is developed and proposed to answer the
question, “How can error in retrieved reflectance be most effectively reduced, and
how much reduction can be achieved?”
4.2 Imaging operators
Imaging is the act by which the three-dimensional physical world is somehow
recorded in a spatially-indexed array of data. In the context of this research, pho-
tons originate from a source, propagate through space, are operated on by the
physical world, and cause a measurable effect in a detector instrument, namely
the creation of an electric charge. The electric charge is then operated on further
by the instrument until it is stored as digital data. As the photon is operated on in
a predictable, physics-based manner, the real world is given a representation as an
image.
The act of imaging, therefore, is a transformation operation, such as that shown
in general form in equation 4.1. The function g is the spectral vector for each spatial
point x′, y′ in the image. The function f depends on the three-dimensional spatial
position of an object, its spectral properties, how it changes over time, and a host of
other physical qualities of the object being imaged. The operator, O, is comprised
of several sub-operations: photon propagation, reflection, scattering, absorption,
transduction to an electrical charge, operation on the charge, and quantization. This
chain of operators is depicted conceptually in figure 4.1.
g
(
x′, y′
)
= O {f (x, y, z, λ, t, . . .)} (4.1)
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Figure 4.1: Imaging operator block diagram
This research is concerned with operator inversion. Remote sensing applica-
tions act within either the target (i.e. real-world) domain or the image domain
(and some can act in both). Even reflectance-type applications such as band ratio
products, scene equalization, and phenomenology regression can use an image-
space representation. However, determining a physical quantity such as the abso-
lute magnitude of an object’s reflectance factor, which most closely corresponds to
the notional function f in equation 4.1, necessarily involves working exclusively in
target space. The conceptual relationship between the two spaces is depicted in fig-
ure 4.2. It will be necessary to fully understand both the transformation operations
(forward direction) and inversion operations (reverse direction) to characterize the
uncertainty present in each step.
4.3 Forward uncertainty model description
Imaging with the intention of obtaining a spectral radiance signature for the objects
in the scene is a bi-directional process. The forward direction tracks the propaga-
tion of solar and self-emitted thermal photons as they are scattered, absorbed, or
transmitted through the atmosphere, reflect off the target and various non-target
objects, travel through the atmosphere again, and enter the sensor. Once inside the
sensor, these photons interact with the instrument’s optical and dispersion elements
and are ultimately absorbed by a photoactive material. The resulting electrical sig-
nal is processed, quantized, and converted to an integer number stored digitally in a
computer. The forward direction also typically includes a button-hook in which the
final sensor product is commonly converted to sensor-reaching radiance through
the sensor-calibration process. The button-hook metaphor highlights reverse travel
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Figure 4.2: Target/image space model
along the chain back through the sensor to the physical quantity, usually a vital step
in reflectance retrieval.
The mathematical model of radiation transfer is presented as a deterministic
process that attempts to categorize and account for every photon, yet the ability
of an observer to accurately predict and measure the actual events that occur at
each point in the radiation chain is an elusive thing. The forward radiation chain
can be abstracted into a series of processes: source photon arrival at earth, scat-
tering, absorption, and reflection, depicted conceptually in figure 4.3, where each
term in the figure corresponds to the terms in equation 3.3. Each process cannot
be perfectly modeled due to varying degrees of inherent uncertainty. For the sun-
earth transport, the instantaneous solar exitance is not fully known. For scattering
and absorption, the exact quantity of scattering and absorbing species is not fully
known. Neither are the exact orientation of the ground target, the material proper-
ties of tall background objects, etc. Some of these may be guessed at, and others
may be modeled or measured very precisely, but ultimately each process has an
inherent amount of uncertainty remaining after all ordinary methods to pin down
these quantities have been exhausted.
In the forward uncertainty model, a three level uncertainty chain, shown in fig-
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Figure 4.3: Forward uncertainty chain block diagram
ure 4.4, will be established. The first level is in the atmospheric and geometric
parameters. These include water vapor profile, size and quantity of non-molecular
particles (aerosols), type and quantity of well-mixed molecular gases, temperature
profile, and pressure profile. Clouds are a special case of atmospheric parame-
ter that will be treated very gingerly by this research. As highly absorbing and
scattering bodies, clouds introduce magnitude discontinuities that make it difficult
to use the statistical and spatial methods that will be presented. The first level
also includes the geometric parameters that, along with the atmospheric param-
eters, make up the physical world in which radiation transfer and detection take
place. The main geometric parameters of interest are the sky fraction and target
orientation. The sky is masked by surrounding terrain, which means a fraction of
the albedo assuming to be coming from the sky is actually reflected off of nearby
objects such as trees and buildings. This additional reflection changes both the
magnitude and spectral character of the light reflecting off the target. Together,
clouds and background constitute a poorly-modeled perturbation to the traditional
sky dome model. The target orientation is a geometric parameter that, when in-
adequately measured, modeled, or guessed at will also change the character of the
reflected light, sometimes drastically so.
The second part of the uncertainty chain is the functional abstraction of the pa-
rameters, namely the terms in equation 4.18. As these terms are the product of the
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Figure 4.4: Three-level uncertainty chain block diagram
physical world acting on the source photons, they all have a physical dependence
on the state of the atmospheric and geometric parameters. However, they can also
be called model outputs since radiative transfer modeling attempts to provide the
same terms. This abstraction level also includes the key geometric terms that are
unrelated to measurement of the atmosphere. These include ground target tilt, look
angle, sun zenith and azimuth angles, and sky fraction.
The final part of the forward chain is the final product, which is either sensor-
reaching radiance or digital count value depending on the application. The final
product’s relationship with the model outputs is deterministically defined by the
radiative transfer equation, so both the value and its error are relatively easy to
calculate provided the intermediate stage of figure 4.4 is sufficiently well char-
acterized. Consideration of digital counts instead of sensor-reaching radiance re-
quires an error model for the sensor, while a chain that stops with sensor-reaching
radiance is dependent on the physical world only, hence is portable to any sensor
system. It is not implied here that the sensor can be ignored; indeed, the instrument
can be a source of spectacular error and is treated separately.
4.4 Error propagation in analytical functions
4.4.1 Total error
Since the main objective of the research is to determine the relative effects of uncer-
tainty reduction techniques in atmospheric inversion, it is necessary to mathemati-
cally describe the effects of random processes. A random process is an ensemble of
signals or outcomes, the parameters of which are randomly selected and governed
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by some probability distribution. A specific outcome produced when the random
process is accessed is a realization of the process (Peebles, 2001). In this field of
study, the atmospheric parameters can be modeled as random processes, as can
random noise in each measurement.
In a statistically rigorous treatment, population statistics and sample statistics
are never used interchangeably. Population statistics are estimated from sample
statistics, and even measurement of an entire ”population” cannot guarantee the
reliability of descriptive statistics regarding the likelihood of a certain behavior or
characteristic in a marginal addition to the population. One can use metrics such as
sample size to gage this reliability, but there is no way to truly know how closely the
measured statistics match the population statistics. Although special effort will not
be spent on distinguishing population statistics from sample statistics, terminology
traditionally used for sample standard deviation, S, will be used to indicate the
standard deviation of a variable. It will be assumed that statistics calculated from
the sample are believed to be sufficiently close to the population statistic for the
purposes required by this investigation.
A generic function y of multiple variables, x1 and x2, is shown in equation 4.2.
The variable yˆ is an estimator of that function, which is expressed as the true value
y plus a random error variable, ε, as shown in equation 4.3.
y = f (x1, x2) (4.2)
yˆ = y + ε (4.3)
Expressed in these terms, the purpose of this research is to determine the sta-
tistical properties of ε as applied to the imaging science application of reflectance
retrieval in hyperspectral imagery. The properties of interest are the bias of yˆ,
which corresponds to the expected value of ε, and the variability of yˆ, which will
be indicated by assuming a normal distribution for ε and using its variance. Al-
though it is not possible to fully describe a probability distribution with a single
number – the shape and symmetry are unknown without further description – the
variance or its square root, the standard deviation, is still the best way to describe
the precision of a measurement (Barford, 1967). The estimator bias is developed
according to equation 4.4 and expressed in equation 4.5. The variance of yˆ follows
the traditional definition, as shown in equation 4.6. Because y is defined as the true
value of f (x), its expected value is always the value itself with a variance of zero.
Therefore, the variability of the estimator yˆ is equal to the variability of the error
term ε.
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E [yˆ] = E [y + ε]
= E [y] + E [ε]
= y + E [ε] (4.4)
bias (yˆ) = E [E [ε]] = E [E [yˆ]− y] (4.5)
V ar (yˆ) = E [yˆ − E [yˆ]]2 = E [ε− E [ε]]2 (4.6)
The bias is defined as the expected value of ε. However, total error in ε is
the true goal here. The random deviations in ε are centered on the mean value of
ε, so they sum to zero unless the sign is removed by taking the absolute value or
squaring the term. The expected value of the squared error is known as the mean
squared error and is one of the most common methods for describing variability
in a random variable. It is developed according to equation 4.7 (Montgomery and
Runger, 1998).
E
[
ε2
]
= E [yˆ − y]2
= E [(yˆ − E [yˆ]) + (E [yˆ]− y)]2
= E
[
(yˆ − E [yˆ])2 + 2 (yˆ − E [yˆ]) (E [yˆ]− y) + (E [yˆ]− y)2
]
= E [yˆ − E [yˆ]]2 + 2 (E [yˆ]− E [yˆ]) (E [yˆ]− E [y]) + E [E [yˆ]− y]2
= E [yˆ − E [yˆ]]2 + 0 + E [E [yˆ]− y]2
= V ar (yˆ) + bias (yˆ)2 (4.7)
4.4.2 Random component
Given a group of measurements or data points, the sample variance of ε is com-
puted in the traditional manner, as shown in equation 4.8. It would not be com-
pletely correct to equate S2 to the expected value expression in equation 4.6, but
this is how that expected value expression is estimated. From this point forward,
Sy will indicate the random component of the error in a generic variable y.
S2y =
N∑
i=1
(yi − y)2
N − 1 (4.8)
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Beers (1957) describes a method of building upon equation 4.8 to derive a
method of propagating random error in a function’s component variables to random
error in the function itself. The formulation starts with the same generic function of
two variables from equation 4.2, shown in expanded form using a Taylor series in
equation 4.9, which is then squared in equation 4.10. The Taylor series is truncated
to the first order.
yi − y = (x1i − x1) ∂y
∂x1
+ (x2i − x2) ∂y
∂x2
(4.9)
(yi − y)2 = (x1i − x1)2 ∂y
∂x1
2
+ (x2i − x2)2 ∂y
∂x2
2
+ 2 (x1i − x1) (x2i − x2) ∂y
∂x1
∂y
∂x2
(4.10)
The equality of form between the left-hand side of equation 4.10 and the right-
hand side numerator of equation 4.8 leads to the insertion of both sides of the
former into the latter, producing equation 4.11. The definitions of sample variance
and covariance are then used to simplify the expressions to produce equation 4.12.
S2y =
N∑
i=1
(x1i − x1)2 ∂y∂x1
2
+ (x2i − x2)2 ∂y∂x2
2
+ 2 (x1i − x1) (x2i − x2) ∂y∂x1
∂y
∂x2
N − 1
(4.11)
S2y = S
2
x1
∂y
∂x1
2
+ S2x2
∂y
∂x2
2
+ 2Sx1x2
∂y
∂x1
∂y
∂x2
(4.12)
The term ρij denotes the correlation coefficient for variables xi and xj . The
expression for estimating the correlation coefficient for two such variables from
a series of observations of each is given in equation 4.13. It allows one final
substitution, yielding the common expression for error propagation using partial
derivatives. There is more than one way to define error and more than one way to
propagate it forward through a system, but this expression was chosen for its gen-
eral versatility and widespread use. It does depend upon an assumption of linearity
because of the truncated Taylor series, but since other parts of this investigation
apply the same assumption of local linearity rather liberally, requiring it here does
not in any way degrade the final result.
ρ(x1x2) =
E [x1x2]
Sx1Sx2
=
∑N
i=1 (x1i − x1) (x2i − x2)
(N − 1)Sx1Sx2
(4.13)
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The final form of the error propagation equation is presented in equation 4.14.
The generic function y is now expanded to be a function of an arbitrary number
of variables, x1 through xn. When there are more than two variables, all possible
combinations of variables produce covariance terms that must be included.
S2y =
(
∂y
∂x1
Sx1
)2
+
(
∂y
∂x2
Sx2
)2
+ · · ·+
(
∂y
∂xn
Sxn
)2
+
∑
i6=j
2ρij
∂y
∂xi
∂y
∂xj
SxiSxj (4.14)
The expressions presented so far will be revisited to not only produce the spe-
cific forms of error propagation functions themselves, but they will also be required
to support the construction of other deterministic functions using the random vari-
ables considered. Specifically, the expression for retrieved reflectance will be a
deterministic function based on functions of random variables.
4.4.3 Bias component
The propagation of random error does not account for all types of possible error in
a result. Bias or systematic error also affects final retrieval results. Normally, it is
assumed that this type of error is driven as low as possible through the calibration
process. In fact, no bias error is propagated across the uncertainty chain abstraction
levels shown in figure 4.4. However, bias will be present in the final result due to
geometric effects on imaging that are traditionally poorly treated or completely
ignored.
Bias error starts with the same basic equation as random error, repeated as
equation 4.15. However, instead of estimating the instantaneous derivative of this
function, a finite distance will be traveled in x to produce a change in output in y.
If x is incorrect due to a systematic error, then the difference in y is the systematic
error in the output, as shown in equation 4.16.
y = f (x1, x2) (4.15)
yˆ = f (x1 +∆x1, x2 +∆x2) (4.16)
Unlike slope calculated for random error, which is only valid close to the cen-
ter point, this bias difference only depends on the end points, as shown in equation
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4.17. As long as the functional relationship is valid, the bias error is a valid cal-
culation regardless of distance. Unlike random error, bias error is sign dependent,
with each effect moving the cumulative bias in one direction or the other.
∆ybias = yˆ − y (4.17)
4.5 Governing equation
The vital question to be considered is how retrieved reflectance depends on its
input parameters, and, more to the point, how sensitive the retrieved reflectance is
to errors in each of these components. The basic expression of this concept is found
in equation 4.18. Inverting the model in equation 3.5 produces a straightforward
expression of the reflectance factor.
r =
LSR − Lu − Ladj(
Es
pi cosσs′τ1 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg)
)
τ2
(4.18)
The whole activity of atmospheric compensation is discovery of each term to
sufficiently high precision. Inversion algorithms always attempt to provide them
using a variety of strategies. Two major classes of strategies that are consid-
ered here are ground truth-based methods (mainly the empirical line method) and
model-based methods. The empirical line method (ELM) attempts to determine
all of the parameters at once in a manner that does not allow explicit separation of
individual terms. Model-based methods attempt to predict the state of the actual
atmosphere at the time the image was taken and use a radiative transfer routine
to numerically determine the outputs required for the inversion. Thus, inverted
reflectance may also be considered a function of the physical atmospheric param-
eters, a concept expressed in equation 4.19, where H2O represents column water
vapor, AOD represents aerosol optical depth, alt represents the density altitude,
and F represents the fraction of the sky hemisphere that is either clear or obscured
by clouds or background objects.
r = f (Ld, Lu, τ1, τ2, . . .) = f (H2O, alt, AOD,FSKY , FCLOUD, . . .) (4.19)
Parameter selection follows those used by Green et al. (1993) with the excep-
tion of pressure elevation. Pressure elevation attempts to account for variation in
the molecular number density in the air column above the target site. The amount
42 CHAPTER 4. APPROACH AND THEORY
of well-mixed gas varies from the “standard day” profile when the air pressure dif-
fers from standard pressure. The use of density altitude allows for further variation
in the air column, accounting for temperature effects. Density altitude is pressure
altitude corrected for variations from standard temperature, which is at least as
common as departures from standard pressure (Federal Aviation Administration,
2003). It was felt that accounting for both effects would allow for more accurate
modeling and not leave unaddressed a significant source of atmospheric variability.
It levied a requirement that pressure and temperature be collected together, which
is generally the case anyway. In MODTRAN, the variation of elevation changes
the air column using both the pressure and temperature settings, so density altitude
is already the de facto parameter used in radiative transfer modeling.
The switch from one type of altitude to the other required only the modification
of the equations used in the model code, whereas further parameter changes in the
name of better model fidelity, namely inversion layer altitude, would have forced
major architectural changes in the modeling process and are thought to not add
much accuracy to the final results. As long as a single surface parameter accounts
for the total quantity of molecules in the air column, as density altitude theoretically
does, shifting masses of air vertically should not change the result in the limited
cases studied herein. One could imagine the situation in which the positioning of
a cloud layer in relation to the inversion altitude could affect illumination slightly,
but that should be about the extent of the unmodeled error.
There are an infinite number of variables available for inclusion in equation
4.19, most of which pertain to the type, size, and number density of molecules
photons may encounter as they traverse the atmosphere. The remainder pertain to
sun-target-observer geometry.
The primary constituents responsible for atmospheric absorption are water va-
por (H2O), carbon dioxide (CO2), ozone (O3), nitrous oxide (N2O), carbon monox-
ide (CO), methane (CH4), and gaseous oxygen (O2) (Gao et al., 1993), whose den-
sities are generally very slowly time-variant and spatially invariant. As a result,
these are referred to as well-mixed to indicate their homogeneity. In addition to
these major contributors, there are trace quantities of various pollutants, including
NH3, SO2, HNO3, and several chloroflourocarbons (CFCs) whose densities are
very low and generally not addressed. However, preliminary research showed ra-
diative transport can be highly sensitive to these large molecules. Since pollutants
are invariant neither temporally nor spatially, if error analysis ever reaches the point
of predicting extreme accuracy, this might be a fertile future study area.
There are seasonal and long term trends in well-mixed gas concentration, but
their day-to-day concentration is indexed to temperature and pressure, which jointly
GOVERNING EQUATION 43
determine the gaseous density of the atmosphere. In addition to molecular gases,
there are two other important atmospheric constituents: water vapor and aerosols.
Water vapor is technically also a molecular gas, but it is treated separately because
of water vapor’s unique role in global climatology. As part of the water cycle,
water vapor is highly variable in location and concentration over a short period of
time in a way not shared by the other gases. Aerosols are particles suspended in
the atmosphere ranging in size from sub-micron to millimeter range. These have a
variety of sources, including terrestrial dust, water vapor droplets from ocean foam
and condensation, and industrial soot products. Aerosols are generated, migrate,
and settle, usually over the course of days or weeks. As a result, they are also
handled independently of other atmospheric constituents.
The radiative transfer model in MODTRAN handles the details of the function
f and its inputs in equation 4.19. For the reasons stated above three parameters
are singled out for particular treatment: water vapor content (H2O), pressure-
temperature scale altitude (alt), and aerosol optical depth (AOD). These deter-
mine the amount of scattering and absorbing species photons will encounter and
hence the values for transmissivity and scattered radiance.
A word of explanation regarding the use of scale altitude is required. Scale
altitude is an indirect parameter. It is a single value that indexes two separate
parameters, pressure and temperature, to a single value. This is possible because
pressure is generally well-behaved in its vertical regression as modified by the tem-
perature. In aeronautical terms this can also be thought of as the density altitude,
and this term more precisely describes the concept addressed here. Temperature
and pressure together determine the integrated number density of the well-mixed
gas molecules in the vertical atmospheric column. When low pressure and/or high
temperature exist, the column density is lower such that the integrated number den-
sity of the well-mixed gas molecules equals the density of scattering species that
would be observed had the ground been located at a higher or lower altitude on
a standard atmospheric day. This will create the odd situation that pressure and
temperature are measured directly as vertical profiles, which in turn can be fed into
the modeling software as literal profiles but whose error models are determined by
inputting scale altitude, and whose modeling output is expressed as a molecular
number density or optical depth.
Each of these parameters is fed into the modeling code, yet each parameter
itself has common antecedent sources: wind patterns and weather fronts. It might
be desirable to trace the three parameters back to a common set of independent
sources, but the systems are too complex to accurately predict behavior in the con-
text of remote sensing model generation. The relationship is illustrated in figure
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4.5. This bears mentioning because the three parameters will be treated as inde-
pendent random variables although there is undoubtedly a degree of correlation
between them. However, given the high complexity and low reliability of climate
modeling at this point, the assumption of independence is kept, and a line is drawn
here such that parametric characteristics of the antecedent sources are excluded as
potential uncertainty-reduction measurement possibilities. The positive side effect
is the atmospheric parameters that remain (equation 4.19) constitute the entirety of
measurable quantities.
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Figure 4.5: Breaks in the modeling chain dictate the choice of independent vari-
ables
4.6 Application of error propagation to the governing equa-
tions
4.6.1 Main equations
Regardless of how the inversion equation is written, each term contains a degree
of inherent error that propagates to the final result. The result of applying the error
propagation technique to general inversion equation 4.18 produces the main equa-
tions that will be treated by this investigation, included in detailed form for com-
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pleteness in appendix A. Equation 4.20 shows the initial expression, and equation
A.24 the expanded form. It is condensed slightly in equation A.26.
S2r =
(
∂r
∂Es
SEs
)2
+
(
∂r
∂σs′
Sσs′
)2
+
(
∂r
∂τ1
Sτ1
)2
+
(
∂r
∂τ2
Sτ2
)2
+
(
∂r
∂Ld
SLd
)2
+
(
∂r
∂Lcld
SLcld
)2
+
(
∂r
∂Lbkg
SLbkg
)2
+
(
∂r
∂F2
SF2
)2
+
(
∂r
∂F1
SF1
)2
+
(
∂r
∂Lu
SLu
)2
+
(
∂r
∂Ladj
SLadj
)2
+
(
∂r
∂LSR
SLSR
)2
+ 2ρ(τ1,τ2)Sτ1Sτ2
∂r
∂τ1
∂r
∂τ2
+ 2ρ(τ1,Ld)Sτ1SLd
∂r
∂τ1
∂r
∂Ld
+ 2ρ(τ1,Lu)Sτ1SLu
∂r
∂τ1
∂r
∂Lu
+ 2ρ(τ2,Ld)Sτ2SLd
∂r
∂τ2
∂r
∂Ld
+ 2ρ(τ2,Lu)Sτ2SLu
∂r
∂τ2
∂r
∂Lu
+ 2ρ(Ld,Lu)SLdSLu
∂r
∂Ld
∂r
∂Lu
(4.20)
4.6.2 Correlation coefficients
Since this is simply an application of the partial derivative method of error prop-
agation and the 4 quantities Ld, Lu, τ1, and τ2 are each functions of the same
atmospheric and geometric parameters, the correlations between each pair of pa-
rameters must be considered. In this case, the relationship is technically a stochas-
tic interaction between light and matter, but the modeled behavior is effectively
a deterministic function (the exact shape of which is determined by the specific
software implementation).
When functions of a single random variable are used in the creation of other
deterministic functions, the correlation between these functions is unity: a random
variable is always perfectly correlated with itself, irrespective of the specific func-
tional forms in which the variable appears (increasing vs. decreasing, linear vs.
parabolic vs. exponential, etc.). When two or more random variables are prop-
agated, correlations are also propagated by using substitution. Thus, in order to
properly model the known correlations between the radiometric parameters, it is
necessary to start mathematically at an earlier point, with the atmospheric con-
stituents, and derive the correlations by analysis.
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Equation 4.21 illustrates this for three random variables, u, v, and w, and two
functions of the random variables, x (u, v, w) and y (u, v, w). If the functions are
linear combinations (a flat n-dimensional plane), or if it is possible to assume the
functions are linear within a sufficiently restricted range about the point for which
the function is calculated, then functions x and y may be recast in first-order ex-
panded form in equations 4.22 and 4.23.
ρxyσxσy = σ2xy =
1
N − 1
N∑
i=1
(xi − x) (yi − y) (4.21)
xi − x = (ui − u) ∂x
∂u
+ (vi − v) ∂x
∂v
+ (wi − w) ∂x
∂w
(4.22)
yi − y = (ui − u) ∂y
∂u
+ (vi − v) ∂y
∂v
+ (wi − w) ∂y
∂w
(4.23)
Substituting these expressions into the covariance formula allows the propaga-
tion of correlation terms for the original random variables. This is seen in equations
4.24 and 4.25, where in the latter equation the definitions of the variance and co-
variance are applied as appropriate for the collection of terms.
σ2xy =
1
N − 1
N∑
i=1
(
(ui − u) (ui − u) ∂x
∂u
∂y
∂u
+ (ui − u) (vi − v) ∂x
∂u
∂y
∂v
+ (ui − u) (wi − w) ∂x
∂u
∂y
∂w
+ (vi − v) (ui − u) ∂x
∂v
∂y
∂u
+ (vi − v) (vi − v) ∂x
∂v
∂y
∂v
+ (vi − v) (wi − w) ∂x
∂v
∂y
∂w
+ (wi − w) (ui − u) ∂x
∂w
∂y
∂u
+ (wi − w) (vi − v) ∂x
∂w
∂y
∂v
+ (wi − w) (wi − w) ∂x
∂w
∂y
∂w
)
(4.24)
σ2xy = σ
2
u
∂x
∂u
∂y
∂u
+ σ2v
∂x
∂v
∂y
∂v
+ σ2w
∂x
∂w
∂y
∂w
+ σ2uv
(
∂x
∂u
∂y
∂v
+
∂x
∂v
∂y
∂u
)
+ σ2uw
(
∂x
∂u
∂y
∂w
+
∂x
∂w
∂y
∂u
)
+ σ2vw
(
∂x
∂v
∂y
∂w
+
∂x
∂w
∂y
∂v
)
(4.25)
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The covariance terms can be set to zero because of the assumption of statis-
tical independence between water vapor column depth, aerosol optical depth, and
density altitude. Equation 4.26 shows this simplified expression. Note the code
underlying the uncertainty propagation model uses the original form in equation
4.25 to accommodate any future need to model correlations between atmospheric
constituents, with the relevant terms simply configured to be zero for the time be-
ing.
ρxySxSy = S2u
∂x
∂u
∂y
∂u
+ S2v
∂x
∂v
∂y
∂v
+ S2w
∂x
∂w
∂y
∂w
(4.26)
The final step is to replace the notional variables used so far with actual terms.
Three atmospheric parameters directly affect four modeling outputs, producing six
correlation pairs, all listed in equation 4.20. Using τ1 and Ld as examples, the
correlation term for these two outputs is given in equation 4.27. The expression
is repeated for the other five possible combinations of τ1, τ2, Ld, and Lu in equa-
tions A.14 through A.19 and incorporated into equation A.24 (see appendix A).
Note that while radiometric parameters are shown to be cross-correlated, the cross-
correlation terms between the constituents have dropped out in equation 4.27 as a
result of the independence assumption. These terms still exist in the model should
reliable nonzero correlation factors become available.
Sτ1SLdρ(τ1Ld) = S
2
H2O
∂τ1
∂H2O
∂Ld
∂H2O
+ S2alt
∂τ1
∂alt
∂Ld
∂alt
+ S2AOD
∂τ1
∂AOD
∂Ld
∂AOD
(4.27)
4.6.3 Partial derivatives
While the partial derivatives of reflectance with respect to each term are analytical
functions, finding the values of and error in each term is another matter entirely.
The value of each term is a function of the atmospheric parameters and determined
by the radiative transfer code. The relationship is described conceptually in equa-
tions 4.28 to 4.31. The function is defined by the radiative transfer code. In other
words, a single piece of software runs over all the atmospheric parameters simul-
taneously and tracks several different quantities during the course of its numeric
integration, which then become the modeling outputs.
τ1 = f1 (H2O, alt, AOD, . . .) (4.28)
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τ2 = f2 (H2O, alt, AOD, . . .) (4.29)
Ld = f3 (H2O, alt, AOD, . . .) (4.30)
Lu = f4 (H2O, alt, AOD, . . .) (4.31)
Because there is no analytical form for the functions defining the modeling
outputs, the error in each output is only marginally better defined than the earlier
expressions for error in reflectance. However, the good news is that they can be
obtained numerically. The reduced forms of the equations are shown in equations
4.32 through 4.35, while the expanded set of relationships are included as equa-
tions A.20 through A.23. Here, the behavior of the atmosphere is the functional
space, and the ability to “reach back” through the nonlinear space to obtain the
partial derivatives with respect to each physical atmospheric parameter requires
the application of numerical differentiation techniques (as described in section 4.7)
to the radiative transfer code. It was a major task of this research to define and
quantify the relationships expressed by equations A.20 through A.23, analyze the
relative magnitude of each of the terms, and make recommendations for ground
truth measurement networks based on the results. Note that the correlation coeffi-
cients between the atmospheric parameters are implicitly assumed to be zero due
to the assumption of statistical independence stated earlier.
S2τ1 =
(
∂τ1
∂H2O
SH2O
)2
+
(
∂τ1
∂alt
Salt
)2
+
(
∂τ1
∂AOD
SAOD
)2
(4.32)
S2τ2 =
(
∂τ2
∂H2O
SH2O
)2
+
(
∂τ2
∂alt
Salt
)2
+
(
∂τ2
∂AOD
SAOD
)2
(4.33)
S2Ld =
(
∂Ld
∂H2O
SH2O
)2
+
(
∂Ld
∂alt
Salt
)2
+
(
∂Ld
∂AOD
SAOD
)2
(4.34)
S2Lu =
(
∂Lu
∂H2O
SH2O
)2
+
(
∂Lu
∂alt
Salt
)2
+
(
∂Lu
∂AOD
SAOD
)2
(4.35)
4.6.4 Bias terms
Three effects are modeled that induce bias errors: off-nadir pointing, off-normal
ground tilt angle, and the obscuration of clear sky, either by clouds or background
objects. The underlying models for deriving each effect (essentially obtaining the
term in equation 4.16) are developed in section 4.13. According to equation 4.17,
bias error is the difference between the assumed effect and the actual effect. Ap-
plying this to the governing equation 4.18, bias terms can be derived.
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Off-nadir pointing affects upwelled path radiance, Lu, and target-sensor trans-
missivity, τ2. If the difference between the nadir and off-nadir path lengths is
significant, the effect may affect the final reflectance retrieval, with path radiance
increasing and transmissivity decreasing. The governing equation 4.18 does not
explicitly specify a pointing angle, but nadir is assumed in the radiative transfer
process. Therefore, unless it is accounted for somehow (and model-based algo-
rithms do detect pointing effects during atmospheric determination), a bias error
would exist. Equation 4.36 shows this relationship, with the off-nadir term consid-
ered the truth term and the nadir-pointing term considered the erroneous estimate
term because it contains the blind assumption.
The off-nadir term is expressed in equation 4.37. The angle ψ represents off-
nadir pointing angle, with 0◦ corresponding to nadir and 90◦ corresponding to
horizontal. The subscript 0 is used for nadir terms, and ψ is used for terms where
the pointing angle is non-zero. There is an azimuthal dependence that is implicitly
accounted for in the modeling process. Note that in equation 4.37 the downwelled,
cloud, and background terms are condensed into the Ld term, indicating zero sky
fractions for clouds or background objects (for now). The difference is expanded
in equation 4.38.
∆r = r0 − rψ (4.36)
rψ =
LSR − Lu,ψ(
Es
pi cosσs′τ1 + Ld
)
τ2,ψ
(4.37)
∆rψ =
τ2,ψ (LSR − Lu,0)− τ2,0 (LSR − Lu,ψ)(
Es
pi cosσs′τ1 + Ld
)
τ2,ψτ2,0
(4.38)
Off-normal ground tilt can be a troublesome effect because no algorithm can
adequately distinguish a cosine-induced radiance change from an actual variation
in reflectance. The affected cosine term resides in the denominator of equation
4.18, shown in equation 4.39. Normally, σs′ has a sun-sensor geometry component
and a local normal component, shown in figure 4.16, but the local normal compo-
nent is normally assumed to be zero unless explicitly measured. The term σtilt is
used to track a term with a non-zero local normal component (the solar geometry
component is the same). The bias difference is expanded in equation 4.40.
rtilt =
LSR,tilt − Lu(
Es
pi cosσtiltτ1 + Ld
)
τ2
(4.39)
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∆rtilt =
Es
pi τ1 (LSR − Lu) (cosσtilt − cosσs′)(
Es
pi cosσs′τ1 + Ld
) (
Es
pi cosσtiltτ1 + Ld
)
τ2
(4.40)
An unknown bias in the radiometric calibration of a remote sensing instrument
can have a dominant effect on the retrieved reflectance. Bias can be dependent
on signal level or be a straight increase or decrease in signal independent of scene
brightness. The error propagation model is capable of handling either case. The
modeling technique is very straightforward. Given a miscalibrated radiance term
LˆSR that includes the sensor bias, the expression for reflectance bias as a function
of radiometric calibration bias is shown in equation 4.41.
∆rcal =
LˆSR − LSR(
Es
pi cosσs′τ1 + Ld
)
τ2
(4.41)
The final bias error sources are due to clouds and background objects. These
are explicitly assumed to affect only downwelled sky radiance and not either direct
path to or from the target. Equation 4.42 shows this, whereLsky is used to represent
the composite downwelled radiance resulting from non-zero cloud and background
sky fractions. The general form is given in equation 4.43, where specificity to either
clouds or background objects alone is accomplished by setting the complementary
sky fraction term to zero.
rsky =
LSR − Lu(
Es
pi cosσs′τ1 + Lsky
)
τ2
(4.42)
∆rsky =
(LSR − Lu) (Lsky − Ld)(
Es
pi cosσs′τ1 + Ld
) (
Es
pi cosσs′τ1 + Lsky
)
τ2
(4.43)
4.7 Numerically-determined derivatives
The error analysis requires the numerical computation of partial first derivatives,
which are used in equations A.14 through A.19 and A.20 through A.23. The first
derivative of a function describes the function’s rate of change or instantaneous
slope of the function. This quantity tells how much the function changes with re-
spect to a change in an input variable. The function in question is the effect of
the atmosphere as modeled by MODTRAN. The independent variables are MOD-
TRAN’s input parameters. The components of the gradient will be calculated and
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compared to each other. As will be demonstrated, correctly calculating the deriva-
tive depends on the magnitude of the function and its derivatives. Functional and
machine error in calculating derivatives are “modeling overhead” that cannot be
fully avoided but add nothing to the modeling results. Both need to be minimized
with sufficient due diligence and attention paid to the fact that a discrete step size
either too large or too small will increase one of these error sources. With multi-
ple variables, that additional danger exists that relative differences in these sources
between variables could be misinterpreted as a model result. Until the behavior of
the function as a function of each input parameter is better understood, there will
be an emphasis on error reduction when calculating the first derivative.
4.7.1 General equations
The basic formulation of the derivative of a single variable is given in equation
4.44. When extended to a multivariable function, the partial derivative is defined
by equation 4.45. When applied to analytical expressions, the procedure for finding
a derivative or partial derivative is essentially the same for each, with the variables
for which the partial derivative is not being determined being treated as constants.
When the partial derivatives of f (x1, x2, . . . , xn) are grouped together as a vector,
the result is termed the gradient, or ∇f (x1, x2, . . . , xn) (Stewart, 1995). The gra-
dient vector has a three-dimensional physical analogy, which is that it determines
the slope of a surface in each of the unit vector directions. The directional deriva-
tive is the slope of such a surface in an arbitrary direction, and it is calculated using
the gradient.
df (x)
dx
= lim
∆x→0
f (x+∆x)− f (x)
∆x
(4.44)
∂f (x1, x2)
∂x1
= lim
∆x1→0
f (x1 +∆x1, x2)− f (x1, x2)
∆x1
(4.45)
The concept of the slope of a surface does not have a direct physical analogy to
the problem under current consideration, but the usage is the same. It is desired to
determine which direction has the greatest rate of change. In the physical casting of
the problem, each unit vector represents an actual direction. In this problem, each
unit vector represents an independent atmospheric parameter, and the functional
output is the at-sensor radiance. The function itself is the physics-based numerical
radiative transfer code, MODTRAN in this case. The instantaneous rate of change
of the at-sensor radiance in response to an infinitesimal change in an input param-
eter is useful because it characterizes the behavior of the system, which is useful,
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in turn, in that inputs can be related to outputs. In non-linear systems, such a rela-
tionship can be difficult to determine by other means. This technique is the basic
approach used by algorithms that seek to perform nonlinear optimization, though
moving through the nonlinear vector space is not of immediate interest (McIntyre,
2004). However, the method of obtaining derivatives is applicable.
When a function has no analytical expression, or if data are collected without
direct access to the underlying physical relationship, one must resort to numerical
methods of estimating the derivatives. Because no direct analytical expression for
“the atmosphere” is available, numerical techniques are thus required. The most
common way to do this is described in Dennis and Schnabel (1996) and shown in
equation 4.46. The expression is a result of truncating and rearranging the tradi-
tional Taylor series expansion of f (x+∆x), as explained in Press et al. (1990).
The form of the Taylor series is given as equation 4.47, and the rearrangement is
shown in equation 4.48, but in univariate form. The higher order terms of the se-
ries are then discarded leaving the form in equation 4.46, which has been trivially
extended to the multivariate form.
∂f (x1, x2)
∂x1
≈ f (x1 +∆x1, x2)− f (x1, x2)
∆x1
(4.46)
f (x+∆x) = f (x) + ∆xf ′ (x) +
∆x2f ′′ (x)
2!
+
∆x3f ′′′ (x)
3!
+ . . . (4.47)
f (x+∆x)− f (x)
∆x
= f ′ (x) +
(
∆xf ′′ (x)
2!
+
∆x2f ′′′ (x)
3!
+ . . .
)
(4.48)
There are other techniques for numerically estimating a first derivative of a
function, such as guessing an exponential form and performing a least-squares
curve fit or fitting a Chebychev polynomial to the univariate curve and using the
analytical derivative (Press et al., 1990). However, because the objective of this
portion of the work is to compare the components of the function’s gradient to
each other at a small number of selected points rather than compute the derivative
at a large number of points, these approaches would be inappropriate. Addition-
ally, the numerical methods discussed are sufficient for the intended use and avoid
some of the artifact problems inherent in polynomial curve fitting, such as periodic
instability that increases at the edges. This is illustrated in figure 4.6, where a curve
fit was attempted on transmission data as a function of visibility.
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Figure 4.6: Error comparison for Chebyshev curve fit-derived slope
4.7.2 Error considerations
Because of the truncation of equation 4.48 and the non-infinitesimal step size, there
is a degree of error inherent in the finite difference method of calculating numer-
ical derivatives. According to Press et al. (1990), in addition to error introduced
by the truncation of the higher order terms of equation 4.48, inexact variable stor-
age, machine precision, and errors in the calculation of f (x, . . .) cause significant
problems. The combination of these error sources means that an optimal finite step
size can be neither very large (for the sake of the truncation errors, which are a
failure in assumptions underlying finite difference methods) nor very small (due to
the functional/machine noise). This claim is supported by figure 4.7. In the figure,
an example function’s derivative was numerically computed using equation 4.46.
The step size (denominator of equation 4.46), is varied along the x-axis. When
the step size is large, systematic error is dominant. As the step size decreases, the
derivative’s value settles to its best approximation. As step size decreases even fur-
ther, then machine effects take over creating first small fluctuations in value then
large ones. At the smallest step sizes, the value goes completely haywire and is
essentially pure noise.
It is important to minimize the error where possible, and it is also useful to have
an estimate of the error. There are three steps in Press et al. (1990) that are easily
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Figure 4.7: A comparison of systematic and functional error sources in functions
taken to reduce errors. The first involves storing and retrieving the step size ∆x
to/from the computer’s memory. This mitigates the effect of machine truncation
when translating the number to a specific data type since the actual step size used
will be rounded off beforehand and will not change during the computation. This
method is not applicable when using MODTRAN as the function because it reads
text configuration files, and the user has no control over the machine storage of
variables. Pre-truncating the step-size variable used in calculating the derivative
will not guarantee the same number is used in both cases.
The second strategy for error reduction is to use a form of 4.46 that is cen-
tered on the point of interest rather than using it as an endpoint. The reformulated
method is presented as equation 4.49. This technique is highly effective, but it
only reduces systematic error and does not affect machine precision error. How-
ever, this added leeway is essential in the specific case of using MODTRAN as
a functional operator. It permits the step size calculation to err on the high side
with greatly reduced effect on the calculated slopes and the avoidance of a very
dominant machine precision error regime.
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∂f (x1, x2)
∂x1
≈ f (x1 +∆x1, x2)− f (x1 −∆x1, x2)
2∆x1
(4.49)
The final step suggested is to select an optimal step size. Figure 4.7 makes the
necessity of this recommendation obvious. Optimal step size can deliver accuracy
in computing the first derivative on the order of the square root of the machine pre-
cision when using equation 4.46 or the squared cube root of the machine precision
when using equation 4.49 (Press et al., 1990). It is possible to analytically deter-
mine an appropriate order of magnitude for the step size if additional information
about the function is available or estimable. Absent that, one can empirically cal-
culate the optimal derivative step size either via brute force or using a numerical
method such as Ridders’ method (Ridders, 1982), which generally requires less
calculations of the function as well as providing an estimate of the error.
The cost of computing valuations of f (x, . . .) is typically a significant factor
when determining how to reduce error, but in the case of this investigation the
time and computational resources are available to perform detailed calculations for
some or all of the variables and input variables used. The current functional speed
can range from under 0.5 up to 30 minutes depending on the spectral resolution
and multiple scattering settings selected. If this work moves out of the lab and into
an operational setting, these considerations will become important, but for the time
being the chosen method of implementing the third recommendation is to repro-
duce figure 4.7 for each atmospheric parameter and determine an optimal ”stable”
region taking into account all spectral bands. It is the most time-consuming and
labor-intensive method of doing it, but it is also the most rigorous and reliable.
4.8 Slope calculation using MODTRAN
There are three simple steps to applying equation 4.49 to solve for the appropriate
terms in equations A.20 through A.23. They are determine the appropriate step
size, run MODTRAN twice with varied inputs, and calculate the change in spectral
output per change in parameter input. Determining the nature of the functional
space using multiple MODTRAN runs is not a new idea; in fact, there is at least
one commercial product that performs multiple runs automatically (Schla¨pfer and
Nieke, 2005). While it can be useful to map out the entire functional space to
provide a double-check on the output’s behavior, it is much more practical to get
the step size determination correct the first time and enjoy the reduced processing
requirements when examining any scenario variations thereafter.
56 CHAPTER 4. APPROACH AND THEORY
It has been verified in preliminary calculations (as part of section 5.1.1) that
functional errors driven by the MODTRAN output precision (rather than inter-
nal storage errors) dominate the numerical error considerations, with systematic
approximation errors in a distant (but significant) second place. There is a very
narrow window where both errors of the type inherent in equation 4.49 and MOD-
TRAN functional error can be avoided. The window only exists because the behav-
iors involved are smooth and gently varying, so while functional errors prevent the
use of any reasonably small step size, Taylor series truncation errors accumulate
slowly. This is true for total water vapor column amount, aerosol optical depth,
and surface pressure/temperature scale height. As is shown in section 5.1.1, a very
large atmospheric parameter step size is needed to find this window in the first
place. Step size can be computed in detail, at high computational expense, for one
point in the input parameter space and then adapted for use at other points using
the approximation as a guide.
Although slope results are not necessarily being presented here, it is appropri-
ate to mention what step sizes were chosen and how. The graphs in section 5.1.1
show several surprising effects. The different plot curves represent a sampling of
wavelengths between 400 nm and 2500 nm, roughly 200 nm apart. This was done
to show the wide variety of behavior within the spectrum of a single parameter.
Three main effects are observed. First, on the left-hand edge of most curves is
the machine noise regime, caused by limitations in storing real numbers as single-
or double-precision floating point variables. Even double-precision variables can
occasionally be susceptible to errors simply because the magnitude of the numbers
involved can be on the order of 10±15. The other two are on the right-hand side of
some of the plots, where there exist both non-periodic variation and periodic varia-
tion. The non-periodic variation is the slope approximation error discussed earlier.
In some cases it converges quickly, and in others it appears to barely converge at
all. The periodic variation, which appears primarily in the calculations for τ1, is an
effect that has not yet been discussed. It is a form of truncation error similar to the
machine precision issue, but it manifests as roundoff in the ASCII text output files.
Consider two MODTRAN tape decks run with slightly different parameters: the
outputs are identical to two, three, or four places (depending on how many places
were reported in the text output) due to roundoff. The two distinct inputs are used
as the denominators in equation 4.49. This creates a characteristic sawtooth pattern
in the slope, whereas the original output was stair-stepped. Assuming the roundoff
follows the common rule, the best estimate for the slope is halfway up the side of
a “tooth.”
These characteristics indicate the presence of error in some of the curves. The
UNCERTAINTY IN ATMOSPHERIC PARAMETERS 57
amount of error one is willing to live with is a key question because these curves
are essentially the main guts of the entire modeling effort. A mitigating factor
is that for the majority of the curves, there exists a relatively stable region where
it is possible to pick a good step size. In bands where this is not the case, the
problems transcend mere step size selection. Colliding error regimes not only make
it difficult to choose a step size, but they also have the primary effect of increasing
the amount of error observed.
Options exist for reducing the variation and its impact on slope calculation.
Although none of these was implemented here, future work may consider them.
A permanent fix would be to re-engineer then re-compile the radiative transfer
code where possible to carry along the maximum amount of precision available
and report answers to a greater precision. Since treating MODTRAN as anything
other than a black box is outside the scope of this work, it was not pursued. It
would be possible to select different step sizes for each band that best fit each
curve’s individual behavior. This was not pursued because it was not practical
to manually examine some 12,000 curves, and there is no guarantee the results
would be transportable to other sensing configurations. Fitting a curve to the data
was previously rejected as a slope calculation strategy, and not only because it
requires many more MODTRAN runs but also there is the real possibility of having
to supervise coefficient selection for many of these 12,000 curves. However, it
does have a nice side effect of finding the solution with the least squared error and
eliminating much of the random jitter present in the results.
It is believed that the final values chosen represent something akin to a “nat-
ural frequency” with respect to the behavior of the real-world systems that would
transport well to other sensing scenarios. They are 0.25 cm or 2.5 mm of total
precipitable water vapor, 0.1 km or 100 m in density altitude, and 2 km of hori-
zontal visibility. The visibility step size has a nonlinear relationship to vertical and
slant-range aerosol optical depth step size that is computed internally each time the
model is run. This value is retrieved and used, but because it is a function of the
baseline visibility no set number is used across the board.
4.9 Uncertainty in atmospheric parameters
In previous sections the mechanism of error modeling has been developed, and
this treatment of error in the atmospheric variables now opens up the model’s in-
terface. The ability to specify the amount of error present in each basic term is
precisely what allows the model to be exercised in various ways. The primary ca-
pabilities are to predict the amount of error in inversion results, test combinations
58 CHAPTER 4. APPROACH AND THEORY
of algorithms and instruments, and estimate error performance-per-cost (monetary
or computational).
The next terms that will be considered are the uncertainty in the water vapor
column depth, density altitude, and aerosol optical depth. They have been denoted
as SH2O, Salt, and SAOD. They are treated here as synonymous as the standard
deviations of these terms, but this begs the question, “Of what data set are they
the standard deviation?” The concept of uncertainty inherent in these parameters
somewhat transcends a statistical definition, but as is usually the case, using inher-
ent uncertainty in practice means computing the standard deviation of sample data
to estimate it. However, the data for which statistics are calculated depends on the
source. There are three main categories of input sources: inherent estimates an-
chored to a specific location, ground instrument estimates, and in-scene algorithm
estimates. Each source of parameters also is a source of parameter estimation un-
certainty.
Stripped down to bare bones, model-based algorithms isolate reflectance by
estimating every other term in the model. All model-based inversion algorithms
all need to somehow provide the parameters currently under consideration. This
serves as the common framework from which any such algorithm can be decom-
posed and analyzed. At this level of abstraction, inputs can be readily substituted,
perhaps to trade high uncertainty for lower uncertainty. The baseline circumstances
for doing this is augmenting or checking in-scene parameter retrieval algorithms
with ground instruments. Most often field instruments are used to validate final
results, i.e. the retrieved reflectance, because this is considered to be the most ef-
fective use of the resource (look to Staenz (2002) and Goetz et al. (2003)for ready
examples). Validation of retrieval algorithms is the usual motivation for measuring
atmospheric constituents in support of remote sensing (an example is discussed by
Kaufman et al. (1997)), but it is also possible to hybridize in-scene inversion algo-
rithms through fusion with ground truth measurements. This technique has been
employed in support of Landsat/HyMap (Rochford et al., 2005) and AVIRIS (Clark
et al., 1995) and holds the potential to correct less precise instruments and extend
the capabilities of instruments that lack or have poorly-selected spectral bands for
in-scene constituent retrieval.
4.9.1 Error sources from climatology
When estimating an atmospheric parameter without having made any measure-
ments, inherent uncertainty or inherent error is the error figure automatically at-
tached to the estimate. It is a property of geographic area, and whereas it is com-
mon to express average values for an area, it is basically unheard of to report typical
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uncertainty in those values. However, to those properly trained, a reported value is
nearly meaningless unless its uncertainty is also given, and it is no different in this
case. While the concept of inherent uncertainty may be somewhat esoteric, it tends
to appear often and almost always without acknowledgment. Whenever a study
reports that the “MODTRAN default” values (including the use of the ubiquitous
mid-latitude summer atmospheric model) were used to predict expected values or
assist in atmospheric inversion, inherent uncertainty drives the output error. The
six model atmospheres available in MODTRAN are themselves attempts to report
geography-based average values in a way most useful to the modeling code’s many
users.
Weather and climate patterns create a natural probability distribution for each
of the atmospheric parameters. This implies that with no prior knowledge of actual
atmospheric conditions, it is possible to make an approximate guess with a degree
of uncertainty dictated by the local area’s climatology. The nature of this distri-
bution is determined solely on the past weather history of the area being studied.
This characterization of an area must be accomplished beforehand, since it involves
culling archived weather observations and constructing statistical models based on
that data. The construction of a statistical model simply involves calculation of the
standard deviation of each atmospheric parameter, which is usually a derived result
from an operational ground measurement data set.
Once atmospheric observations have been collected, it is generally preferable
and straightforward (but tedious) to slice the data along temporal lines, making
distinction by time of year and time of day. Indeed, the default MODTRAN atmo-
spheres are themselves split according to summer and winter. Grouping by time
of year and by time of day are both useful, provided adequate data are available.
In this analysis, data were grouped by month but not by time of day because al-
though most data are time-stamped, the date of the observation is more universally
available than the time of the observation.
Presenting inherent error is more of a conceptual exercise than a practical tool.
Unless someone happens to be curious about an area’s intrinsic climatic variability
or is in a circumstance where it is not possible to use either ground instruments
or an in-scene inversion algorithm, determining inherent variability in one or more
atmospheric parameters is not required under normal conditions. Thus, it does
not directly add value to any particular remote sensing activity, but it provides a
starting point for this investigation. The results of the atmospheric profiling provide
default values for each of the three atmospheric error terms and give an upper
bound on reflectance retrieval errors. The process for collecting the required data
and calculating the inherent uncertainty will be briefly discussed.
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4.9.2 Error sources from ground instruments
The basic premise of this work is that whereas ground instruments were previ-
ously regarded as undesirable in operational imaging, recent advances in wireless
electronics and miniaturization have made low-cost networks of autonomous, unat-
tended, and remotely placed ground sensors feasible and worth examining.
Using an instrument to measure either an atmospheric parameter or one of the
modeling outputs directly produces both an answer and a measurement uncertainty.
This estimation of measurement error comes straight from a basic physics class les-
son in lab discipline and technique. Each instrument is calibrated and characterized
individually, and the uncertainty is generally available on a product data sheet.
Although the actual instruments used for each data source are listed elsewhere,
it will be assumed that the reported measurement uncertainty either for that in-
strument or that class of instruments is what one can reasonably expect to observe
when incorporating a ground instrument into a sensing network.
4.9.3 Error sources from inversion algorithms
Each inversion algorithm must, by definition, somehow solve equation 4.18. The
two main classes of inversion algorithms, ground truth-based and model-based,
each obtain the terms differently. The empirical line method, the prime example
of the first type determines the reflectance-to-digital count linear conversion factor,
which is an inseparable combination of all of the multiplicative terms. FLAASH,
an example of the second type, obtains each of the modeling outputs as described
here and uses them to solve for the constants A and B in equation 3.10.
Error in ELM is not considered at this time because its result, the linear con-
version factor, is largely incompatible with the error analysis performed in this
research. It will be examined later for comparison purposes, but there is no mean-
ingful translation of error in one of the terms to error in the entire combination of
terms making up the conversion factor. It is possible to imagine hybridized ELM
algorithms that can take advantage of ground methods either in the direct result, a
portion of the direct result (numerator or denominator), or in the spatial propaga-
tion of the result. However, constructing such algorithms is beyond the scope of
this work.
A useful output of FLAASH is the water vapor and aerosol abundance maps
it produces. However, these parameter maps are not accompanied by any kind of
estimation uncertainty.
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4.10 Total error due to atmospheric constituent uncertainty
In the terminology used here, there are four modeling outputs: sun-ground trans-
missivity, ground-sensor transmissivity, downwelled radiance, and upwelled radi-
ance. Given a set of atmospheric parameters, the radiative transfer code MOD-
TRAN produces these as results, hence the terminology “modeling outputs.” The
errors in each of these outputs–Sτ1 , Sτ2 , SLd , and SLu–are key terms in the error
propagation model. The construction of these error terms is straightforward, as is
illustrated in figure 4.8.
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Figure 4.8: Construction of total error in each model output
Each error term is calculated according to equations A.20 through A.23. The
partial derivative terms are the MODTRAN slopes described in section 4.8 com-
puted numerically for each imaging scenario. The error in each atmospheric pa-
rameter is derived from one of several possible ways, as described in section 4.9.
The result of this calculation is a single multiplication producing one value per
spectral band that represents the root-sum-square of the uncertainty in each param-
eter with the sensitivity of each modeling output to a change in parameter value.
4.11 Physical models
While not error models per se, these factors are key enablers to the modeling
process. Terrain altitude is a required input for radiative transfer modeling, and
exoatmospheric solar irradiance is a term found directly in the governing equation.
Uncertainty in both will affect the final result, so error modeling methodology for
these factors is shown here.
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4.11.1 Elevation knowledge
Although density altitude is used to index the atmospheric column density to a sin-
gle ground-based parameter, terrain elevation knowledge across the image is also
required. Geographic survey data are available for the United States, but the reso-
lution may be insufficient to be useful for remote sensing. Local digital elevation
models (DEM) may also be available, but a lack of universal availability would
invalidate some of the assumptions upon which the overall effort rests. An in-
creasingly common method is through GPS, although care must be given to ensure
the result is adjusted to the correct geodesic reference, and high terrain variability
reduces the usefulness of a handful of sensors scattered throughout an area. Fortu-
nately there is at least one dataset, the Shuttle Radar Topography Mission (SRTM),
that provides global coverage at good resolution with well-understood accuracy
(Rodriguez et al., 2005). DEM data can be interpolated to any point in an image,
as is shown in figure 4.9.
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Figure 4.9: DEM interpolation visualization
Given performance inputs for the circular coordinate error (which is evenly de-
composed into 2D orthographic coordinate error) and z-height measurement error,
it is simple to propagate the error into the interpolated coordinate. The mechanics
for doing so are included as equation A.29. The SRTM performance specifications
at 90% confidence were 16 meters for z-height error and 20 meters for circular
error. Typical performance was closer to 5 meters for z-height error and 15 meters
for circular coordinate error (Rodriguez et al., 2005).
Using a scenario concept to establish a performance baseline, the SRTM per-
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formance specs were used as worst case values to predict the error in interpolated
altitude across the DEM grid. Figure 4.10 shows the resulting error in altitude
given flat terrain and the SRTM performance cited above.
Figure 4.10: DEM altitude error using SRTM values and flat terrain
Because linear interpolation assumes a defined surface of some sort (4 points
can lead to a curved surface rather than a flat plane), each DEM point samples the
same geometry. The samples are essentially added in quadrature, providing an RSS
result that is a minimum when the samples are equidistant (Soukup, 2008). As the
point of interest gets closer to any individual sample location, the error increases
to a local maximum corresponding to the error for each measurement. Using the
values cited above, the altitude uncertainty ranges between 4-9 meters. For non-
flat, non-planar surfaces, the error surface is skewed towards the regions of higher
slope.
4.11.2 Exoatmospheric solar irradiance
The final term of equation 4.20 to be considered does not fall into any of the previ-
ous categories. Exoatmospheric solar irradiance variability will be fully explored,
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but the result is so small so as to be called trivial, even in this analysis where errors
are not lightly cast aside.
High-precision solar ephemeris data is publicly available (Giorgini et al., 1996).
The instantaneous earth-sun distance is mathematically predicted to within 10−5
astronomical units (AU), where the mean earth-sun distance is equivalent to 1 AU.
The mean exoatmospheric solar irradiance, Es, is also published. However, the
value of the constant, while precise, is anything but constant. During the year, the
instantaneous earth-sun distance fluctuates cyclically as the earth revolves around
the sun. There is also a long period fluctuation in the mean irradiance due to the
sun’s 11 year sunspot cycle (as well as a very long period fluctuation due to so-
lar fuel depletion and long term sunspot trends). Finally, there is day-to-day and
minute-to-minute variability in the solar constant due to sunspots, fluid convec-
tion, magnetic effects, and other solar activity (Solanki et al., 2005). Thus, both
the mean irradiance and instantaneous earth-sun distance must be updated.
Much work has gone into modeling the cyclic fluctuations of the solar irradi-
ance constant, and the decade-scale periodic fluctuation of the mean solar constant
can be accurately modeled (Solanki and Krivova, 2004). A current mean value of
1366.22W/m2 with a maximum error of 0.1% was defined as the Space Absolute
Radiation Reference (SARR) by the SOLCON project through data reduction of
a series of ongoing spaceborne instrument data collections (Crommelynck et al.,
1995). This reference value had the secondary effect of providing an instrument
cross-calibration that can be propagated to future measurements. The capability
exists to measure the fluctuating constant with a 95% confidence interval value of
±0.35W/m2 (a normal distribution is assumed). The 95% confidence interval of
a normal distribution corresponds to 1.96 standard deviations, so the value of 1
standard deviation can be derived. Assuming a simple adjustment of the form in
equation 4.50, the error in the average irradiance is calculated as shown in equation
4.51. The errors in each component are assumed to be independent.
Es,avg = ref + adj (4.50)
S2Es,avg = S
2
ref + S
2
adj
=
(
0.1%× 1366.22√
12
)2
+
(
0.35
1.96
)2
≈
(
0.43W/m2
)2
(4.51)
Because instantaneous exoatmospheric solar irradiance follows a well-defined
inverse square relationship, it is an easy matter to both determine the irradiance and
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calculate its error. The distance correction is shown in equation 4.52 (Schott, 1997).
Note that the average earth-sun radius ravg is always 1 if the units are astronomical
units, in which case the instantaneous earth-sun distance r is expressed as a fraction
of 1 AU. A noise term is added to account for short-period variations in the solar
constant. These were measured in one experiment to be as much as 1.5W/m2, but
it was generally observed to be about a third less than that. A Gaussian model is
assumed for these random variations (Crommelynck et al., 1995).
Es =
r2
r2avg
Es,avg + noise (4.52)
The error in the exoatmospheric irradiance is obtained by applying the error
propagation equation, yielding equation 4.53. In this instance, the actual error
value is predicted in equation 4.54 to be on the order of 1.5W/m2. The impli-
cation is that the system is heavily dominated by solar “noise.” Since there is no
possibility of using a less noisy celestial body in the calculation, the only ways to
reduce the error are to construct a more complex model that encompasses daily
solar activity or measure the solar constant with much greater frequency. Neither
of these approaches is feasible in the foreseeable future. The upside of this is that
this variation is extremely tiny.
S2Es =
(
∂Es
∂r
Sr
)2
+
(
∂Es
∂Es,avg
SEs,avg
)2
+ S2noise (4.53)
SEs =
√
(2rEs,avg10−5)2 + (r20.43)2 + 1.52 (4.54)
The modeling approach for determining the variability due to exoatmospheric
solar irradiance is to calculate two MODTRAN runs, each using a value for solar
constant that varies on the order of the solar irradiance uncertainty. The results
would then be compared. However, it was found that the difference in the two
inputs were below MODTRAN’s ability to produce distinct output. Using a larger
step size and normalizing it down to the required order of magnitude produced a
variability that was still exceedingly close to zero.
4.12 Sensor error models
As described in section 4.3, sensor-reaching radiance is treated in a possibly counter-
intuitive way. This term describes the radiance after it has suffered all of the atmo-
spheric effects but before it encounters the sensor. However, it is always expressed
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as dependent on the sensor’s operation. This is because true sensor-reaching radi-
ance is an unknowable quantity. Like all big equation terms, it must be measured
with an instrument. The imaging spectrometer is just another one of these “truth”
instruments, except it is specialized to take many sequential and/or simultaneous
data points registered to spatial locations.
Generally a single number is sufficient to describe the error in ground truth
instruments, but these are simpler instruments designed to read out perhaps one
or two transducers. With an imaging spectrometer, the instrument’s complexity is
such that a comprehensive model of the noise inherent in several different compo-
nents needs to be built before this final result can be produced. The error sources
considered are categorized by radiometric calibration accuracy, spectral calibra-
tion accuracy, and physical factors such as knowledge of the platform’s location
and orientation.
4.12.1 Radiometric calibration
The error sources required to consider radiometric calibration accuracy are pho-
ton noise, electronic shot noise, thermal noise, dark current, and hardware-induced
noise sources such as cross-channel contamination and fixed-pattern noise. Pho-
ton noise and electronic shot noise result from the fact that both light and charge
are carried by discrete quanta that travel and arrive at independent random rates.
Thermal noise results from the thermally-induced Brownian motion of electrons.
Dark current is any signal present in the absence of input and has thermal shot
noise as its main component. It can also include any intentional bias. Pixel cross-
talk results when charge in one detector element influences the output of spatially
proximate pixels, either during photon collection or during readout. Some detec-
tors can also have various amounts of hardware-induced noise, many of which
types can be designed or calibrated out of the system. Reset noise is one such
source, which occurs when there is variability in the reference signal against which
the readout is measured. Fixed pattern noise is another common example, where
variability in material composition, workmanship, physical dimensions, or electri-
cal properties (among other characteristics) cause differences in output not due to
signal (Hewlett-Packard Components Group, 1998).
Producing a credible model of a sensor’s ability to measure sensor-reaching
radiance is a critical part of an error propagation model. While there are inver-
sion algorithms that do not require sensor-reaching radiance, radiance space is the
chosen common framework in which all errors are cast. Whether or not digital
counts are converted to radiance in a specific application does not alter the need to
express the uncertainty introduced by the detector in radiance units. This permits
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the comparison of sensor hardware to the other sources of inversion uncertainty.
Although there are typical sources and magnitudes of hardware noise that affect
all instruments, there is no model that can adequately capture the entire range of
variability and still be useful to a particular sensor. The chosen approach is to
use actual results from one or more instruments that can be considered typical or
representative of the state of the industry. The error propagation model will use
any sensor noise model expressed in noise equivalent change in radiance (NE∆L),
which is the resulting radiance fluctuation that corresponds to noise fluctuations
in any part of the hardware chain: photon flux, charge well electrons, voltage, etc.
This output metric is itself a common framework for expressing noise derived from
potentially very different hardware configurations.
Signal-to-noise ratio (SNR) can also be used for expressing the noise. Because
some noise regimes are tied to signal level, and the model is agnostic as to which
noise regime is dominant, it is a general guideline that the SNR or ne∆L should
be derived from signal levels on the same order of magnitude as those encountered
when conducting normal image collection operations. Because this guideline reads
like it came from an instruction manual, it is appropriate to recall the proper pur-
pose of the error propagation model. The model is a testbed with which system
behaviors can be explored and conclusions can be made regarding the sources and
impacts of errors given particular configurations. It is not intended to be an applica-
tion suitable for users to predict the performance of a particular sensor in a specific
sensing configuration. The practical difference can be subtle, but it is the primary
reason for ignoring the sensor’s spectral convolution model and interpolating the
given data to the spectral range and resolution chosen for the model at the top level
specification.
For the purposes of running the error propagation model, published sensor ra-
diometric calibration data for typical-of-the-field instruments were used to provide
the uncertainty in sensor-reaching radiance. Radiometric bias will be assumed to
driven to zero. The spectrometers chosen are AVIRIS (Vane, 1987), HYDICE
(Mitchell, 1995), and Hyperion (Browne, 1999).
4.12.2 Spectral calibration
Spectral registration refers to the difference between the spectral band model and
the actual band widths and centers. Each sensor’s band model consists of a list
of band centers, widths, and response curves. When a band is reported to be ∆λ
nm wide centered on wavelength λ0, a width or centering error introduces an er-
ror into the resulting spectrum. The amount of spectral misregistration may or
may not be thought of as a random variable, depending on whether it is a fixed
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or random difference. Spectral misregistration is normally thought of as a fixed
phenomenon, though Nischan et al. (1999) describes random spectral jitter effects
in the HYDICE sensor.
Figure 4.11 shows examples for these effects. In figure 4.11(a), a simple bias
in band center produces a shift in radiance ∆LSR. The lower radiance assigned
to that band would affect band ratios and any spectral products dependent on the
retrieved reflectance, such as classification or abundances. The shift in radiance
represents a bias that can be propagated forward into reflectance space.
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(a) Spectral misregistration example
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Figure 4.11: Illustration of spectral calibration errors and their effects on the imag-
ing chain
In figure 4.11(b), a baseline band center is subject to random variation. The fre-
quency of each perturbed spectrum is given by a probability distribution governing
the amount of spectral jitter. The result of this random variation in band center is to
produce a range of radiances assigned to that band. The parameter σLsr is intended
to denote the standard deviation of the resulting distribution. The expected value of
the radiance should more or less match the baseline result, but the variance in the
radiance now represents an uncertainty in sensor radiance that can be propagated
into reflectance space.
The degree of change in radiance due to a change in any of these parameters
is highly context dependent. For a perfectly flat spectrum, a shift in band center
would have no effect, whereas an error in the band width would produce a lin-
ear increase or decrease in integrated radiance. For a highly variable spectrum,
changing the center of the spectrum has a significant effect on the output for that
band. A defect in the band widths would show the same increase or decrease in
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integrated radiance, though the change amount is not as predictable. The relevant
factors are band center, band width, target reflectance, and atmospheric conditions,
which produce the absorption bands that tend to dominate the spectral shape.
The governing equation for spectral response function and signal spectrum in-
teraction is shown in equation 4.55. The function Φ (λ) is the spectral flux incident
on the detector. The spectral response function for band i of n bands, annotated
as Ri (λ), is generally modeled as Gaussian, supergaussian (the exponent on the
independent variable is an integer greater than 2, yielding a flatter top), rectangu-
lar, trapezoidal, or triangular in shape. Gaussian response functions are used for all
modeling in this work.
Although the left-hand term in equation 4.55 is traditionally signal (Si), cal-
ibrated sensor radiance for band i (Li) will be used to avoid terminology confu-
sion. S is used elsewhere to denote sample standard deviation, and the difference
between signal and radiance is the radiometric calibration, which is momentarily
held constant for the purposes of this discussion.
Li =
∫ ∞
0
Φ (λ)Ri (λ) dλ (4.55)
Assuming a Gaussian form for the moment, the equation can be rewritten as
shown in equation 4.56. When a shift error Sλ0 and width error S∆λ are present,
the error in the resulting signal can be expressed by equation 4.57.
Li =
∫ ∞
0
Φ (λ) e
−pi
(
λi−λi,0
∆λi
)2
dλ (4.56)
∆Li = L̂i − Li =
∫ ∞
0
Φ (λ) e
−pi
(λi−λi,0±Sλi,0
∆λi±S∆λi
)2
dλ
−
∫ ∞
0
Φ (λ) e
−pi
(
λi−λi,0
∆λi
)2
dλ (4.57)
The ultimate goal is a model that can produce the sensitivity of sensor-reaching
radiance to errors in band center and/or band width. A spectral calibration error
simulation was performed by Green (1995), whose result for a 100% reflector is
reproduced in figure 4.12. The conclusion was that spectral calibration to within
0.1–0.5 nm was required to prevent spectral effects from dominating the instrument
error.
The strong dependence of perturbed radiance on each variable will be demon-
strated. As is seen in figure 4.12, spectral calibration errors are most apparent
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Figure 4.12: Percent error in radiance as a function of band center shift
in the typical water vapor, carbon dioxide, and oxygen atmospheric absorption
bands, where the absorption features create strong slopes. However, many target
reflectance spectra have strong features as well. Equation 4.57 is unworkable when
constructing a rigorous model because the solution depends on not only the spectral
response function, but also the shape of the reflectance curve being sampled.
In cases where atmospheric transmission curves produce steeper slopes than
spectral reflectance curves, generalizations can be made that apply to a wide range
of possible targets. To this end, seven representative reflectance spectra, shown in
figure 4.13, were simulated along with 3 spectrally uniform reflectors: a 100%,
a 50%, and an 18% reflector. The sample ground cover targets include asphalt,
concrete, grass, dirt, deciduous vegetation, painted steel, and two linear mixtures
of some of these common classes.
Although several of the curves exhibit strong slope features, the features in the
sensor-reaching radiance spectra are largely (but not wholly) attributable to atmo-
spheric absorption. This claim is supported by inspection of the radiance curves for
the chosen ground cover targets, shown in figure 4.14. It is magnitude, not spec-
tral features, that is the prime determiner of how spectral calibration errors will
manifest, though the “red edge” present in several of the target reflectance spectra
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Figure 4.13: Reflectance curves used to simulate spectral cal errors
serves as a prominent exception. This feature is strong enough to co-dominate, yet
atmospheric effects still appear prominent in the results of the original simulation
in figure 4.12. The conclusion is that strong spectral features can induce error in re-
trieved reflectance, but significant error will exist anyway for any target because of
the atmosphere and overall target brightness. This error concentrates near the var-
ious atmospheric absorption features, which are spectrally invariant (though their
width may change with atmospheric composition).
A simulation was conducted using a notional band model, a ±2 nm shift in
band center, and the ground cover targets presented in figure 4.13. The band model
uses 211 bands, ranging between 400 and 2500 nm on 10 nm centers and Gaussian
response curves, with 10 nm between 50% response points (full-width half-max,
or FWHM). Results for the band center shift study are shown in section 5.4.
4.12.3 Ground radiometer
A dual-input ground radiometer is a sensor configuration meriting individual at-
tention. A dual-mode reflectometer measures both the ground-reaching irradiance
and the ground-leaving radiance. It can determine the target reflectance despite
frequent time-domain changes in the radiance environment because the two inputs
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Figure 4.14: Radiance curves used to simulate spectral cal errors. The black curves
represent results for a 100%, a 50%, and an 18% reflector. The colored curves
correspond to results for each of the 7 target types shown in figure 4.13.
sense the same illumination at all times. A notional illustration of this configura-
tion is shown in figure 4.15. In the figure, one input head points towards a target
to measure ground-leaving radiance. The other points straight up with a cosine
head attachment (depicted as a hemispherical diffuser, though they are also flat) to
measure total irradiance.
A simple derivation of ground instrument error is provided for this case so that
it these types of ground instruments can be incorporated into the error propagation
model to study error reduction scenarios. Other than the geometric configuration
allowing a reduction in mathematical complexity, the error considerations for these
sensors is the same as for the instruments described above. The irradiance head
measures total irradiance as shown in equation 4.58. The other head measures the
same energy as radiance after it is reflected off the ground target. This is shown
in equation 4.59, where E indicates spectral irradiance in units of W/m2, M is
spectral exitance in the same units, and theG subscript indicates energy incident to
or leaving the ground. The signals from each head are indicated by v1 and v2. The
ratio of these signals can be used to determine the target’s Lambertian reflectance
per equation 4.60.
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Figure 4.15: Ground reflectometer in dual-input configuration
v1 = EG = Esτ1 +
∫ 2pi
0
∫ pi
2
0
Ld (σ, φ) cosσ sinσdσdφ (4.58)
v2 = LG =
MG
pi
= r
EG
pi
(4.59)
r =
v2pi
v1
(4.60)
The error analysis is applied in the usual manner, as seen in equation 4.61.
Although both radiometer heads are assumed to have the same instrument noise, it
is necessary to use equation 4.59 to convert one measurement into the units of the
other.
S2r =
(
∂r
∂v1
Sv1
)2
+
(
∂r
∂v2
Sv2
)2
=
(−v2pi
v21
)2
S2v1 +
(
pi
v1
)2
S2v2
=
(
r
v1
)2
S2v1 +
(
pi
v1
)2 ( r
pi
Sv1
)2
=
2r2S2v1
v21
(4.61)
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If instrument noise is reported as a spectrally flat percentage of the signal, a
further simplification is possible. If the noise factor is k, where k would be 0.03
for an example noise level that is 3% of the signal, then equation 4.62 shows the
final form. In reality, just as for imaging spectrometers, spectral noise response for
field instruments is not flat, though some report the constant factor merely as an
upper bound for the noise.
Sr =
√
2kr (4.62)
4.12.4 Mechanical factors
Knowledge of the sensing platform’s physical environment is an obligatory piece
of the remote sensing equation. Each piece of information is measured with one or
more truth instruments and stored along with the image as engineering, navigation,
or other metadata. The quantities include inertial position, airspeed, roll, pitch,
heading, time, temperature, pressure, and altitude. Instrument, lamp, black body,
and scan motor voltages and/or temperatures may also be recorded as applicable.
Each piece of metadata indirectly affects the final reflectance solution, and each
reading has an uncertainty attached.
The main effect of physical factors is to change the pixel location and size
relative to its assumed position on the ground. This is the case with roll, pitch,
heading, altitude, and absolute location. However, the error caused by imaging
the wrong spot on the ground is something the error propagation model was not
designed to handle. Even if a radiometric signature is indexed to the wrong ground
spot, it can still be accurately inverted to reflectance.
These same factors can also affect how the radiometric signature is inverted,
primarily by changing the assumed path length. They are usually ignored because
the differences are small–on the order of 3 degrees or less for the angles and tens
of meters in altitude (Clark et al., 1998). Then, if they are included, errors in
knowledge of these parameters amount to an even smaller effect.
A similar situation exists with voltage stability of the calibration standards and
scan hardware (if applicable). Whereas small voltage variations can cause slight
differences in the performance of these components, they can be compensated for
down to the level where the voltage stability introduces random error that cannot
be compensated for, but this error is extremely tiny.
As a result, uncertainty in knowledge of physical factors are mostly excluded
from rigorous propagation under the assumption that their effects reside at a level
or two below the detail level included in the rest of the model. There does exist
a capability to specify random error in pointing angle, whether it arises from a
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stabilized platform or control of a rotating mirror. Even so, with errors possibly
on the order of 1 µrad for the stabilized platform or 1 mrad for the direct pointing,
even this error source was found to be extremely small when placed in the larger
context of inversion to reflectance.
4.13 Environmental error models
Environmental errors are parts of the imaging chain whose sources cannot be mod-
eled mathematically. The factors referred to here are target tilt relative to the local
terrestrial normal, off-nadir sensor pointing, clouds, and background objects. Their
effects are part of the governing equations, but the variables themselves are not pre-
dictable; they are organic parts of the imaging environment. This has two critical
implications:
1. The error is not reasonably bounded
2. To be fully accounted for, the physical quantity must be measured at every
spatial location in the image, or else there will be a guaranteed error
The first assertion refers to the fact that an environment variable can take on
any value within a certain range, with the resulting change in apparent reflectance
taking on values anywhere from 0 to 100% or more. This theoretical freedom is
restricted in practice by behavioral tendencies either in the variables themselves or
by how imaging is accomplished, and this alone salvages the situation. The second
assertion points to the fact that statistical models are ill-suited for predicting the
variability of an environmental term because their variability does not obey a ran-
dom probability distribution. Hence, spatial propagation techniques can propagate
the uncertainty but not the values themselves.
Furthermore, this failure to account for these types of effects introduces a new
category of error: systematic bias. Assuming a term is not present when it is creates
a direct bias that is mathematically carried along as a separate term, and systematic
bias terms are not incorporated into the partial derivative method of computing ran-
dom error. Although imperfect knowledge of the term does increase the amount
of random error, leaving it out completely does not affect the random error. An
intuitive example of this is taking a series of measurements with a ruler. The mea-
surements themselves will vary according to some random measurement error, but
if the ruler has an inch of wood sawed off the back end, all of the measurements
are biased in a deterministic way. Whereas random error is denoted as S, a ∆ is
used to indicate a systematic or non-random bias. Equation 4.63 recalls the basic
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expression of this fact for reflectance. The variable r represents the true value,
and the variable rˆ represents the imperfect estimate. Keeping with this convention,
variables with the hat are also imperfect estimates or, in this case, values that do
not fully account for one of the environmental effects.
∆r = rˆ − r (4.63)
These concepts will now be discussed in the context of each environmental
term, and the methodology by which each was modeled is presented. The final
forms for reflectance bias were previously presented in section 4.6.4. What follows
is a discussion of how the component terms were actually determined.
4.13.1 Target tilt
The target tilt is part of the variable σs′ , the solar zenith angle from the target
plane’s frame of reference. Figure 4.16 shows the angular relationships between
the solar zenith angle σs and the local solar incidence angle σ′s. The model for bias
error resulting from assuming the target plane is the same as the local tangent plane
is given in equation 4.40. The change in direct solar irradiance is simple to adjust
for, but the model does not automatically adjust the diffuse radiance for the loss
of downwelled sky radiance and the addition of terrain-based background radiance
(however, the model allows this to be set manually). It is also assumed that the tilt
is low enough such that the target is not placed into shadow.
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
!s 
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Figure 4.16: Tilted target relative to the local horizon
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The tilt of the local normal can range from 0–90◦, which in turn can cause the
apparent reflectance to range from 0 to over 100% of its actual value. This is miti-
gated by the fact that terrain normally does not contain sharp inclines, but there is
no reason why this could not be the case. Geologic and human features both cause
spatial discontinuities statistical models are powerless to predict. Additionally, the
process of building a statistical model strong enough to adequately describe an area
produces the kind of full-scene data set required by the second assertion. The sta-
tistical model must adequately capture not just the altitude variability, but also the
angle variability, and they two are very different things.
A simple terrain scenario, shown in figure 4.17, was constructed to illustrate
a limitation of elevation measurement with respect to sample spacing. It shows a
piece of terrain in which a hill causes a 10 meter change in elevation over a 20
meter distance (a 26◦ incline). The terrain is sampled at 30 meter intervals, which
corresponds to an SRTM product.
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Figure 4.17: Elevation measurement scenario
In this simple demonstration, the elevation and angular deviations are com-
puted and presented. Linear interpolation is performed between the sample loca-
tions to produce an assumed elevation for each point in between. The local terrain
angle is also calculated for each point. The differences are presented in figures 4.18
and 4.19. Using the numbers from the example, the elevation is never more than 5
meters away from the true value.
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Figure 4.18: DEM interpolation error in elevation
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Figure 4.19: DEM interpolation error in direct solar term
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When using the altitude as an input to atmospheric modeling, the DEM un-
certainty is far below the uncertainty attributable from other sources (as will later
be shown), showing the DEM’s sufficiency for that purpose. However, the angu-
lar differences are more pronounced. The ratio of the cosines of both angles was
taken to show how the changes in angle would affect the direct solar irradiance
term where the cosine of the tilt angle plays a part.
Even though the DEM sampling is never more than 15 meters away from a
change in terrain elevation, including one sample point directly on the incline,
there is still a great deal of error in the tilt angle. The sample point that falls di-
rectly on the slope is also the region with the highest angular error, which was a
12% difference in the cosine term. Using equation 4.40, this translates to between
roughly 4% and 8% reflectance error depending on spectral band. Since blind us-
age of DEMs has been invalidated, there is little recourse with respect to predicting
the terrain angle. The error propagation model accommodates tilt angle errors in
two ways. First, it provides a gross bias error estimate based on the assumption that
the tilt angle is 0◦. When the scenario specifies an actual tilt of 0◦, the bias error is
also zero. When the target’s true tilt angle is non-zero, this error term is permitted
to grow. Secondly, an input is provided to specify tilt angle knowledge error. The
model is agnostic as to the source of the knowledge error: it may be due to sim-
ple measurement error or something more complex, such as a study attempting to
statistically parameterize angle error as a function of DEM resolution and terrain
variability. While physical-world drivers of tilt angle error are not handled, the
error source itself can be given specification values to compare with other sources
and provide a threshold at which this source becomes dominant.
4.13.2 Clouds
Clouds are a difficult subject to treat. Their spatial positions and frequency are not
predictable, they come in several different varieties, and sometimes change faster
than they can be measured. Their abundance frequently runs the full range from
clear sky to full coverage, eliminating direct solar irradiance and possibly greatly
reducing diffuse sky radiance. Alternately, they can increase the radiance of some
spectral bands. Unpublished empirical data suggest that clouds that graze direct so-
lar rays may even increase the total irradiance above 100% of the sun’s irradiance.
Airport observations provide percent cover, layer thickness, and altitudes, but no
positional information. It is possible to visually estimate cloud position, but not in
a way that produces radiometric accuracy. It has also been shown empirically that
clouds can cause extraordinary spatial variability in ground-reaching radiance over
distances on the order of 1 km or less (Klempner et al., 2006). Because clouds have
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a potentially drastic effect on the results and their temporal and spatial variability
make them extremely difficult to model, measure, or predict, it can be safely said
that clouds truly are the bane of remote sensing in the visible and near infrared
spectrum.
Clear days are sometimes called “good remote sensing days,” and cloudy days
are not. The fact that an overcast sky eliminates direct solar irradiance is coun-
terbalanced by the fact that data collects for radiometry are never carried out on
overcast days. Regardless, the factors described above make clouds not only hard
to compensate for in imaging, but they also greatly complicate the modeling pro-
cess. The modeling approach here will be approximate in the hope that it can at
least provide representative results and act as a guidepost for future modeling re-
search. It may be possible in the future to parameterize cloud characteristics to
radiance variability, but it is currently not possible. A very narrow subset of the
wide range of cloud conditions will be modeled using a numerical approach pub-
lished by Fairbanks (1999) and extended by Bartlett (2006).
Cloud type selection
Four different types of cloud conditions are illustrated in figure 4.20. The first
(figure 4.20(a)) is a monolithic slab of infinite horizontal dimension simulating
an overcast day. This is the type of cloud MODTRAN uses. Because the code
is geared towards calculating the radiance onto a single point rather than a 3-
dimensonal scene, this is the most appropriate type of cloud for it to use. The
fact that the code calculates radiance coming from the entire 3-dimensional hemi-
sphere may make this fact to be counterintuitive. Regardless, the user can specify
the altitude, thickness, and composition of the cloud layer; MODTRAN does the
rest. The other end of the realism spectrum is shown in figure 4.20(b). Clouds
are 3-dimensional objects floating in air. They receive radiance directly from the
sun at a slant angle, diffuse sky radiance, and reflected radiance from the ground
underneath. The radiance is absorbed, scattered, and reflected in all directions. De-
pending on the angle to the viewer, radiance leaving the cloud may be transmitted
solar radiance or reflected sky radiance, or a combination of both. Finally, clouds
can have “texture,” meaning they have fine spatial structure that has both high-
lights and shadows. The wide domain of cloud types led to the decision to pare the
field down to cumulus, stratus, and altostratus clouds. For each type, dark (figure
4.20(c)) and bright (4.20(d)) variants were created to simulate the highlights and
shadows that result from direct and indirect solar illumination as well as absorp-
tion or transmission through the cloud itself. This gives a bare-bones toolset to
start building cloudy skies.
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Figure 4.20: Cloud concepts
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Cloud modeling approach
Although it seems primitive, the “MODTRAN cloud” is enough to provide basic
radiometry information needed to model cloud variability. The sky is divided up
into equiangular quads defined by azimuth and zenith angles. For each azimuth
and zenith angle combination a MODTRAN run is generated where the sensor
view angle is defined by the azimuth and zenith. For dark clouds, the sensor looks
from underneath the cloud deck looking up. For bright clouds, the sensor is placed
above the cloud deck looking down. From the run the total sky (direct and diffuse)
radiance from that particular direction is saved into a database. Global simulation
scenario settings determine the spectral bin sampling, time of day, and time of year,
so the resulting spectrum database is portable to different azimuths but not different
zenith angles. An “endcap” for each hemisphere is used to simulate the radiance
directly overhead.
Two quad division schemes were used. The low resolution quad database uses 6
zenith positions, 12 azimuth positions, and a 15◦ endcap for a total of 72 quads. The
high resolution quad database uses 17 zenith positions, 72 azimuth positions, and
a 5◦ endcap for a total of 1224 quads. Figure 4.21 shows the populated clear-sky
databases. The brightest spot in each figure corresponds to the sun’s location, and
the brightness of each quad represents the scaled panchromatic radiance. Figures
4.21(c) and 4.21(d) show a two dimensional representation of the quad map. Radial
distance from the center represents zenith angle ranging from 0◦ in the center to
90◦ at the edge. Azimuth angle is represented by the angular distance around the
circle, with 0◦ aligned with the +x-axis. Figures 4.21(a) and 4.21(b) show the same
information in vertical relief to show the relative contribution of quads close to and
far away from the sun. The last pair of figures, 4.21(e) and 4.21(f), present the
most intuitive view, where each quad is spatially placed relative to an observer or
target in the center. In all cases, the endcap circle is clearly visible. The simulation
results also agree with similar results presented elsewhere (Schott, 1997).
To model a desired sky configuration, quads are turned “on” or “off” in a simple
configuration array. An integer number for each position tells the sky builder code
to use clear sky, a dark cloud, a bright cloud, or nothing at all. This interface
is highly extensible and lends itself well to other applications, such as automated
modeling of sky hemisphere photos that have been processed into cloud maps and
thresholded. The sky builder then calculates the downwelled radiance. The basic
expression for downwelled irradiance is given as equation 4.64, where radiance L
from any direction in a clear sky is a function of the scattering phase function and
the angles. The function L (σ, φ) is shown in figures 4.21(a) and 4.21(b), with the
angles φ and σ coming from the spatial positions of each point.
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(a) 72 quads (b) 1224 quads
(c) 72 quads, 2D (d) 1224 quads, 2D
(e) 72 quads, hemisphere (f) 1224 quads, hemisphere
Figure 4.21: Clear-sky radiance results for 72 and 1224 quads
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Ed =
∫
L (σ, φ) cosσdΩ =
∫ 2pi
φ=0
∫ pi
2
σ=0
L (σ, φ) cosσ sinσdφdσ (4.64)
The discrete approximation form of equation 4.64 is shown in equation 4.65.
The terms on the right replace the differential terms of the earlier form and repre-
sent degrees per quad in both the azimuth and zenith directions: nφ is the number
of azimuthal quads, nσ is the number of zenith quads, and endcap is the angular di-
ameter of the endcap portion of the hemisphere. The expression is straightforward
to calculate.
Ld =
Ed
pi
=
1
pi
nφ∑
i=0
nσ∑
j=0
L (φi, σj) cosσj sinσj
(
2pi
nφ
)(
pi − endcap
2nσ
)
(4.65)
Redefining the half-endcap as σe in equation 4.66, the expression for the end-
cap radiance is given by equation 4.67. L (0, 0) is the radiance coming from di-
rectly overhead; it is a constant. The two pi terms are kept to clarify that the first
converts directional irradiance to directional radiance, and the second is part of the
solid angle calculation.
σe =
endcap
2
(4.66)
Ld,endcap =
L (0, 0)
pi
∫ 2pi
φ=0
dφ
∫ σe
σ=0
cosσ sinσdσ
=
L (0, 0)
pi
pi sin2 σe (4.67)
Cloud error simulation
The discussion so far provided the guts of the cloud radiance model. It has limita-
tions, but it has enough fidelity to fulfill its stated purpose of quantifying the vari-
ability in reflectance inversion due to certain types of cloud cover, namely the types
that are modeled here. In other words, the model sets its sights low but soundly
delivers. The error propagation methodology can exercise the cloud model to pro-
vide additional reflectance bias error due to clouds. To enable this, a cloud error
simulation is prepared as follows:
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1. Minimum and maximum cloud cover values are chosen in terms of number
of quads set to cloud
2. A statistically large number of random cloud configurations are generated
3. A total sky radiance spectrum is numerically integrated for each configura-
tion
4. The root sum square of the difference between each cloudy sky radiance
spectrum and the clear sky spectrum is taken
5. The percent sky coverage is calculated for each quad configuration
6. The results are parameterized and saved according to fraction of the sky
covered by clouds
As mentioned earlier, a quad is “set” to be a cloud or to clear sky by changing
its integer index in the cloud map. In this simulation, 0 in the cloud map represents
clear sky, a 1 is a dark cloud, a 2 is a bright cloud, and a -1 is zero radiance (used
for obscuration calculations elsewhere in the model). Each random configuration
has a certain number of quads active. For example, the first group of random
configurations all have exactly 4 quads set to clouds, the next all have 5, and so on
until the maximum number is reached. In summary, the following statements are
true:
• The number of activated quads in each random configuration set is gradu-
ally incremented until the maximum value is reached (roughly half the total
number of quads)
• The cloud location and subtype (bright or dark) is random according to a
uniform distribution
• The basic cloud type (cumulus, stratus, etc.) is chosen at the outset and not
changed
• The multiple scattering algorithm (ISAAC 2-stream or DISORT 8-stream) is
chosen at the outset and not changed
• The quad containing the sun is never permitted to be obscured
A statistical approach was chosen as a way to sample the space of possible re-
sults. The prime alternative would be to simulate one of every possible quad con-
figuration. Even when optimizing for symmetry, the combinatorial requirements
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are staggering, taking more than 4 years for the 72 quad case at 100 radiance cal-
culations per second. The number is incalculable for the 1224 quad case.
The sky fraction is calculated based on the two-dimensional size of each quad
relative to the whole hemisphere. Quads at lower zenith angles are smaller than
those at higher zenith angles, therefore random configurations of any n quads
will contain quads of different sizes, and each n-quad result will be paired with
a slightly different sky cover fraction.
Because the cloud type and multiple scattering algorithm are intrinsic to the
simulation, each different setting is saved as a separate simulation dataset, available
for use depending on the error propagation scenario. However, preliminary results
suggest that the multiple scattering algorithm and cloud type have basically zero
bearing on the overall error. Factors not considered include the cloud height and
transparency. Cloud height (technically cloud range) changes the amount of path
radiance observed, and transparency allows a more realistic mixture of sky radiance
and cloud radiance within a quad.
Finally, cloud shadows were not allowed. Although they are common in scenes,
allowing clouds to obscure the sun makes radiometric calculations next to impossi-
ble. In short, there is no single thing that can be called a “cloud shadow.” Empirical
evidence shows that the radiance within a shadow is constantly changing, even ex-
ceeding clear-sky radiance under certain conditions. Other shadows are modeled
as equation 3.3 minus the exoatmospheric solar irradiance term; this is not the case
with cloud shadows.
Cloud error incorporation
To use the cloud error databases in the error propagation code, the scenario must
specify a cloud cover amount and sampling slice width. The sampling slice is
conceptually identical to spectral sampling that a sensor does, only with cloud
cover. A nominal value of 2% is sufficient to specify sufficient data for a robust
error calculation. The bias error for reflectance as a result of cloud-induced changes
in downwelled radiance is found from equation 4.43.
All spectra matching the requested sky cover fraction are retrieved and used to
calculate bias error. Then, the entire ensemble of bias errors is carried through to
the end. No summary statistics are calculated on the bias spectra because the goal is
to observe the effect of any one of these possible configurations on the final result.
Averaging the cloud spectra together eliminates much of the variability that makes
clouds so invidious. Using the average and reporting the variability as standard
deviation would merely require another apparatus to communicate the variability,
whereas keeping the whole dataset already accomplishes that purpose.
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4.13.3 Background objects
Interestingly enough, a separate background radiance term is absent from equation
3.3, the main radiative transport equation. Background objects are often ignored,
and rightly so. They are restricted to the horizon, meaning their angle of incidence
is usually low. Instead, it is incorporated into the downwelled radiance term of
equation 3.5. Their radiance contribution, just like the sky radiance they replace,
is always a small contribution to the overall downwelled radiance term. For open
space, a terrain masking angle (as illustrated in figure 3.1) of 15◦ or less requires
a 30 ft (9.1 m) tall object to be only 112 ft (34 m) away. At 15◦ elevation or 85◦
zenith, the irradiance is less than 25% of what it would be at zenith. However,
these are just example calculations, and the situations actually encountered may or
may not be greatly affected by background objects. The assumption that terrain
masking angle is low is not universally valid. Often, images contain structures,
and those structures have pixels next to them, and likewise for trees. Research has
been conducted concerning the effects of “treeshine” on target detection algorithms
(Raqueno et al., 2005), and whether it is because they can change the spectral
character and magnitude of sky radiance or shade the ground from direct solar
irradiance, background objects deserve attention.
The mathematical contribution from background objects was detailed in equa-
tion 3.5. They are nominally part of the diffuse downwelled radiance term in that
they block a portion of the sky that would normally be providing scattered sky ra-
diance and replace it with their own radiance. In a process that is very similar to
the cloud error propagation model described earlier, the background object model
performs a rudimentary series of simulations to determine that background object
radiance and compares it to the clear sky downwelled term.
The background object
Just like with cloud modeling, there is an infinite variety of ways a background
object can look to a ground target. The primary equation governing background
radiance is equation 4.73. It is a miniature version of the main radiance expression
in equation 3.3. The main sources of irradiance incident on a background object
are identical to those onto any flat target: direct solar irradiance, integrated diffuse
sky radiance, and radiance reflected from the ground. This formulation does not
explicitly include radiance that might be coming from other background objects,
but implicitly accounts for it in the way ground reflected radiance is determined.
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Figure 4.22: Radiance sources for a background object
Figure 4.22 illustrates the terms in equation 4.73. The downwelled radiance
term is present, but it is calculated somewhat differently than for a flat target. Only
radiance from the half-hemisphere facing the object can reflect off the vertical face.
Also, the zenith angle is now rotated by 90◦ such that rays from directly overhead
barely graze the object. Direct solar radiance is also present, but only if the local
zenith angle is less than 90◦.
The other half hemisphere now views distant background objects and radiance
reflecting off the ground. This ground source is significant due to the presence
of direct solar radiance reflecting off of it. What is normally downwelled sky ra-
diance for a flat target is now a half-hemisphere of earth albedo. Equation 4.69
shows the half-hemisphere integration for an assumed constant ground albedo. In
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reality it is different for each point on the ground, however for modeling expedi-
ency a representative spectral profile was chosen. This representative curve was
then propagated through MODTRAN to produce total radiance leaving adjacent
ground at a 45◦ slant angle, which was then used as Lgnd.
Ld,gnd =
Lgnd
pi
∫ pi
φ=0
dφ
∫ pi
2
σb=0
cosσb sinσbdσb
=
Lgnd
pi
pi
(
sin2 pi2 − sin2 0
2
)
=
Lgnd
2
(4.69)
A single albedo curve was used to model adjacent ground reflectance, and an-
other spectrum was used for the background object reflectance. To attempt to ac-
count for statistical variability, each curve was constructed with a linear mixture
of representative material type reflectance curves. The curves were taken from the
DIRSIG spectral library (Ientilucci and Brown, 2003), linearly mixed according
to set, arbitrarily-chosen fractions thought to be representative of typical scenes,
and downsampled to MODTRAN’s preferred number of spectral points. For ad-
jacent ground, the target was composed of 60% asphalt, 10% concrete, and 40%
dirt and grass, assuming that manmade structures would be surrounded by parking
lots, streets, and sidewalks, while background trees would be surrounded by dirt
and grass. The background object albedo was constructed with 55% trees, 20%
painted steel, 20% concrete, and 5% asphalt, again assuming background objects
were roughly evenly divided between natural and manmade structures.
Empirical spectrometer measurements of vertical background targets were made
and compared with the resulting object-leaving radiance curves. This validation re-
sult is shown in figure 4.23. Two side-looking sun-illuminated tree spectra and two
mixed tree/asphalt spectra were taken. At the same time a sky radiance spectrum
was taken from a portion of the sky 90◦ of azimuth away from the solar azimuth
angle. A simulated downwelled radiance spectrum and four sun-illuminated simu-
lated background object radiance spectra are overplotted on the figure. The simu-
lated and empirical curves roughly match in magnitude and spectral features, with
a notable deviation between 400-500 nm, which is believed to be due to path length
differences between the simulated and measured spectra. The path length differ-
ences would result in differing amounts of path flare caused by molecular scatter-
ing, and the spectra with greater path flare would have higher signal in the blue
spectral regions, where path scattering is most prominent. This preliminary result
provides a degree of confidence that background objects are adequately modeled
and can be used in the error propagation simulation.
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Figure 4.23: Background radiance, measured vs predicted
Background object error incorporation
Building a library of background object radiances follows a procedure very sim-
ilar to how cloudy-sky downwelled radiance spectra were made. The object was
assumed to receive a half-hemisphere’s worth of directionally-dependent sky ra-
diance and a constant, isotropic half-hemisphere’s worth of ground radiance. The
setup is notionally illustrated in figure 4.24, except the angular separation between
the solar azimuth and the local normal azimuth is not shown. Since a quad-indexed
database will be populated with the results of calculating the adapted form of
equation 4.65, and it is known that the half-hemisphere seen by the vertical ob-
ject is azimuth-dependent, this must be accounted for when building up the quad
database.
The azimuthal rotation is implemented by introducing a local axis convention
and angular rotation. There is a distinct set of angular rotations for each azimuthal
position. This would not normally be so critical, however the dominance of the
solar irradiance on the eventual result makes it more important to model direct solar
illumination, grazing solar illumination, and shaded cases of background radiance.
A full set of background objects placed at each of the different azimuth angles is
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Figure 4.24: Quad integration approach for background objects
shown in figure 4.25.
No matter what azimuth rotation scheme is used, there must be at least one
coordinate transformation to account for the change from a flat target to a vertical
target. The local reference system is comprised of an x-axis unit vector pointing
in the 0◦ azimuth direction, a z-axis unit vector pointing up in the direction of the
local normal, and a y-axis unit vector oriented to make a right-handed system. The
axis rotation is accomplished by rotating +90◦ about the local x-axis. The generic
transformation matrix about the x-axis is given as follows, where θx is a generic
angle of rotation about that axis:
Tx =
 1 0 00 cos θx sin θx
0 − sin θx cos θx

To orient the object’s face with a particular azimuth, the face is rotated about the
z-axis before the x-axis rotation. This would be equivalent to performing a y-axis
rotation after the x-axis rotation. The z-axis coordinate transform is defined as:
Tz =
 cos θz sin θz 0− sin θz cos θz 0
0 0 1

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Z
Figure 4.25: Azimuthal variation in simulated background objects
In this case, the generic rotation angle θz is replaced by φ − pi/2, where φ is the
azimuth to the object. Thus, an object at 0◦ azimuth relative to the final target
faces back towards the center at an azimuth of 180◦. The angle used for φ in the
transform is 0◦.
Implementation of the transforms is accomplished in equation 4.70. The vec-
tors X and X′ are relative to a three-axis orthogonal reference. They relate to the
polar coordinates being used through equation 4.71.
X′ = TxTzX (4.70)
 xy
z
 =
 ρ cos
(
pi
2 − σ
)
cosφ
ρ cos
(
pi
2 − σ
)
sinφ
ρ sin
(
pi
2 − σ
)
 (4.71)
Following transformation to the rotated frame, the rotated angles are obtained
through 4.72. In practice only the new zenith angle is required, but it is a function
of both the original azimuth and zenith that were relative to the local horizontal.
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 ρ′φ′
σ′
 =

√
x′2 + y′2 + z′2
arctan y
′
x′
pi
2 − arcsin z′
 (4.72)
Following this method, a different set of quads can be set to be “visible” by
the vertical background object for each azimuth position. The quads visible by
the tilted object were chosen in the local horizontal reference frame to be the half-
hemisphere of quads directly opposite the object. Those radiances are indexed to
the unrotated frame and do not require transformation so long as the correct quads
are activated and the other quads are set to zero radiance contribution. The rotated
angles are used in the cosine and sine terms of the calculation.
Lsky,bkg =
∑
φ
∑
σ
L (σ, φ) cosσ′ sinσ′dφdσ (4.73)
Once the database of background object-filled quads has been built, using the
database to generate sets of randomly configured quads is identical to the pro-
cess used to index sky fraction obscured by clouds to cloudy-sky radiance. A key
difference is that in this specific implementation of background object radiance
simulation, background objects were assumed to only occupy the lowest elevation
(highest zenith) ring of quads. Since all quads corresponding to a particular zenith
are the same size, the relation of sky fraction obscured by background objects to
number of quads takes on discrete values; a certain number of quads set to back-
ground always produces the same sky fraction. This could change in subsequent
simulations if more zenith rings were permitted to take on background object radi-
ances. Other than this, the process of generating random quad configurations and
collecting their effects on downwelled radiance is identical to the process used to
model clouds. The propagation of bias error into final reflectance is accomplished
using equation 4.43.
4.13.4 Pointing
Off-nadir sensor pointing is a self-limiting exception among environmental effects.
First, while it is possible to drive the radiance reflected off the ground to zero
by sufficiently increasing the view angle, this is impractical because the image
pixel would no longer be in the image. Second, it is trivial to know the exact
pointing angle (within a degree of random error) for every pixel in the image,
so the intractability introduced by the second implication above does not apply.
Third, model-based inversion algorithms can account for off-nadir pointing effects
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without external adjustment because an off-nadir effect is functionally identical to
a spatial variation in the atmospheric parameters.
The nadir vector originates at the sensing platform and is collinear with but
has the opposite sign of the normal vector of the terrestrial point directly below
the platform. The pointing angle, which will be called ψ, is the angle between this
vector and the vector along which photons travel into the sensor. Depending on
the sensor’s basic architecture, the details of how this is precisely defined varies.
However, the vector’s definition is external to the sensing platform. The setup is
shown in figure 4.26.
Figure 4.26: Nadir and off-nadir pointing terms
To account for the effects of pointing off-nadir, changes in upwelled radiance
(Lu) and ground-sensor transmissivity (τ2) due to path length differences must
be modeled. The same MODTRAN scenario is run multiple times using different
zenith angles. In the terminology here, nadir-pointing corresponds to a zenith angle
of 180◦. It is also possible to vary the azimuth angle. Figure 4.27 shows the result
of sampling this parameter space for upwelled radiance at 550 nm. The figure takes
on the shape of a bowl where each azimuthal position around the bowl corresponds
to an azimuth and distance from the center represents a different pointing angle,
which ranged from -45◦ to +45◦ off nadir. The bowl appears to be symmetrical,
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but this is just a result of how the space was sampled. The actual center of the bowl
for upwelled radiance is off-center based on the position of the sun. The “off-nadir
bowl” for τ2 actually is symmetrical and points downward rather than upward. This
figure has a distinct realization for every wavelength.
Figure 4.27: Upwelled radiance by azimuth and nadir angle
In practice it is unnecessary to sample different azimuths because a sensing
platform’s motion will define an along-track and cross-track direction. The along-
track direction will define the azimuth used for the off-nadir angle sampling. The
cross-track off-nadir pointing results are assumed to be the same for every imaging
line, meaning the sensing platform altitude and sun angle do not change across
the image. This smearing of one azimuth in the along-track direction is shown in
figures 4.28(a) (upwelled radiance) and 4.28(b) (transmissivity).
Results were generated for a sensor at 792 m (approximately 600 m above
ground level), 4 km, 11 km, and 100 km and will be presented in section 5.5. The
altitude used is user-selectable. Once the desired dataset is unpacked, a fourth-
order polynomial curve is fit to each wavelength and sent to the error propagation
model, which uses the coefficients to reproduce the off-nadir Lu and τ2 results for
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(a) Upwelled radiance, Lu
(b) Transmissivity, τ2
Figure 4.28: Variation in Lu and τ2 by pointing angle, relative to nadir
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any angle. The sensing scenario specifies the off-nadir pointing angle, for which
the bias error is calculated using equation 4.38. Random error due to pointing
angle knowledge uncertainty is analytically calculated from the first derivative of
the curve fit, with the result added in quadrature with other types of errors in these
two terms.
A final note on pointing error is that the multiple scattering algorithm was
found to be significant. The two options built into the model are Isaac’s fast-but-
inaccurate two-stream algorithm and the more rigorous discrete ordinate (DISORT)
algorithm using 8 streams. The two-stream algorithm was found to be adequate in
calculating a numerical derivative using the relative differences in close proximity
to a central value (section 4.7). However, discrepancies of up to 1% of the upwelled
radiance were observed at lower wavelengths, so, as with the numerical derivatives,
the DISORT multiple scattering algorithm was used out of prudence.
4.14 Scenario setup
Given a full set of error models capable of covering each term in the governing
equation, a baseline set of parameters was established for all error modeling efforts.
Any results are anchored to specific scenario parameters, particularly the geometric
conditions, so this scenario baseline is necessary to a controlled and comprehen-
sible approach to generating results. The tradeoff of restricting modeling to one
specific scenario is a loss of generality, but this cannot be avoided. Second, third,
or more scenarios can be added at any time and are left to future work. It is suf-
ficient for this work to demonstrate and validate the modeling method and use the
results to draw conclusions about this set of scenario parameters and perhaps others
similar to it. The specific scenario parameters are presented in tables 4.1, 4.2, and
4.3. It is key to fix the geometry and atmospheric baseline because in a non-linear
system, the sensitivity curves change in response to changes in these parameters.
In a developmental context, fixing a single set of parameters facilitated exploration
of the research space, requiring tens of thousands of MODTRAN runs. Once the
methodology is established, less than 10 MODTRAN runs are required to establish
the radiometric modeling baseline, which must be reconstructed for the particular
geometry of each image.
Table 4.2 includes several parameter options that are selectable at run-time.
These exist only for model demonstration purposes and would be unnecessary in an
operational version of the model. Altitude selection allows the model presentation
to show any differences between airborne and spaceborne sensors with regards to
uncertainty caused by systematic and random nadir angle errors. The sample sensor
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Table 4.1: Baseline Scenario Geometry
Parameter Value
Date May 12, 2006
Time 15:35:35 GMT
Latitude 42.93◦ N
Longitude 78.73◦ W
Ground altitude 0.218 km
Table 4.2: Baseline Sensor Parameters
Parameter Value Options
Sensor altitude 100 km 792 m, 4 km, 11 km
for pointing errors only
Sensor pointing nadir (0◦) 0–45◦
Band model 400–2500 nm (2 nm centers) -
Band repsonse triangular, 4 nm FWHM -
Noise model none AVIRIS (1997-9 cals),
Hyperion, HYDICE
Table 4.3: Baseline MODTRAN Atmospheric Parameters
Parameter Value Model Capability
Atmospheric profile 1976 Standard atmosphere Complete control
at 36 altitude levels
Water vapor profile midlatitude summer any
Multiple scattering ISAAC 2-stream (at ground) DISORT 8-stream
Target altitude 0.218 km 0–5 km
Visibility 15 km 2–100 km
Water vapor 2.0 g/cm2 0–2.63 gm/cm2
(varies by model)
CO2 concentration 373 ppm any
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noise models exist to exercise the portion of the model that accounts for calibration
uncertainty. Finally, table 4.4 lists several other model options that are not included
in the baseline configuration but can be added to predict the relative magnitudes
of various effects in relation to the standard error sources. These include ground
tilt, cloud cover, and background object cover. The modeling methodology for
these was described in earlier sections, and the input ranges are listed in the table.
Finally, it is critical to note target reflectance can be specified either as a spectrally
constant scalar or as a spectrum.
Table 4.4: Other Selectable Parameters
Parameter Specified As Range
Ground tilt Angle in degrees 0–45◦
Cloud cover Sky fraction, 0–1.0 0–0.45
Cloud cover knowledge Sky fraction uncertainty 0–0.2, 0–0.05 typical
Background objects Sky fraction, 0–1.0 0–0.25
Background object knowledge Sky fraction uncertainty 0–0.1, 0–0.05 typical
Target reflectance Scalar or spectral vector 0.0-1.0
The default scenario conditions were chosen to blend conditions at Buffalo In-
ternational Airport and Rochester Institute of Technology. Buffalo’s location and
altitude were used so the results could be correlated with historical meteorological
data collected at the National Weather Service station, in particular the tempera-
ture, pressure, dew point, and radiosonde data. Sensing geometry was taken from
an airborne imagery collect over RIT so that radiance results could be compared
to the collected data. These parameters include primarily date and time, but one of
the sensor altitude options built into the model matches the aircraft altitude during
the collect. The collected imagery and metadata together did not produce a useful
data set that could be used to validate this work, so the scenario selection rationale
is now immaterial. In general, the important thing is that the scenario parame-
ters used match the actual or expected collection geometry treated by the model’s
application.
4.15 Validation
Validation is a key task for any scientific work. It was listed as an objective of
this investigation, and both simulation results and real-world collection data were
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planned to be part of the validation process. Because claims are made regarding
uncertainty in absolute terms rather than relative terms, it is imperative that some
level of confidence in these results is generated. MODTRAN simulation is used to
generate statistical distributions of retrieved reflectance resulting from uncertainty
in atmospheric constituents. Despite the initial plan to also use actual collection
data to validate these and other results (such as the environmental effects), it was
discovered that parts of this approach bordered on the impossible. It is feasible
to perform atmospheric inversion with actual constituent determination and per-
turb these constituents to increase the error, but validating effects such as cloud
and background radiance using statistical language and real-world data introduces
a host of approximations and imprecisions that tend to negate the value of the val-
idation effort. The assumption here is that if simulation can be used to validate the
analytical techniques of error propagation, then higher confidence can be placed in
other parts of the model employing the same error propagation techniques.
It is claimed that the error propagation model delivers the ability to tie con-
stituent errors with environmental errors and propagate both into reflectance space.
Despite the many plug-in sub-models built to hang off it, the core engine is the
most critical piece to validate. Thus, a final validation approach was selected that
balances effectiveness with simplicity, focusing on just the core propagation capa-
bility. The ability to predict a statistical distribution without instantiating random
variables is the model’s primary value. The validation approach will compare the
deterministic results with actual random results for identical atmospheric and geo-
metric scenarios.
AMonte Carlo-style simulation was constructed in which a retrieved reflectance
error is simulated by inducing error in the atmospheric parameters. The simu-
lated situation is shown by equations 4.74 and 4.75. Equation 4.74 represents the
truth state, and equation 4.75 represents an erroneous retrieval. The total calibrated
radiance is the same, but due to supposed errors in atmospheric constituent de-
termination, the estimated reflectance (and by extension the estimated component
radiance) is off by some amount. The terms r and rˆ represent the true reflectance
and the erroneous retrieved reflectance. The atmosphere operator is fixed but im-
perfectly estimated quantity during this process.
L = Lgndr + LU (4.74)
L = Lˆgndrˆ + LˆU (4.75)
The definition of Lgnd is given by equation 4.76:
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Lgnd =
(
Es
pi
cosσs′τ1 + Ld
)
τ2 (4.76)
Equation 4.77 shows the method by which the validation scenario is simu-
lated. Because reflectance errors induced by constituent uncertainty can only be
indirectly treated by the radiative transfer modeling process, error in atmospheric
constituent knowledge must be simulated as a perturbation in the MODTRAN in-
put parameters. The effect must then be detected in the radiance outputs. Whereas
reflectance retrieval errors would not affect sensor-reaching radiance, the indirect
simulation method keeps reflectance constant, instead collecting these errors in the
sensor-reaching radiance term. To return to the situation in equation 4.75, the orig-
inal radiance is substituted for the perturbed radiance and inverted. Terms Lˆgnd
and LˆU are obtained from input-perturbed MODTRAN runs. Then, it is assumed
the defect exists in r, not L, so reflectance errors are isolated according to equation
4.78, where each term corresponds to the terms in equation pair 4.77.
Lˆ = Lˆgndr + LˆU (4.77)
rˆ =
(L− LˆU )
Lˆgnd
(4.78)
For each scenario, a mean value, distribution width, and distribution shape
were assumed for the input parameter under study. An arbitrarily large (nominally
600) random sample of parameter values was constructed by accessing a random
distribution possessing the characteristics in table 4.5. Note that for the translation
of optical depth error to visibility, ±0.02 translated to +0.8 and −0.7 km. These
were averaged together for brevity’s sake. MODTRAN was run with each input
parameter in the random sample, and the reflectances were calculated according
to equation 4.78. The first run in each scenario was unperturbed and provided the
“truth” radiances required by equation 4.78. Results for 100% and 20% reflectors
will be presented in chapter 5.
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Table 4.5: Validation scenario summary
Validation parameter Distribution Mean Std dev
V1 water vapor - dry normal 0.75 cm 0.2 cm
V2 water vapor - dry normal 0.75 cm 0.1 cm
V3 water vapor - wet normal 2.0 cm 0.2 cm
V4 water vapor - wet normal 2.0 cm 0.1 cm
V5 density altitude normal 0.218 km 0.02 km
V6 density altitude normal 0.218 km 0.01 km
V7 aerosol optical depth log-normal 0.447 (15 km) 0.04 (1.55 km)
V8 aerosol optical depth log-normal 0.447 (15 km) 0.02 (0.75 km)
V9 multiple parameters
water vapor normal 2.0 cm 0.2 cm
density altitude normal 0.218 km 0.045 km
aerosol optical depth log-normal 0.456 0.02
Chapter 5
Results and Discussion
An approach has been presented that allows the estimation of atmospheric inver-
sion error using basic error propagation theory and radiative transfer modeling
techniques. The statistical approach used here recognizes that any values obtained
are governed by an uncertainty distribution. The fundamental premise of this work
is that any reflectance result is also governed by a statistical distribution, and the
purpose of the method presented is to determine both the magnitude and trace-
ability of error as it moves through the system, accumulating in the final spectral
reflectance result. The final product of the process is a basic statistical description
of the final result in reflectance units. This chapter presents the results of error
propagation process at each step, building to a final body of reflectance uncertainty
results. Validation and sensitivity study results will also be presented.
Error propagation is a multi-step process. The results of each step are now
presented individually so as to provide insight into the implications of the final
results. Figure 5.1 shows how the components are combined to produce retrieved
reflectance errors. According to the error propagation method described in section
4.4, any propagated error requires both a system sensitivity, defined by the mathe-
matical relationship between variables, and a system driver, defined by the injected
error input. In the case of model output uncertainty, the atmospheric partial deriva-
tives (section 5.1) are driven by atmospheric constituent uncertainty (section 5.2).
The errors in the model outputs (Ld, Lu, τ1, and τ2) are shown for a variety of
input drivers in section 5.3. Sensor calibration error modeling results for several
representative sensing platforms are shown in section 5.4. A variety of results for
the modeled environmental components are presented in section 5.5. Finally, fully
combined end-to-end error propagation results are presented in section 5.6.
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Figure 5.1: Map of Component Results
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5.1 Atmospheric partial derivatives
5.1.1 Step size selection
Determining the partial derivatives was a two-step process. First, the proper numer-
ical derivative step size for each constituent was determined. This is not normally
thought to be a hazardous process, but if done incorrectly it could lead to some
serious problems. Step size determination results are presented fully in figures 5.2,
5.3, and 5.4 and summarized in table 5.1. These plots show the basis for choosing
the step sizes that were eventually used to numerically compute the first derivatives
of each model output with respect to each atmospheric parameter. A vertical line
on the plot indicates the step size eventually chosen in calculating the derivatives.
A single number was used for all bands in each case. The different plot curves
represent a sampling of wavelengths between 400 nm and 2500 nm, roughly 300
nm apart.
Table 5.1: Partial Derivative Settings Summary
Parameter Setting
water vapor 0.25 cm
density altitude 0.1 km
visibility 2 km
Judgments were made empirically, keeping in mind the error regime consider-
ations illustrated in figure 4.7. Both the functional error and machine noise regimes
are clearly visible in the step size plots. Each plot is best read from right to left in
that large step sizes on the right are generally smoothly sloping curves, giving way
on the left to more erratic behavior.
Figure 5.2 shows the most interesting behavior, clearly highlighting the po-
tential pitfalls in conducting a numerical analysis of this sort. Several effects are
visible: highly erratic machine noise in figure 5.2(a), zig-zag behavior in same,
highly-sloping functional noise, and what appears to be three distinct slope regimes
punctuated by a discontinuity just under 1.0 cm step size. Machine noise regimes
and zig-zag lines also appear in figures 5.3 and 5.4.
The highly erratic machine noise in all of the τ1 derivative plots stems from
how τ1 is calculated from the MODTRAN results. It is the only result not directly
available as a scaled difference of tape 7 columns. It is found as a quotient of
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columns, meaning it is highly sensitive to machine noise.
The zig-zag behavior was investigated and found to be a quantization issue. Be-
cause the default MODTRAN output is limited to a set number of decimal places,
it is possible for two slightly differing inputs to produce output whose values dif-
fer by an amount smaller than the 3 or 4 decimal output precision. The expected
result is that the slope is constant in this small change regime because outputs and
inputs change by about the same amount, no matter what they are. However, when
the slopes are calculated from this output, the unchanging output is divided by the
changing input, producing a different slope. Once the sub-precision residual accu-
mulates past the quantization limit, the least significant decimal place increments
(or decrements), and the quotient suddenly changes, producing a step discontinuity.
The entire process repeats, creating a zig-zag appearance. From an error propaga-
tion standpoint, all of these answers are “correct” because the distance between
max and min is bounding the quantization noise. Technically speaking, it is prob-
ably most correct to use one of the zig-zag extrema as a reference value, but the
results need to be examined manually to determine which extremum to use.
The most peculiar aspect of the water vapor step size graph is the appearance
of 3 different behaviors: a typical functional noise sloped region on the left, a
scalloped region in the middle, and a opposite-sloping discontinuity on the right.
This is most likely explained by how MODTRAN handles excess water in con-
structing its profiles. The model uses the 1976 Standard Atmosphere because it
is the basis for correlating changes in temperature and pressure with density alti-
tude. However, the midlatitude summer vapor profile is used to better match wetter
conditions expected in the US northeast. The key difference is that despite similar
temperature and pressure profiles, each model atmosphere has a different saturation
limit, with midlatitude summer saturating at 4.95799 g/cm2 and the 1976 standard
atmosphere saturating at 2.61107 g/cm2. It is likely the discontinuities arise from
MODTRAN reacting unpredictably in response to approaching this limit.
Final step size selection attempted to find the place that optimally avoids the
worst error of the many sources discussed. Primarily, the limit was placed at the
outer edge of the machine noise regime. A single number was selected for each
constituent, and because selection was dominated by machine and quantization
noise, it is believed that this number should be viable for many different geometric
configurations.
5.1.2 Slope determination in MODTRAN functional space
The partial derivatives of each modeling output with respect to each atmospheric
constituent are absolutely crucial to the functioning of the error propagation model.
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(a) ∂τ1
∂H2O
(b) ∂τ2
∂H2O
(c) ∂Ld
∂H2O
(d) ∂Lu
∂H2O
Figure 5.2: Water vapor slope step size sensitivity. Each curve represents one wavelength chosen to
sample the entire spectral range on 50 nm centers, i.e. 400, 450, . . . , 2450, 2500 nm. The purpose
of the plot is to show in-family behavior for all curves in relation to the chosen step size (the vertical
black line), so individual identification of each curve is not important. The functional error regime
is visible as a slope change at the extreme right of each plot, and the machine error regime is visible
as erratic slope behavior on the extreme left of each plot.
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(a) ∂τ1
∂alt
(b) ∂τ2
∂alt
(c) ∂Ld
∂alt
(d) ∂Lu
∂alt
Figure 5.3: Altitude slope step size sensitivity. Each curve represents one wavelength chosen to
sample the entire spectral range on 50 nm centers, i.e. 400, 450, . . . , 2450, 2500 nm. The purpose
of the plot is to show in-family behavior for all curves in relation to the chosen step size (the vertical
black line), so individual identification of each curve is not important. The functional error regime
is visible as a slope change at the extreme right of each plot, and the machine error regime is visible
as erratic slope behavior on the extreme left of each plot.
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(a) ∂τ1
∂vis
(b) ∂τ2
∂vis
(c) ∂Ld
∂vis
(d) ∂Lu
∂vis
Figure 5.4: Aerosol/Visibility slope step size sensitivity. Each curve represents one wavelength
chosen to sample the entire spectral range on 50 nm centers, i.e. 400, 450, . . . , 2450, 2500 nm. The
purpose of the plot is to show in-family behavior for all curves in relation to the chosen step size
(the vertical black line), so individual identification of each curve is not important. The functional
error regime is visible as a slope change at the extreme right of each plot, and the machine error
regime is visible as erratic slope behavior on the extreme left of each plot.
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Although they are not intuitively comprehensible by themselves, they are what
essentially “carry” error inputs forward through the model to the next stage. It
would be tempting to call them meaningless as standalone results, but because
they represent the inner workings of the error propagation model and represent a
significant portion of the new technique presented in this research, they deserve
some scrutiny.
The slope computation results are shown in figures 5.5 through 5.8. These
curves are specific to the initial conditions listed in tables 4.1, 4.2, and 4.3, but
they are independent of any error scenarios. Thus, they are the last application-
independent results that will be presented.
It needs to be pointed out that both visibility and aerosol optical depth (at 550
nm) are presented together. Visibility is directly relatable to optical depth via an
exponential relationship. The exact relationship applicable to the baseline geo-
metric and atmospheric modeling parameters selected for the sample scenarios is
shown in figure 5.9. In the figure, the baseline 15 km visibility corresponds to an
optical depth of 0.447. Visibility is an intuitive, single-parameter input to MOD-
TRAN (given an acceptable default aerosol model), whereas direct aerosol defini-
tion is not. Aerosol optical depth (at 550 nm) is available in the output, therefore
both inputs produce acceptable partial derivatives. Visibility, however, is a terrible
quantity to measure, the reasons for which will be elaborated upon in section 5.2.1.
Aerosol optical depth is used as the working quantity after this point.
The absolute magnitudes of the partial derivatives are not useful for comparison
purposes because they are of different units with different typical values. In figure
5.5, the partial derivative of τ1 with respect to aerosol optical thickness is much
larger than the partial with respect to visibility because the typical variability of
AOT is two orders of magnitude less than that of visibility.
As would be expected, figure 5.5 closely matches 5.6. Because the time of
day is near local noon, τ1 should be nearly identical to τ2. Note the signs of the
curves with respect to water vapor and aerosols are opposite those with respect
to visibility and altitude. This is due to the fact that transmissivity increases with
higher visibility and altitude (less scatterers) and decreases with higher water vapor
and aerosols (more scatterers). An exception to this observation occurs with water
vapor in the low visible wavelengths, where it is thought that the water vapor’s
lower-than-air density starts to emerge as a more dominant effect. Figures 5.7 and
5.8, both scattered radiance results, share the same general tendencies but differ in
magnitude.
All curves are pocked with absorption dips (and spikes, in the case of water
vapor). It should be noted that the apparent low sensitivity in these regions is
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Figure 5.5: Derived slopes for τ1 with respect to each constitutent
Figure 5.6: Derived slopes for τ2 with respect to each constitutent
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Figure 5.7: Derived slopes for Ld with respect to each constitutent
Figure 5.8: Derived slopes for Lu with respect to each constitutent
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Aerosol Optical Depth vs Visibility
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Figure 5.9: Relationship between aerosol optical depth and visibility. The plot
shown here uses default MODTRAN aerosol settings and the geometric settings
listed in table 4.1. Optical depth is indexed to a particular wavelength, com-
monly 550 nm. Other parameters are required to describe the spectral character
of aerosols’ effect.
counterbalanced by the low signal and high noise in the actual radiance curves,
removing any hope of useful results in these regions.
5.2 Atmospheric constituent uncertainty
The other half of error propagation is the atmospheric constituent uncertainty be-
ing propagated forward. The three sources referenced by figure 5.1 are climatology,
instruments, and inversion algorithms, each one providing atmospheric constituent
inputs to MODTRAN. The constituents–water vapor, well mixed gas density, and
aerosol optical depth–are known to varying degrees of certainty. These uncertain-
ties were reduced to the standard deviation of a normal, uniform, or log-normal
distribution (depending on the observed physical phenomenology), so as far as the
error propagation model is concerned, they’re all just numbers. However, each
source was selected to illustrate a specific point, which will be discussed before
combining the constituent uncertainties with the partial derivatives to produce re-
flectance error predictions.
114 CHAPTER 5. RESULTS AND DISCUSSION
5.2.1 Constituents from Climatology
It was proposed that modeling could be attempted without a priori knowledge us-
ing an approach called “blind modeling.” Often atmosphere modeling is used to
support imaging research without much consideration of how using MODTRAN’s
default values (“very blind modeling,” perhaps) and the midlatitude summer at-
mosphere really change the results, though that is certainly “better than nothing.”
The use of local historical data also falls within the “better than nothing” category
but provides modeling settings that could plausibly be believed to have degree of
closeness to actual conditions. The results presented here show that a climatology
approach to constituent error produces a viable result that will be used in forward
propagation. These propagated errors will be compared to results from the other
sources of constituent uncertainty.
Historical climate data were compiled and analyzed for Buffalo Niagara Inter-
national Airport, which benefits from several collocated data collection activities.
Airport observations, twice-daily radiosonde launches, and a nearby automated
GPS water vapor station were all investigated for suitability. Table 5.2 summarizes
the results of the climate study, with the results themselves shown in Appendix B
starting on page 201.
The results themselves are straightforward to interpret with some minor discus-
sion warranted. First, the results were aggregated by month. This was an arbitrary
decision chosen so as to capture seasonal cycles. Further aggregation by time of
day was also desired, but the observations were thought to be insufficient to sup-
port this. Table 5.2 only shows results for May, which corresponds to the baseline
geometry listed in table 4.1. A second discussion point in these results is that visi-
bility observations cannot be used as a source measurement for reasons exposed by
figure B.9. Visibility observations at an airport exist to detect conditions that may
interfere with takeoffs and landings. Thus, they are at least bimodal, with low-end
results caused by weather and high-end results caused by haze, though this could
be fixed by truncating the lowest observations. However, airports also do not care
about the visibility if it exceeds 10 or 15 km. Indeed, figure B.9 shows a partial dis-
tribution tail where most of the clear-weather observations are all binned at 10 km
rather than made more accurately. Simply put, aerosols must be measured directly
in order to support remote sensing operations.
This section does not fully explore the many interesting nuances discovered
when using these data sources for blind modeling; the main point here is that these
should not be used. Table 5.8 shows the uncertainty here is generally 10× as
large as any of the other data sources used here. This bound on the “better-than-
nothing” option is an important result, considering its prevalence in support to
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imaging science research (though if no other alternative exists, be sure to do it in
winter). Propagated results will be shown starting in section 5.3.
Table 5.2: Climatology Results Summary (Month 5)
Parameter Source Mean value Std deviation Figure
water vapor GPS 1.87 cm 1.06 cm B.1
radiosonde 1.90 cm 1.07 cm B.2
MODIS 1.55 cm 0.62 cm B.3
density altitude airport obs 0.21 km 0.21 km B.4
GPS synoptic 0.17 km 0.18 km B.5
radiosonde 0.16 km 0.22 km B.6
aerosol optical depth MODIS 0.37 0.39 B.7
5.2.2 Constituents from Instrumentation
As stated earlier, wireless communication enabling a potential paradigm shift where
the previously impractical routine use of ground truth in remote sensing could be-
come practical. A snapshot of the state of instrumentation uncertainty was obtained
through a cursory catalog search and a dip into the body of information compiled
by the Atmospheric Radiation Measurement (ARM) Program, a Department of En-
ergy activity that operates a national infrastructure of highly instrumented ground
stations (U.S. Department of Energy, 2004). The primary metric was the published
uncertainty provided by each type of sensor, which was taken at face value (despite
the obligatory warnings about trusting manufacturer’s claims).
Tables 5.3 through 5.6 comprise a brief re-compilation of some of this data.
It does not need to be comprehensive; as long as each constituent is covered by
an instrument that can be described as typical of the field, then the purpose will
be served. The measurement atmospheric quantities as ground truth is an incred-
ibly important capability, and the performance of a instrument network-enhanced
sensing result is based on the capabilities inherent in these instruments.
Density altitude is an indirect measurement designed to index well-mixed gas
density. Altitude itself is indirectly measured through pressure and two types of
temperature (both air temperature and dew point). In an operational environment,
the three measurements are taken together. For the purposes of the results to follow,
it was necessary to derive density altitude uncertainty by propagating uncertainty in
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pressure and temperature. This calculation uses the baseline scenario’s values for
surface temperature and pressure but a monthly historical average for dew point.
A brief survey was conducted to determine the state of the industry with re-
gards to ground instrument accuracy in sensing quantities of interest: tempera-
ture, pressure, aerosol optical depth, and integrated water vapor column height.
This sampling of uncertainty values will form the foundation for error propagation
analysis of ground truth networks. At this point, no consideration is given to cost
or practicality, just possibility. Results are summarized in tables 5.3 through 5.6.
In addition to the atmospheric measurement data, Michalsky (2001) notes pyra-
nometer and shadowband radiometer irradiance accuracy as low as 3% for direct
irradiance and 5% for diffuse irradiance after non-linearity correction. This ground
instrument uncertainty will be used to predict incorporation of direct measurement
of downwelled radiance, sun-ground transmission, and ground-reaching radiance
into uncertainty reduction.
Table 5.3: Temperature
Source Uncertainty Source
Commercial weather station 0.5◦ C Davis Instruments (2004)
NIST reference instrument 0.2◦ C Davis Instruments (2005)
Vaisala RS-90 0.5◦ C Vaisala (2006)
Vaisala RS-90 dew point 1.5◦ C ibid.
Vaisala PTU300 0.2–0.4◦ C Vaisala (2008)
GPS MET station 0.1–0.3◦ C Feng and Herman (1999)
5.2.3 Constituents from In-scene Algorithms
The final source for uncertainty in a model-based approach comes from the in-
scene model-based algorithms themselves. As described in sections 3.2.2 and
3.2.3, in-scene algorithms depend on band ratio methods to determine atmospheric
constituents. Because inversion algorithm validation studies rightly focus on final
reflectance results and seldom on the intermediate results of the algorithm’s inner
workings, band ratio studies provide the majority of the uncertainty data used to
populate this source.
The correlation between band ratio and physical phenomenology is derived by
constructing look-up tables with MODTRAN. The degree of error inherent in the
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Table 5.4: Pressure
Source Uncertainty Source
Commercial weather station 1.35 hPa Davis Instruments (2004)
NIST reference instrument 0.68 hPa Davis Instruments (2005)
Vaisala RS-90 1.0 hPa Vaisala (2006)
Vaisala PTU300 0.15–0.45 hPa Vaisala (2008)
Vaisala PTB100 0.25–0.3 hPa Deblonde et al. (2005)
Setra 270 pressure transducer 0.3 hPa ibid.
GPS MET w/ synoptic meas. 0.66–1.4 hPa ibid.
GPS MET station 0.13–0.44 hPa ibid.
Table 5.5: Aerosol Optical Depth
Source Uncertainty Source
Cimel Sunphotometer 0.02-0.04 Rainwater and Gregory (2005)
Sunphotometer - high altitude 0.01 Halthore et al. (1999)
Multifilter rotation shadowband 0.02 ibid.
radiometer (MFRSR)
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process is the basis for a common comparison with other sources for atmospheric
constituent data. This is not a bad comparison because the same assumptions that
underly the main mathematical techniques of the work presented herein mirror
those used to construct the lookup tables. Both rely on linearizing a smooth curve
pegged to a certain set of geometric conditions, so the error inherent in the cor-
relation process theoretically matches the functional error inherent in the slope
determination process, which was too low to affect the results.
Therefore, error arising from the band ratio process is not inherent in the pro-
cess itself, rather it arises from imperfect modeling of the atmosphere under test.
It is further concluded that this imperfect modeling is not related to the variables
treated by the algorithm, instead it is the assumed variables that are never verified.
One example of this is provided by Gao and Goetz (1993), where the presence of
liquid water fouls the in-scene water vapor determination method and subsequent
spectral curve fit. The idea that an error in the assumed aerosol particle size distri-
bution could manifest as error in retrieved water vapor (for example) presents an
interesting implication for the comparisons made here. It suggests that, for model
based algorithms only, constituent determination error may not cause random error
in reflectance, instead it manifests as a bias due to a shift in the entire function
space (that may or may not be linear across the entire parameter range). Linearity
problems with band ratio algorithms, like those described by Hirsch et al. (2001),
may also contribute. It is entirely possible that this underlies the empirical EF-
FORT correction described by Boardman (1998). Modeling error due to bias as
a random phenomenon potentially invalidates the approach by which ground truth
instrument errors are directly compared to errors observed in the in-scene inversion
process. Put another way, it is possible that because of the many effects built into
FLAASH’s lookup table, perfect knowledge of the constituents FLAASH finds
would still result in retrieved reflectance errors. However, since the inner work-
ings of the model based algorithms are beyond the scope of this study, this theory
will need to be explored in future work. Errors related to model-based inversion
algorithms are treated as random if reported as such.
According to Green et al. (1993), surface pressure altitude appears to closely
follow the topography of the region. This might suggest that barring drastic ex-
tremes of weather, actual terrain elevation is more important than elevation ad-
justed for non-standard air column density. As an example, given a surface height
of 220 meters, an atmospheric variation contribution of 5-10 meters is really within
the noise of the surface elevation measurement in the first place. Figure 4.10 shows
that for flat terrain, elevation-only error is generally bounded to 10 meters or less.
Drastic terrain changes would have slightly higher error, and most of the area cov-
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ered by the DEM would likely have significantly less. This makes 10 meters a
conservative value to use for the determination of density altitude.
Alternately, Green (1991) also notes that in-scene altitude determination was
precise to within 12% when performed pixel-by-pixel. Results were improved
when multiple pixels were convolved together, presumably under the assumptions
that density altitude slowly varies spatially and that high-frequency differences un-
related to the equivalent elevation could be safely removed to obtain a better local
result. Using 12% as an upper bound, with the understanding that the precision for
a spatially averaged in-scene determination should be somewhat lower, an altitude-
dependent uncertainty range of 1–25 meters is assumed.
Because in-scene determination of atmospheric water vapor employs the use of
a band ratio technique, it is possible to evaluate algorithm performance in this re-
gard by examining the results of band ratio studies. A study performed to validate
the AVIRIS water vapor retrieval method produced very useful results (Bruegge
et al., 1990). It was based on synoptic collections using very precise ground instru-
ments and a LOWTRAN-assisted band ratios algorithm. The benefit is that very
precise, upward-looking instruments can determine the theoretical limit of band
ratio reliability free of the need to account for instrument noise and ground con-
stituents affecting what is assumed to be an atmosphere-only phenomenon. Sun-
photometer and spectral hygrometer measurements were used to produce ratios that
were then indexed against LOWTRAN predictions. Both types of ratios used the
940 nm absorption feature. These results were cross-checked by a Fourier trans-
form spectrometer, agreeing with one another to within 2%. When used to support
an AVIRIS collection, the results displayed random deviations restricted to within
0.05 cm. Although these results will not be directly applicable to a downward-
looking retrieval with an imaging spectrometer, this provides the lower bound of
error but does not provide typical performance for in-scene algorithms. One result
that could be directly applicable is that an AVIRIS retrieval was also thought to
have an uncertainty of 0.05 cm. The study was conducted in a dry atmosphere, so
the entire range cited here is for the “dry” category of uncertainty predictions.
The band ratio algorithm that eventually became part of the ATREM inversion
algorithm (Gao and Goetz, 1990b) and that used by the AVIRIS inversion algo-
rithm (Bruegge et al., 1990) both use a continuum interpolated band ratio (CIBR)
to determine feature absorption depth and correlate it to water vapor abundance.
One comprehensive study of CIBR’s performance was conducted by Hirsch et al.
(2001). This study examined the baseline CIBR model, repeated in equation 5.1,
where LF is the radiance at the bottom of the feature (at approximately 940 nm),
and L1 and L2 are the radiances at the shoulders of the feature. The wavelength
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terms correspond to the points at which these three radiances are taken and are used
to perform the interpolation from shoulder to shoulder so as to estimate what the
radiance should be for a zero-water vapor case.
CIBR =
LF
λF−λ1
λ2−λ1 L1 +
λ2−λF
λ2−λ1 L2
(5.1)
The baseline CIBR results were compared with a scene reflectance-corrected
modified CIBR and Atmospheric Pre-corrected Differential Absorption (APDA)
water vapor retrieval algorithm. The scene reflectance correction arises from an
empirical observation that band ratios over dark targets are negative affected by
upwelled radiance, whereas the higher reflected radiance bright targets tends to pre-
vent path radiance from exerting dominance over the relevant spectral region. The
same idea motivates APDA, where a path radiance correction attempts to remove
the same effect, but in a way that should make the target reflectance irrelevant. The
APDA model is given as equation 5.2, where the Lu terms represent the upwelled
radiance terms for the corresponding spectral band. APDA requires iteration. All
methods in this study looked at the 940 nm absorption feature.
APDA =
LF − Lu,F
λF−λ1
λ2−λ1 (L1 − Lu,1) +
λ2−λF
λ2−λ1 (L2 − Lu,2)
(5.2)
The CIBR study presented by Hirsch et al. (2001) compiled a wide array of
validation data, where in-scene band ratios derived from Multispectral Thermal
Imager (MTI), and validation data were obtained from radiosondes and sun pho-
tometers located at several sites. The data are presented in figure 5.10.
CIBR and APDA produced accurate dry-atmosphere predictions but underes-
timated to varying degrees the water vapor in wet atmospheres. The study results
were reduced by calculating the root mean squared error for each band ratio esti-
mate compared to the corresponding ground truth measurement. Readings taken
from different altitudes were removed. The divergence observed for wetter at-
mospheres is unsettling. It is possible that ground truth instruments perpetually
overestimate water vapor content, but it has been noted that some algorithms have
problems with high water vapor content (Goetz et al., 2003), suggesting the prob-
lem does not lie with the truth instruments. It is more likely that feature depth
is underpredicted by MODTRAN, a phenomenon that was surely validated at one
point and therefore deserves greater scrutiny in the future. Another possibility may
be tied to howMODTRAN processes wet atmospheres. Each of the built-in models
has an internal maximum water vapor content it can accommodate, and only two of
six are capable of taking greater than 3 cm of integrated precipitable water vapor.
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Table 5.6: Water Vapor
Source Uncertainty Source
Aeronet microwave radiometer 0.02-0.04 cm Cimini et al. (2003)
Aeronet microwave radiometer 0.023 cm Liljegren and Lesht (1996)
Revercomb et al. (2003)
ROAB sonde/GPS cross-cal 0.1 cm Mattioli et al. (May 2005)
ARM CART sonde/GPS cross-cal 0.2 cm Santos et al. (2007)
GPS-MET network IPW – dry 0.1 cm Deblonde et al. (2005)
GPS-MET network IPW – wet 0.2 cm ibid.
International H2O Project GPS IPW 0.15 cm Birkenheuer and Gutman (2005)
Australian GPS net/MWR cross-cal 0.13–0.24 cm Santos et al. (2007)
Cimel Sunphotometer 10% (Rainwater and Gregory, 2005)
(Halthore et al., 1999)
Regan Sunphotometer 12% (Bruegge et al., 1990)
Spectral Hygrometer 0.01 cm ibid.
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Figure 5.10: CIBR and APDA validation results
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Additionally, MODTRAN has a separate procedure for vertically redistributing wa-
ter vapor in response to layer saturation, which may produce unexpected results.
Work by Felde et al. (2004) provides what is probably the best insight into this is-
sue: the band ratios for the 820 nm, 940 nm, and 1130 nm water vapor absorption
regions all lose sensitivity above approximately 2.5 cm of total water vapor. Put
another way, retrieved water vapor is hypersensitive to small perturbations to band
ratio. The above mentioned factors likely combine to produce small errors in band
ratio that magnify errors. This presents another opportunity for future validation
of the predicted versus observed behavior of atmospheres with high water vapor
content.
CIBR produced an uncertainty of 0.11 cm for dry atmospheres and 1.23 cm
for wet. After removing instances where APDA failed to produce a convergent
solution, the algorithm gave an uncertainty of 0.12 cm and 1.29 cm, respectively.
For both algorithms, the wet atmosphere uncertainty appears to include a non-
linear bias, so these deviations should not be treated as random. An empirical fit
to the data was determined, visible as the fit lines in figure 5.10, and used to de-
bias the data set. It is against these de-biased values that random deviations can
be computed. There is no claim made that this fit is universal; rather, it simply
fits these data in this case. Additional data could continue to follow these trends
or they could alternately display completely random behavior around the 1:1 ratio
line. With the bias correction, random uncertainty for the wet atmosphere cases is
0.35 for CIBR and 0.36 for APDA.
Several other sources offer water vapor uncertainties in the form of a per-
centage, namely Gao and Goetz (1990b) and Kaufman and Gao (1992). The
first cites approximately 5% error for a scene with mean 0.97 cm of water vapor,
while the latter demonstrates 13% error with possible improvements that reduce
it to 7%. In order to translate these into a range in centimeters of total precip-
itable/integrated/perceived water vapor, a standard dry atmosphere value of 0.75
cm was assumed, and a standard wet atmosphere with 2.0 cm of water vapor was
assumed.
In-scene aerosol optical depth is accomplished using a dark pixel method that
provides upwelled radiance as an indicator of scattering species. An algorithm
of this type was developed for the Moderate Resolution Imaging Spectrometer
(MODIS) instrument on NASA’s Terra spacecraft and has grown into widespread
use (Kaufman et al., 1997). The algorithm relies on band correlation relationships
for low reflectance targets to estimate the aerosol contribution. In a nutshell, the
470 and 660 nm visible spectral regions were found to correlate in target reflectance
with 2.1 and 3.8 micron spectral regions. In the absence of other factors, it is ex-
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pected that spectral bands at or near these locations will correlate, particularly for
dark targets. The benefit is that aerosols affect the visible region much more than
the near or midwave infrared regions. Additionally, dark targets are less sensitive
to direct radiation and highly sensitive to upwelled path radiance, which is heavily
driven by aerosol interactions. Therefore, aerosol abundance is knowable through
the degree of non-correlation between the selected visible and infrared bands.
The published uncertainty is ∆τa = 0.05 ± 0.02 τa, where τa is used by the
authors to denote aerosol optical thickness. The uncertainty from this algorithm
is tied to the value of the optical thickness, so a visibility range was chosen and
converted to an exponent. 10 km is used as the low visibility case, chosen based
on climatology analysis presented earlier. This is the lowest typical value not en-
croaching on weather effects. An upper value of 50 km was chosen to be arbitrarily
large; past 25 km, the change in optical depth is small enough that any large value
would be suitable. At 50 km, the aerosol optical depth is 0.15, and at 10 km it is
0.65. At these points, the aerosol uncertainty range becomes 0.053–0.63.
Table 5.7 summarizes the in-scene retrieval results. Each source has a low and
high estimate. For water vapor estimation, the low estimate is for a dry atmo-
sphere, and the high is for a relatively humid atmosphere. As stated earlier, for
uncertainties reported to be a function of water vapor content, the dry atmosphere
was defined as 0.75 cm, and the wet atmosphere was defined as 2.0 cm. For den-
sity altitude, the low and high uncertainties correspond to low and high altitude,
roughly defined as sea level and 300 km.
Similar to the other constituents, aerosol optical depth has low and high es-
timates because the uncertainty is a function of the optical thickness itself. Low
uncertainty corresponds to the high visibility case at 50 km, and high uncertainty
corresponds to the low visibility case at 10 km. In the case of altitude, a cap
was placed on the high altitude because the ubiquitous availability of low-error
DEM data, even for high altitude terrain. The best in-family uncertainty values for
each atmospheric constituent will be used to construct two scenarios simulating
a model-based algorithm drawing upon each of these in-scene sources for atmo-
spheric constituents.
Although it would be intuitive to assume low altitude regions are humid and
hazy, while high altitude regions are dry and clear, no such assumption was made.
Instead, the “low uncertainty” scenario uses all “low uncertainty” inputs and vice
versa. In truth, the altitude uncertainty contribution is expected to be a minor
contributor, so the results probably would be fine under either pairing scheme.
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Table 5.7: Inversion algorithm constituent determination summary
Parameter Source Uncertainty range source
Low High
water vapor LOWTRAN band ratio 0.015 0.05 cm Bruegge et al. (1990)
AVIRIS retrieval 0.05 cm - ibid.
ATREM precursor 0.04 cm 0.1 cm Gao and Goetz (1990b)
CIBR validation 0.11 cm 0.35 cm Hirsch et al. (2001)
APDA validation 0.12 cm 0.36 cm ibid.
MODIS in-scene 0.05 cm 0.14 cm Kaufman and Gao (1992)
density altitude terrain dominance 0.004 km 0.01 km Green et al. (1993)
CIBR (12%) 0.001 km 0.04 km Green (1991)
aerosols MODIS validation 0.053 0.063 Kaufman et al. (1997)
5.2.4 Atmospheric Constituent Scenarios
An overall summary of the atmospheric constituent sources is given in table 5.8.
Each line on the table will be used as the starting point for end-to-end error propa-
gation scenarios, the results of which are presented in section 5.3. There is one
scenario based on climatology, two on ground instrument networks of varying
quality, and two on in-scene retrieval algorithms. These last 2 scenarios attempt
to simulate how a model-based algorithm such as FLAASH might perform, which
assumes that constituent retrieval is not the black-box process one might wish it
to be. Indeed, without this “cracking-open” of the black box, direct comparison
is impossible, but there are spatial and spectral smoothing effects or corrections
particular to each inversion algorithm that cannot be accounted for in this manner.
Scenarios will be referred to by the scenario numbers in the first column or the
scenario descriptions in the second.
5.3 Error in Modeling Outputs
The atmospheric constituent errors and sensitivities presented earlier combine to
produce propagated errors in the modeling outputs: τ1, τ2, Ld, and Lu. This step
provides the solution to equations 4.32 through 4.35. Five basic scenarios are car-
ried forth from here on out, one corresponding to each of the sources described
in the preceding sections. From this point on, results cannot be generated without
SENSOR MODELING RESULTS 125
Table 5.8: Atmospheric Uncertainty Scenario Settings
Source Water vapor Density altitude Aerosols
1 Climatology 1.06 cm 0.2 km 0.39
2 Instrumentation - field 0.2 cm 0.045 km 0.04
3 Instrumentation - ARM 0.03 cm 0.017 km 0.02
4 In-scene - wet/hazy 0.3 cm 0.040 km 0.063
5 In-scene - dry/clear 0.05 cm 0.004 km 0.053
a selection of input error drivers. This loss of generality will be accommodated
by constructing multiple scenarios using the source error magnitudes described in
table 5.8.
For the most part, error in each modeling output is not individually interest-
ing. To be intuitively significant, it is necessary to fully propagate this error into
reflectance space. Sample results showing the error in modeling outputs for sce-
nario 1 are presented in figure 5.11. Results for all scenarios will not be presented
because they all share the same general shape but differ in magnitude and, to a
slight degree, relative magnitude. For each of the basic scenarios, the atmospheric
constituent uncertainties tend to either all increase or decrease, but there are also
differences in the relative uncertainty between instruments. As an example, the im-
provement in water vapor uncertainty between scenarios 2 and 3 is drastic because
of the improvement gained by moving from field instruments to research instru-
ments. By comparison, the improvement in aerosol optical density uncertainty,
while halved between scenarios, is still not quite as drastic. This shift in relative
magnitudes is first manifested in these results and carried throughout all scenarios.
5.4 Sensor Modeling Results
5.4.1 Radiometric precision
Sensor modeling was accomplished by using sensor noise cal results published by
others. Several representative noise models are presented in figure 5.12. First flown
in 1987, AVIRIS has defined the standard for hyperspectral imagery for years,
leading the industry not only in instrument design, but also in calibration, process-
ing and exploitation (Vane, 1987). Incremental changes to the system’s configu-
ration has resulted in improvements to calibration accuracy over time, with max
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(a) Error in τ1 (b) Error in τ2
(c) Error in Ld (d) Error in Lu
Figure 5.11: Sample results for error in modeling outputs. Results are shown for
basic scenario 1. Each graph shows the error propagated into each radiative transfer
modeling output by individual constituent.
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SNR growing from about 50 to over 1000 (Green and Pavri, 2000). Of the curves
that are available, figures 5.12(a) and 5.12(b) show selected results from the 1997
flight season (Green, 1997). Selecting an older performance data set puts the noise
model more in line with what other, less advanced sensors are able to achieve. The
AVIRIS noise is expressed in ne∆L.
The Hyperspectral Digital Imagery Collection Experiment (HYDICE) is an
imaging spectrometer operated by the Department of Defense. It has a very similar
configuration to AVIRIS but poorer noise performance (Mitchell, 1995). Whereas
AVIRIS’ SNR can range from 300-1200, HYDICE peaks at approximately 200
(Okin et al., 2001), although like AVIRIS, the baseline performance in later exper-
iments was much improved (Nischan et al., 1999). HYDICE’s noise performance
was reported as SNR, but the illumination conditions were also reported: 6k alti-
tude, 60◦ sun zenith angle, and 5% reflectance. The noise in radiance units was
backed out by estimating the input spectrum using MODTRAN and reported as
such in figure 5.12(c).
It is important to note that noise performance of instruments is generally depen-
dent on the signal level used. Unless an instrument is dominated by fixed sources
of noise (a sign of a very noisy instrument), then the noise is correlated to signal
due to such sources as photon shot noise and gain-correlated noise. In the example
instruments presented here, this was not given consideration. The goal of this re-
search was to demonstrate that instrument noise can be propagated into reflectance
space and compared with other sources. The model does not have the ability to
process multiple noise curves, indexed to LSR), for a given instrument, nor can it
accept a functional expression of noise. Extension of the model to two dimensions
would probably need to include this improvement so that instrument noise can be
accurately processed over a scene that includes both bright and dark pixels.
The pre-ship lab performance of the Hyperion instrument flown on the EO-1
spacecraft is shown in figure 5.12(d) (Browne, 1999). It was also reported as an
SNR curve, but again the input spectrum was estimated using MODTRAN for the
reported illumination conditions: orbit altitude, 60◦ zenith, and a 30% reflector. It
exhibits a similar shape to the HYDICE curve with somewhat noisier performance
across the spectrum. In fact, Hyperion’s noise performance was so different that
a closer look was warranted. Figure 5.13 shows the results of an atmospheric
inversion study presented by Goetz et al. (2003). It is claimed that the high noise
seen in figure 5.12(d) both below 500 nm and above 2 microns manifests as high
error in retrieved reflectance (departure from the nominal 50% reflectance line) in
figure 5.13.
These 3 instruments provide a range of options for instrument noise perfor-
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mance over a common spectral range when propagating error through other parts
of the imaging chain.
5.4.2 Radiometric accuracy
In addition to instrument precision, an effort was made to account for unresolved
radiometric calibration validation discrepancies, which are treated as a bias. Al-
though an instrument can be calibrated in the laboratory and on the platform before
and after each collection, there are still opportunities for calibration errors. Bias
is a difficult subject to treat because after a calibration, it is assumed to not exist.
After that, though one may suspect it exists, it cannot be detected until after a cal-
ibration validation, After this, the calibration is adjusted, in theory eliminating the
bias once again until the next validation.
As will be seen with both the AVIRIS and Hyperion studies referenced here,
part of the root problem is error in the calibration reference, though other error
sources exist. These error sources are listed in Green and Pavri (2003) as imperfect
knowledge of the calibration standard, drift of the calibration over time, and errors
in the validation source (MODTRAN).
Calibration validation results for AVIRIS from 2002 are presented in figure
5.14. This will be used as a representative example of calibration accuracy, with
general agreement to within 5% and the majority of the bands agreeing to within
2%. This was noted to be highly acceptable.
In contrast with AVIRIS, 2001 radiometric calibration accuracy results were
reported for Hyperion to exceed 10-20%, depending on spectral regime (Green
et al., June 2003). The primary driver for this discrepancy, shown in figure 5.15,
was a problem with the original laboratory calibration reference. Following this
discovery, Hyperion’s calibration was adjusted to within 3% of the assumed ref-
erence value: an 11% negative bias in the VNIR spectral region was corrected by
8%, and a 21% negative bias in the SWIR spectral region was corrected by 18%.
Both the AVIRIS band-by-band results and a straight 3% negative bias will be used
as error model inputs.
5.4.3 Spectral calibration
It is possible to simulate the effect of any degree of bias and jitter for any target
spectrum for any atmosphere. The baseline atmosphere described in tables 4.1,
4.2, and 4.3 was used for all cases. Although different atmospheres and viewing
geometry would change the actual curves, the absorption features would all be in
the same places, the general shapes would be the same, and the atmosphere would
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(a) AVIRIS pre-flight (b) AVIRIS post-flight
(c) HYDICE (d) Hyperion
Figure 5.12: Instrument radiometric calibration noise models
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Figure 5.13: Reflectance retrieval from Hyperion imagery. Figure taken from
Goetz et al. (2003).
continue to be the primary contributor to the radiance error. Therefore, it was
determined to not be useful to show the variation of spectral misregistration errors
over a range of atmospheres. In contrast, a moderate degree of radiance change was
observed to depend on the target spectrum used, and the highest degree of change
resulted from the amount of spectral shift.
These observations are supported by figure 5.16. A family of curves is shown
in each plot, where the two black curves represent a 100% and an 18% reflector.
The 100% reflector curve creates the outer envelope, while the 18% radiance curve
shows the least amount of change. The colored curves represent the same 7 ground
cover types mentioned earlier, which span the space between the two enveloping
curves. Between 700 and 800 nm, the red edge effect causes the radiance bias for
the vegetation targets to exceed that of the 100% reflector. Together, these features
demonstrate that absolute reflectance as well as spectral shape determine the effect
on sensor radiance.
Figure 5.16(a) shows a result for a 0.25 nm shift for all bands, whereas 5.16(b)
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Figure 5.14: Estimated 2002 AVIRIS radiometric calibration bias model. Figure
5.14(a) comes from Green and Pavri (2003).
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Fig. 5. Transmittance and atmosphere scattered radiance correction to
propagate AVIRIS-measured radiance to the top of the atmosphere.
Fig. 6. Spectral upwelling radiance of the calibration target on Salar deArizaro
for Hyperion, AVIRIS, and MODTRAN at the time of the Hyperion overflight
on February 7, 2001. All radiances are for the top of the atmosphere (TOA).
( ) and AVIRIS ( ). Based on the difference in solar illu-
mination zenith angle from 36.2 to 35.7 between Hyperion
and AVIRIS, the Hyperion-to-AVIRIS illumination intensity
factor was 1.007. Fig. 5 shows the transmittance from AVIRIS
to the TOA as well as the additive path-scattered radiance for
the section of atmosphere from AVIRIS to the TOA. These
effects were accounted for to allow an accurate comparison.
(1)
Hyperion on-orbit radiometric calibration was assessed by
comparison of the Hyperion spectrum with the AVIRIS TOA
spectrum and the MODTRAN-modeled spectrum for the
calibration target. Fig. 6 shows these three radiance spectra of
the calibration target on Salar de Arizaro for February 7, 2001.
All three spectra are similar in spectral form with the principal
absorption features of the atmosphere expressed. In terms of
absolute spectral radiance values, Hyperion reports a lower
radiance for the calibration target in both the VNIR and SWIR
portions of the spectrum. This difference in calibrated radiance
is shown in Fig. 7 as a ratio of Hyperion to AVIRIS and Hype-
rion to MODTRAN spectra. For this comparison, the AVIRIS
Fig. 7. Ratio of Hyperion to AVIRIS TOA radiance and the ratio of Hyperion
to MODTRAN-modeled radiance for the calibration target.
Fig. 8. Radiometric calibration discrepancy present during Hyperion
prelaunch calibration. This indicates the Hyperion radiometric calibration
standard was 10% brighter than expected.
data were spline interpolated [29] to the Hyperion spectral
channel positions. Values of the ratio are excluded where the
radiance approaches zero or where the spline interpolation
is not valid due to strong atmospheric spectral structure. An
additional ratio between the Hyperion and AVIRIS radiance
was calculated for both spectra convolved to 30-nm spectral
channels. This convolution suppresses the artifacts that arise
when comparing spectra with similar spectral resolutions, but
with different spectral calibrations. On average, in the VNIR
portion of the spectrum, the ratio of Hyperion to AVIRIS was
0.89 and 0.79 in the SWIR. This indicates that the on-orbit
calibration of Hyperion was low by 11% in the VNIR and
21% in the SWIR spectrometer regions at the time of this
experiment. Comparable results were found in the ratio of the
Hyperion to MODTRAN-modeled radiance for the calibration
target.
This on-orbit calibration result was consistent with an unre-
solved approximately 10% low calibration discrepancy at the
time of Hyperion laboratory calibration. Fig. 8 shows a plot of
the TRW radiance standard in comparison to the Hyperion-mea-
sured radiance for the TRW standard traced to the Jet Propul-
sion Laboratory radiance standard [10]. These data indicate that
Figure 5.15: Observed 2001 Hyperion radiometric calibration bias. Figure is taken
from Green et al. (June 2003).
shows the effect of a 0.5 nm shift. Whereas the various target types show small
variation within the envelope created by the bright and dark gray reflectors, the
degree of shift has a very strong macro-level effect. The 0.5 nm shift nearly doubles
the effect on sensor-reaching radiance for some bands. For affected bands, the
effect tends to increase with increased shift. A band center shift in the negative
direction produces nearly identical results, except the signs are reversed.
This information is presented another way in figure 5.17, which shows the
standard deviation of all ground target types with respect to the p rcent error in
radiance. In other words, the sensor-reaching radiances for all 7 target spectra
and 3 gray r flectors (100%, 50%, and 18%) wer reconvolved with t shifted
band model, and the standard deviation of the 10 r sults was taken as a function
of wavelength and degree of shift. Any changes in radiance due to atmospheric
features will be common to all of the spectra, so variation in the results should be
a result of the unique contributions of each spectrum relative to the others. This
can be verified by inspection of figures 4.13 and 5.17. Those points in figure 4.13
where the slope is highest correspond to the points of highest variation in figure
5.17. They do happen to fall within atmospheric absorption bands, but this most
likely the result of sensor artifacts from when the spectra were originally measured.
Because of the reduced importance placed on the atmospheric absorption bands
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(a) 0.25 nm band center shift
(b) 0.5 nm band center shift
Figure 5.16: Radiance bias error due to spectral misregistration. The black curves
bounding the family represent results for a 100% and an 18% reflector. The colored
curves correspond to results for each of the 7 target types shown in figure 4.13.
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(especially the 1390 and 1900 nm regions), it can be argued that choice of target
reflectance spectrum skewed the results, depressing the significance of spectral
character on spectral misregistration-induced radiance shifts. But, it must be noted
that because the most typical types of ground cover were chosen, it is acceptable
to conclude dominance of atmospheric absorption features is a natural state.
Figure 5.17: Standard deviation in percent radiance error due to the variability of
target spectra
The modeling of spectral jitter effects was accomplished by generating a nor-
mal probability density function centered on the band’s nominal central wavelegth
with the standard deviation set to 0.5 nm. Radiance curves were generated by
shifting the Gaussian response curve center over ±4 standard deviations, subtract-
ing the mean from each result, squaring it, multiplying by the probability density
function, and finally summing it. This process, shown in equation 5.3, approxi-
mates the second central moment or variance, of a function given its probability
density function. The width of the probability density function was chosen to cor-
respond to observed jitter for HYDICE according to Nischan et al. (1999), albeit
on the high end of the reported range. The jitter was recorded as fractions of a
channel corresponding to approximately 0.3–0.6 nm, but it could be as bad as 4.5
nm, depending on spectral band. An offset of approximately 0.15 nm was also
reported.
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σ2L =
n∑
i=1
(L (λ)− L (λ0))2 pi (5.3)
Figure 5.18 shows the resulting uncertainty curves for the two bounding spec-
trally flat cases–the 100% and 18% reflectors–as well as for the 7 ground cover
targets. The 100% reflector produces an upper bound on the uncertainty, showing
that target brightness is again a significant contributing factor. Even though the
target is spectrally flat, the atmosphere imparts the spectral shape driving the un-
certainty, and brighter targets have deeper absorption features, stronger slopes, and
ultimately a greater sensitivity to spectral misregistration effects. Contributions
from the shape of the reflectance spectra are again seen in the visible region, where
some of the ground cover curves exceed the envelope limits of the flat reflectors. In
these spectral regions, the ground cover curves have slopes strong enough to show
up in the radiance uncertainty results. Overall, it is noteworthy that spectral jitter,
seen in figure 5.18, is of the same order of magnitude as radiometric calibration
uncertainty, as seen in figure 5.12.
Because change in radiance due to spectral calibration errors is highly sensitive
to multiple factors, it is difficult to abstract the behavior into a generalized model.
Any model used is dependent on amount of bias or jitter, the target brightness,
and the spectral shape, and while general behaviors can be described based on
the first two factors alone, the “wildcard” nature of the target reflectance spectrum
reduces the utility of attempting to predict error performance. This situation is
similar to the problem presented by modeling clouds and backgrounds, but not as
nicely behaved. Results will be presented that show the radiance errors presented
so far propagated into reflectance space. Two scenarios were crafted to treat the
effect of spectral misregistration on retrieved reflectance, one for bias and one for
jitter, based on a notional case crafted for investigative purposes. However, as with
background objects, the top level error propagation model provides no interface to
model specific target spectra. A two-dimensional predictive tool able to operate on
actual imagery could provide this capability, but that task is left to future work.
5.5 Environmental error modeling results
Although the naming may seem unintuitive, recall that “environmental errors” refer
not to elements of the atmosphere, but instead to elements of the remote sensing
environment. They were segregated from atmospheric uncertainty for two reasons:
they are unpredictable according to any equation or functional relationship, and
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Figure 5.18: Uncertainty in radiance due to 0.5 nm spectral jitter
their error is unbounded. Despite these considerations, it is necessary to illustrate
the effects on retrieved reflectance error.
It was unnecessary to build a model for ground tilt angle because it appears
directly in the final reflectance expression, and there is no connection to antecedent
sources. The models for instrument pointing angle, clouds, and background objects
permit specification of the effect, and they will propagate their contribution forward
into reflectance space. Results are presented that show their effects on the modeling
outputs Ld, Lu, and τ2.
5.5.1 Pointing angle modeling results
Off-nadir pointing produces bias error in Lu and τ2. The fourth-order equation fit
technique was used to produce analytical relationships for Lu and τ2 as a function
of pointing angle ψ and wavelength. Representative examples of these are shown
in equations 5.4, which is for upwelled radiance at 550 nm for a platform at 792 m,
and 5.5, which is for transmissivity at the same point. It would be impractical to
list all equation fit coefficients for all altitudes. Although it may seem odd to keep
the higher order terms, it must be noted that the input units for ψ is in degrees, and
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the values for downwelled radiance are on the order of 10−5 to 10−7. When the
input variable is put to the third or fourth power, multiplying it by such a small
coefficient still produces output just large enough to affect the final result, so 5
coefficients were carried for this fit technique. There would be negligible compu-
tational penalty for carrying even higher order terms, but this was felt to be a good
cut-off point.
Lu(ψ; 550) = 4.01× 10−05 − 7.98× 10−07ψ + 6.29× 10−09ψ2
− 2.26× 10−11ψ3 + 3.15× 10−14ψ4 (5.4)
τ2(ψ; 550) = −1.85 + 5.70× 10−02ψ − 4.51× 10−04ψ2
+ 1.63× 10−6ψ3 − 2.26× 10−9ψ4 (5.5)
Propagated error in Lu and τ2 as a result of off-nadir sensor pointing is pre-
sented for the various available altitudes starting with 792 m in figure C.1, 4 km
in figure C.2, 11 km in figure C.3, and finishing with 100 km in figure C.4. Both
absolute and results relative to nadir are shown. There is a general trend that as the
absolute value of the modeling output decreases, the effect of off-nadir pointing
increases. Thus, as upwelled radiance increases with altitude, the percent change
at 45◦ pointing angle decreases from about 40% to 30%. However, below 25◦
from nadir, there is a much smaller change (<10%) that is relatively insensitive to
altitude.
Transmissivity shows similar behavior. As the absolute value decreases with
increasing altitude, the percent difference with increasing ψ increases quite a bit,
from -5% to -23%. The insensitivity range only applies within ±5 ◦ of nadir.
A final set of results is presented in figure C.5, which compares multiple scat-
tering algorithms. There is the barest hint of a difference at 45◦ off-nadir in the
lowest wavelengths, an effect that just exceeds 1% of upwelled radiance. It may
seem so small as to be insignificant, but as this work tries to expose effects oper-
ating in the sub- to few-percent regime, it was considered worthwhile to avoid an
unnecessary 1% hit to upwelled radiance.
These modeling results for the off-nadir pointing effect show a great deal of
sensitivity of the parameter to off-nadir poitning, but the effect in reflectance space
is unknown at this time. The implication of this variability is not obvious with-
out carrying the propagation all the way forward into reflectance space. While a
30% increase in upwelled radiance or 15% decrease in transmissivity from nadir
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to ±20◦ off-nadir may seem severe, the change in one parameter does not guaran-
tee a significant addition of bias error or random uncertainty to the final retrieved
reflectance.
5.5.2 Cloud modeling results
Cloud cover causes bias error in Ld. The product of the cloud model process is
shown in figure 5.19. The Monte-Carlo style simulation produced 24,000 spectra,
each of which corresponded to a certain number of sky quads filled with cloud
and a certain percentage of the sky dome obscured by cloud. Because it was not
reasonable to study every possible sky quad configuration, the sampling in figure
5.19 attempts to adequately span the configuration space.
Each spectrum was produced by specifying the independent variable, number
of quads, but they must be re-indexed to sky fraction because the model specifies
clouds according to sky fraction. As an example, all points corresponding to 20
cloud quads are boxed in figure 5.19(a). Although the quads are equiangular, they
have different areas, so different combinations of a given number of quads will
have different combined areas, which accounts for the vertical spread in the box in
figure 5.19(a).
The spectra were then regrouped by sky fraction, which is shown by example
in figure 5.19(b). In the example, all spectra covering 25-30% of the sky are boxed.
The results to follow are aggregated in 5% bins, but in the model, any custom range
specification can be applied to the entire dataset and these results are regenerated
on-the-fly.
Figure C.6 shows the effect of the cloud simulation on downwelled radiance.
The radiance curves in figure C.6(a) are grouped by quad, and those in figure C.6(b)
are grouped by sky fraction. Each grouping was compared against the clear sky
downwelled radiance and had its root-mean-square deviation calculated. These
curves are calculated for presentation purposes only. In practice, the model carries
all spectra forward in raw form and individually calculates their effects on the final
result. Also, note that because the root mean square is shown, all results are pre-
sented as positive. However, actual bias errors are positive or negative depending
on conditions, and all calculations carry the correct sign throughout.
Finally, several types of clouds were tested. Figure C.7 shows relative effect on
downwelled radiance for stratus and altostratus clouds. There are minor differences
on the order of single-digit percentages in the most affected wavelengths. High
altitude cirrus clouds, both visible and invisible, would be a welcome addition to
the cloud simulation model. Wylie and Menzel (1989) estimate that not only is
ENVIRONMENTAL ERROR MODELING RESULTS 139
(a) Selection by number of quads
(b) Selection by fraction of sky
Figure 5.19: Relationships between cloud quads and sky fraction
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45% of the United States is covered by opaque clouds at any time, but also that an
additional 20–30% is covered by thin, semi-transparent cirrus clouds.
Clouds are critical contributors to the remote sensing environment. These re-
sults merely give a hint as to the potential variability clouds provide, and further
research is required into the validity of the current modeling technique with dif-
ferent cloud types and geometries, especially partially transparent clouds. For a
remote sensing user attempting to estimate cloud cover, it is clear that not only
does cloud cover have the potential to greatly influence one or more remote sens-
ing parameters, but that “perfect estimation” is a mutli-dimensional problem. Even
if the amount of cloud cover were perfectly known, these results show that geome-
try causes great variability in the effects on the downwelled radiance. If both cloud
amount and location were both known, then cloud type and opacity become impor-
tant variables. If all cloud parameters are perfectly known, the time-varying nature
of cloud cover very quickly invalidates the estimate. If clouds cannot be modeled,
and they cannot be avoided, the only remaining course of action of a user is to
look for remote sensing regimes for which the impact of cloud cover is minimized.
Presented later are results where these error spectra are propagated into reflectance
space will provide pointers to conclusions of this nature.
5.5.3 Background object modeling results
Sky obscuration by background objects also causes variability in Ld. However,
because the simulation was restricted to the lowest-elevation ring of quads, the 12
quads subject to background obscuration are equal in size. As a result, figure 5.20
shows much less diversity in sky fraction that did figure 5.19. The implications
of this result are shown in the figure. The vertical blue box encloses all output
spectra corresponding to 6 of the 12 quads being filled with background objects,
identically to the cloud simulation. However, because there is no area diversity in
the activated quads, there are fractions with zero corresponding radiance spectra.
Although this would only happen for certain cases with narrow sky fraction ranges,
it is possible. An example is shown with the magenta box in figure 5.20, which
attempts to enclose spectra covering 20% ± 1%. No background radiance spectra
meet the hypothetical specification, so the range would need to be widened for
the model to function properly. The red box encloses the spectra that would be
retrieved by a specification of 10% ± 1%, just as with the cloud simulation.
Figure C.8 shows the effect of background objects on downwelled radiance.
Because the clear sky quad was replaced with a composite ground object spectrum,
the change in downwelled radiance is quite differently shaped from the cloud spec-
tra. However, the magnitude of this change, as shown in figure C.8(d), is at least an
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Figure 5.20: Correlation between background quads and sky fraction
order of magnitude lower than the effects of clouds and thus of much lower con-
cern. Again, the root mean square curves are all are positive, but actual bias errors
are positive or negative depending on conditions.
5.5.4 Environmental error scenario summary
The environmental effect modeling presented in the preceding sections was ap-
plied to propagate bias and random uncertainty into the final reflectance retrieval.
Baseline values and uncertainty ranges were selected for each and propagated into
reflectance space. For each scenario listed in table 5.9, results will be presented
that show the effect on reflectance error and that compare the relative magnitude of
these contributions to those induced by atmospheric uncertainty. Note the scenario
numbering continues from table 5.8.
5.5.5 Combined effects
Although not strictly an environmental condition, one final scenario was created.
It combines the random contributions from basic scenario 2 with reasonable envi-
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Table 5.9: Environmental Error Scenario Settings
Environmental Effect Scenario baseline Uncertainty range
6 Nadir angle bias 792 m 0–15◦
7 Nadir angle bias 4 km 0–15◦
8 Nadir angle bias 100 km 0–15◦
9 Nadir angle uncertainty 4 km, 0◦ nadir 0–1◦
10 Nadir angle uncertainty 4 km, 15◦ nadir 0–1◦
11 Ground tilt bias 0◦ 0–15◦
12 Ground tilt uncertainty 5◦ tilt 0–10◦
13 Ground tilt uncertainty 20◦ tilt 0–10◦
14 Cloud cover knowledge 10% cumulus cover 1–5%
15 Cloud cover knowledge 20% cumulus cover 1–5%
16 Background objects 10% obscuration 1–5%
17 Background objects 20% obscuration 1–5%
18 Sensor random noise none AVIRIS, HYDICE, Hyperion
19 Sensor calibration bias none AVIRIS (2002), Hyperion (−3%)
20 Spectral bias 0.25 and 0.5 nm bias by target type
21 Spectral jitter 0.5 nm uncertainty by target type
ronmental contributions taken from the environmental scenarios. The results are
a synthesis of atmospheric constituent uncertainty, environmental bias effects, en-
vironmental random effects, sensor bias, and sensor random effects. Thus, this
final scenario attempts to simulate the most likely best-case result if a field sen-
sor network were used to feed a model-only inversion. Table 5.10 summarizes the
parameters used.
5.6 Total error
Scenario error propagation results reside in Appendices D and E. All scenarios
were run using both a 100% reflector and a 20% reflector. Scenarios are grouped
into three categories. “Basic” scenarios simulate only contributions from errors in
atmospheric constituent determination. “Environmental” scenarios simulate a wide
variety of environmental effects contributing bias or uncertainty, one scenario per
effect. These effects include ground tilt, sensor pointing, clouds, background ob-
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Table 5.10: Combined Effect Scenario Settings
Parameter Value
22 Water vapor uncertainty 0.2 cm
Density alt. uncertainty 0.045 km
Aerosol uncertainty 0.04
Sensor random noise AVIRIS (1999 post-season cal)
Sensor calibration bias AVIRIS (2002)
Nadir angle 0◦
Nadir angle uncertainty 1 milliradian
Ground tilt 0◦
Ground tilt uncertainty 5◦
Cloud cover 15% cumulus cover
Cloud cover knowledge to within ± 5%
Background objects 5% obscuration
Spectral bias 0 nm
Spectral jitter 0 nm
jects, and instrument noise. The “combined” scenario is the final category, in which
error from all sources are combined at realistic magnitudes into a single scenario.
Each scenario from the first two categories attempts to examine a single source at
a time so that the relative influence can be studied. Error contributions do not sum
linearly, so it is necessary to study each effect in isolation. The final scenario shows
the effect of combining effects. Because of the endless permutations possible when
combining effects, the magnitudes were set to their most likely, most reasonable,
or most useful values.
The basic scenarios listed in table 5.8 produced the modeling results shown
in figures D.3 through D.12. The results show total reflectance error predictions
along with error contributions from each individual output. The correlated error
contributions are also shown by individual component on separate plots. Summary
results are presented here as figure 5.21. Uncertainty in retrieved reflectance is
shown for 100% and 20% reflectors, with all 5 scenarios plotted together. The
black curve corresponds to the first scenario, which uses climatology-only sources
for atmospheric constituents. The red and green curves correspond to ground in-
struments of low and high quality, respectively. The blue and cyan curves show
the predicted approximate uncertainty present in model-based algorithms such as
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FLAASH. The two curves attempt to bound the performance between worst case
(humid and hazy) and best case (dry and clear) atmospheric conditions. Each sce-
nario will be presented and discussed individually.
The environmental effect scenarios listed in table 5.9 produced the results
shown in figures E.1 through E.11. These show the outcome of parametric studies
focusing on the error contributions of various degrees of injected environmental
effects. Because single effects are shown, the single factor contributions always
match the total output, therefore only total random error or total bias error is shown
at any one time. These results are so diverse and unique to the physical factor being
simulated that summation is not possible.
It is extremely important to remember that random error results are intended to
indicate, by spectral band, the width of a random statistical distribution from which
random errors are taken, but bias errors represent a literal increase or decrease in
the retrieved reflectance.
The remainder of this section is a detailed discussion of each of the 22 scenar-
ios, presented either individually or grouped by effect, as appropriate.
5.6.1 Scenario 1 – Climatological sources
Appendix D, starting on page 217, contains the detailed results for the 5 basic sce-
narios. Scenario 1 reflects the use of a priori climatology data without support
from in-scene estimation or ground truth measurements. This starting point does
not serve a practical purpose, but it shows the effects on a much larger scale and
may serve as a rough measure of the validity of using default inputs in scene mod-
eling. The predicted standard deviation of random uncertainty error ranges from
0.1–0.7 reflectance units for a 100% gray reflector (figure D.3(a)) and 5–30 re-
flectance units for a 20% gray reflector (figure D.3(b)). For the lower reflectance
target, this uncertainty exceeds the actual target reflectance.
Some noteworthy effects that will run across scenarios are best visible in the
results for this scenario. An intuitively obvious difference between the contributing
effects for 100% and 20% reflectors is easily shown here. For the 100% reflector,
error in both transmissivity terms dominates, but for the 20% reflector the upwelled
radiance dominates as it is unaffected by the change in reflectance, and the other
terms are reduced by a factor of 5.
The other interesting effect is the contribution of correlation terms. There are
six correlation terms described in appendix A, and the sum total of these terms is
shown in figures D.3(a) and D.3(b).
The actual correlation curve shown is more accurately described as a ”signed
square root” in that the sign of each term is recorded, the square root of the absolute
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(a) 100% reflector (b) 20% reflector
Figure 5.21: Total reflectance uncertainty summary for basic scenarios 1-5. Color
coding shows total reflectance error for basic scenarios 1-5 in the following order:
black (1), red (2), green (3), blue (4), and cyan (5).
value is taken, then the sign is applied to the result. Unlike the other terms, the sign
of the correlation terms is key, so it is preserved before the square root is taken.
Because correlation terms are added directly without squaring, their sign is critical
to understanding the results. The other uncertainty terms contribute to final error
as squared error, so their sign is not important. However, the other error terms are
all combined when squared but presented as square roots of the squared error to
provide intuitive context for the magnitude of the results. The correlations are not
technically squares of any term, but they also need to be shown as a square root so
that the relative magnitude of their contributions is placed in proper context.
There is a high negative error contribution from cross-correlation, confirming
the common knowledge that there is high positive correlation between the two radi-
ance modeling outputs and the two transmissivity modeling outputs and high nega-
tive correlation between each radiance/transmissivity combination. These positive
and negative correlations have a net effect of reducing the total uncertainty.
The underlying component correlation terms are presented later in the same
appendices, as figures D.4(a) and D.4(b). For all scenarios, it can be seen that
that the τ1/τ2 and Ld/Lu correlation terms are positive and the others are generally
negative (except for a quirk in water vapor and aerosol behavior at the low end of
the visible spectrum, explained for the next scenario).
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Because of the near-overhead sensing geometry, the correlation between the
two transmissivity terms is directly dependent on target reflectance. The correla-
tion between the two radiance terms has a smaller dependence on reflectance. In
contrast, the negative cross-correlations between transmissivity and scattered radi-
ance consistently match each other across the range of scenarios and reflectances.
The noteworthy observation regarding correlation effects is seen in figure D.3(b),
where the upwelled radiance contribution actually exceeds the total predicted re-
flectance error. The correlation term reduces the overall error below the upwelled
contribution for low reflectance targets, an effect that repeats in other scenarios.
5.6.2 Scenario 2 – Field-quality ground instruments
Scenario 2 predicts the retrieved reflectance uncertainty from a “commercial-quality”
sensor network, which is to say ground truth measurements are fed into MOD-
TRAN to accomplish model-only inversion. This is the “poor man’s” inversion
method, used by someone who cannot afford either science-quality instruments or
a hyperspectral sensor but still needs surface reflectance. “Poor man” is definitely
a misnomer though, as any organization that is trying to extend the use of existing
platforms that lack sounding capabilities, needs to make use of ad-hoc ground truth
networks, and is interested in reflectance inversion is subject to the constraints of
this type of scenario regardless of resources.
“Commercial quality” instruments describes the smaller, lower-accuracy com-
mercially available instruments that can be field-deployed in an unattended net-
work. “Field quality” is another way of describing this type of network. In truth,
instruments placed into this category are not low quality, rather they are the state
of the art.
As seen in figure D.5(a), the error propagation model predicts 4–10 reflectance
units of uncertainty in the visible spectrum for a 100% reflector. Figure D.5(b)
shows a prediction of 1–5 reflectance units of uncertainty in the visible range for a
20% reflector. Again, with the lower reflectance target error in upwelled radiance
dominates the result with a shape that suggests aerosol contributions (this is studied
in more detail in later results).
The other main feature to observe here is the sign inversion in the correlation
term. A comparison of figures D.6(a) and D.6(b) shows that the downwelled ra-
diance correlation terms exert increased influence for the 100% reflector and that
they are responsible for the sign inversion below 550 nm. From experience this is
known to be a joint aerosol/water vapor effect. The aerosol model used is known
to drop off in scattering below 500 nm. Also, it is concluded here that water va-
por’s absorption effects give way to density effects in the lower end of the visible
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spectrum. Water vapor is significantly less dense than dry air, and this decrease in
density is in constant tension with water vapor’s tremendous absorption capabil-
ity, though density ultimately loses this fight for dominance. However, the density
effects are visible far enough away from those absorption bands. The main conclu-
sion from this observation is that lower target reflectances exhibit more nonlinear
error behavior than higher reflectances. This conclusion is validated by the valida-
tion results for this scenario, shown in figures F.3 and F.4.
5.6.3 Scenario 3 – Research quality ground instruments
Scenario 3 employs the best ground sensor network available to drive the model-
only inversion method. These sensor capabilities are intended to match the De-
partment of Energy’s ARM program, though the program is much more extensive
than the sensor survey results in section 5.2.2. Their ability to filter multiple ob-
servations from multiple instruments during intensive observation periods is not
reflected here.
Figures D.7(a) and D.7(b) show error model predictions for the 100% and 20%
reflectors, respectively. There are some minor differences that contrast with sce-
nario 2, namely an increased contribution from the correlated error terms, a greatly
increased relative contribution from upwelled radiance for the low reflectance tar-
get, and a change in dominance for the high reflectance target. This change in
dominance is more of a shift from upwelled dominance to co-dominance for all
the terms, and it is seen by the more linear slope in the overall reflectance term in
comparison to either the lower reflectance target or the previous scenario.
Other than magnitude, there do not appear to be any significant shifts in behav-
ior in the underlying correlation terms shown in figures D.8(a) and D.8(b).
The jagged appearance of the line is a machine precision artifact inherent in
how τ1 is calculated by the model. Any curve where the τ1 contribution is nontrivial
also takes on this appearance, which only provides information already in evidence
by the relative magnitude of the curve itself.
5.6.4 Scenarios 4 and 5 – In-scene sources
Scenarios 4 and 5 simulate in-scene methods working at opposite ends of their
precision ranges. Scenario 4 simulates a humid, hazy atmosphere, and scenario
5 simulates a dry, clear atmosphere. Because most uncertainty types were found
to be positively correlated with constituent abundance, scenario 4 is the poorer
performer of the two, and scenario 5 performs very well. These results should be
taken to bound the precision of model-based inversion algorithms.
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Considering scenario 4 first, the wet and hazy atmosphere results in figure
D.9(a) were below 15 reflectance units for a 100% reflector in the visible range,
dropping to below 5 reflectance units in the SWIR region. This is very high, but
it is also the absolute worst case. Even so, 5% error is still well-within the fam-
ily of reported results for the performance of model-based inversion (Kruse, 2004;
Kerekes, 1998). At 20% target reflectance, as seen in figure D.9(b), the uncertainty
is cut in half, down to below 1 reflectance unit in the SWIR.
In the scenario 4 20% result, the classic upwelled radiance contribution (the
cyan curve) is prominent, suggesting aerosol dominance in the visible region ac-
cording to common knowledge. However, later analysis in section 5.8 will show
that water vapor also contributes to upwelled radiance. Relative to their typical
values, there is an imbalance in favor of water vapor uncertainty. Put another way,
aerosol uncertainty in this scenario was moderate while water vapor uncertainty
was very high. This is quantitatively supported. Using the scenario definitions es-
tablished earlier, the signal-to-noise ratio (SNR) for water vapor was 2.0 cm / 0.3
cm or 6.67. For aerosols it is 0.65/0.063 or 10.3. This condition leads to upwelled
radiance driven by water vapor despite aerosol’s traditional assertiveness in this
regard. Aerosol’s general relationship to upwelled radiance is unchanged; it is the
uneven conditions imposed by the scenario that skew the results. As an aside, the
later analysis will also show that 20% reflectance is not quite dark enough to man-
ifest aerosol dominance. Negative correlations between the model output terms
actually reduces the error quite a bit in the aerosol-only case. At 20% the error
is actually at a minimum. Below 20% the correlations disappear, and the aerosol-
driven upwelled radiance error contribution is fully visible. A tidbit of usefulness
here is to conclude, then, that water vapor should be a high priority for augmented
measurement in humid environments, especially for dark targets like vegetation.
Scenario 5 represents the best that model-based algorithms can do (without
considering any spatial and spectral convolution or correction tricks). For the
100% reflector, figure D.11(a) shows decent performance starting at just above
8 reflectance units, dropping quickly to below 3 reflectance units of uncertainty in
the near IR and short wave IR. Again, this is consistent with literature observa-
tions of in-scene inversion algorithms. The 20% reflector results, shown in figure
D.11(b), show retrieved reflectance uncertainty under 2 reflectance units, and most
often less than half of a reflectance unit. As with the previous scenarios, there
is a strong component from upwelled radiance counteracted by strong negatively
correlation terms. In this case, the water vapor uncertainty is much lower, but the
aerosol uncertainty is more or less the same as for the hazy case. It is expected
that aerosol uncertainty would dominate because of this, except the presence of the
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correlation terms makes it hard to predict exactly which effects are the most active.
It may be striking just how different the results these two cases are from one
another, but the modeling methodology easily exposes the cause: the water vapor
and density altitude parameter uncertainties each spanned an order of magnitude. It
may be standard to see this level of variability between different classes of ground
instruments, but it was also demonstrated earlier that in-scene constituent retrieval
can vary dramatically depending on atmospheric conditions and, in some cases,
scene content.
The final key observation is that the uncertainties for the in-scene inversion
algorithm scenarios are higher than for the previous scenarios. The best-possible
atmospheric determination uses the ARM-grade instrumentation. The reflectance
random uncertainty for scenario 3 was 1 reflectance unit at its maximum in the
visible region, and quickly dropped to 1 or 2 tenths of a reflectance unit for the rest
of the spectral range. The best in-scene performance from scenario 5 is roughly
double this, meaning improvement from truth-augmentation would be possible and
beneficial.
5.6.5 Scenarios 6 through 8 – Off-nadir pointing bias
Appending E, beginning on page 229, contains the results for the environmental
effect scenarios. Scenarios 6, 7, and 8 are grouped together because they all ex-
plore the effect of off-nadir pointing on retrieved reflectance. Off-nadir pointing
increases the path length of the atmospheric column, decreasing the target/sensor
transmissivity τ2 and increasing the path radiance Lu. A larger path length than
what was assumed by the model has the overall effect of decreasing the retrieved
reflectance as a negative bias effect.
Figure E.1 shows the magnitude of this bias for several different altitudes and
pointing angles over a 100% reflectance target. Different sensor instruments have
a wide range of architectures such that one instrument would never capture a scene
outside more than a degree or two field of view, whereas another may scan a view-
ing swath of 30◦ or more. These sensors may be based on aircraft or spacecraft.
For the worst case studied, which is a 15◦ off-nadir shift from 100 km, the negative
reflectance bias was less than 1–2 reflectance units. For a 20% reflector, the bias
was both positive and negative but with a generally less pronounced effect. For the
100% reflector, the effect from the decrease in transmissivity, which is reflectance
dependent, dominated the effect from increase in path radiance, which is not. When
the target reflectance is lower, the transmissivity and path radiance effects are more
in balance, causing the surprising curve shapes seen in figure E.2. For the aircraft
height, the differences were almost negligible, and from the spacecraft height, the
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bias was small but nontrivial.
Because the position of the sensor is known, this error source is a geometric
effect that can and should be removed systematically. Modeling should account
for the path length changes either by directly specifying them or by detecting the
increased quantities of water vapor or aerosols using in-scene methods. Even if the
bias is ignored, both narrow and wide field-of-view spacecraft should not suffer
greatly in reflectance retrieval, unless of course accuracy to within 2 reflectance
units of 1 σ uncertainty is desired.
5.6.6 Scenarios 9 and 10: Off-nadir pointing uncertainty
Scenarios 9 and 10 show the effect of inaccurate knowledge of pointing angle.
Figure E.3 shows bias error on the order of 8 × 10−5 for a 100% reflector and 1◦
pointing knowledge. Typical pointing accuracy is on the order of milliradians, and
can be as low as microradians. This effect can be safely ignored.
5.6.7 Scenario 11: Ground tilt bias
Ground tilt bias is one of the most problematic effects that can be modeled. The
cosine effect causes rapid change to perceived ground target reflectance after a
small change in relative tilt angle. This is clearly seen in figure E.4(a), where
negative bias approaches 20 reflectance units for a 100% reflector and 15◦ tilt.
However, in the more restrained case of a 3◦ tilt, the negative bias to retrieved
reflectance is 2–3 reflectance units. The results for the 20% reflector case, shown
in figure E.4(b), are exactly one fifth of those for the 100% reflector.
It is dangerous to understate the impact of bias error effects. Whereas a 1 sigma
random error result would predict that 68% of the time the result will fall within
±3 reflectance units of the true value, often very close to the true value. With a bias
error, there is a 100% guarantee that the retrieved value will differ from the true
value by 3 reflectance units. A 20 reflectance unit difference for a 100% reflector is
20% guaranteed error on top of all random uncertainty that applies to the retrieval.
5.6.8 Scenarios 12–13: Ground tilt knowledge uncertainty
It is charity to limit tilt angle knowledge to 10◦ or less. Even in cases where the
actual angle is small (5◦ or less, as shown in figures E.5(a) and E.5(b)), knowing
that the ground tilt angle is bounded to within 10◦, a pittance for hilly ground,
introduces uncertainty of 10–12% reflectance in final retrieved reflectance for a
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100% reflector. A more ambitious assumption of 2◦ angle knowledge results in a
more manageable 2 reflectance unit uncertainty in final reflectance.
The impact of knowledge error in the case of inverting reflectance of highly
sloped terrain (figures E.5(c) and E.5(d)) is considerably worse in all but the best
of situations. This represents a case where a slope is known to exist, but it may
vary by a couple of degrees. If inversion is being conducted over a sloped surface
known with 2◦ uncertainty, the same 2–3 reflectance unit uncertainty is predicted
to be present.
Other than the tendency for the ground to be flat, there is no limit to the havoc
hills and slopes can wreak on the remote sensing of bright targets. In general, the
imaging scientist has zero knowledge of the local ground tilt angle. Model-based
algorithms are powerless to detect and compensate for non-systematic ground tilt
variations without the help of active sensors, though it may be possible to detect
and correct for a constant slope across a scene. When it comes to darker targets,
the outlook is more optimistic. As shown in figure E.5(d), the impact of ground tilt
uncertainty is bounded to within approximately 3–4 reflectance units for the 20%
reflector, with a most likely best case impact of half a reflectance unit or less.
There is no refuge for the imaging scientist other than to use apparent re-
flectance or hope that an assumption of flatness to within 2◦ (184 feet of elevation
change per mile) is valid. Apparent reflectance is a time-stable material property
that affects reflectance in a manner similar to a target being in shadow. Many imag-
ing algorithms can deal with a shadowed targets, either explicity as a separate class
or by using brightness-insensitive metrics such as spectral angle (though this is not
to say that targets are not spectrally altered by either shadow or tilt effects – they
are). Therefore, the overall contribution of target tilt to absolute reflectance error
can be high but the impact to perceived reflectance and, subsequently, the imaging
science application of the retrieval, can be low.
5.6.9 Scenarios 14–17: Bias error due to cloud cover and background
objects
Clouds and background objects are both difficult to model and discuss. It is nearly
impossible to generalize about clouds because their geometric and radiometric
character are so variable that any analysis and conclusions are applicable only to
the conditions modeled and those specific results. The attempt here was to divide
the variability space into cloud type families and show a bias spread based on geo-
metric configuration. The contributions of cloud cover to reflectance retrieval error
are obvious, but because they add direct bias to the retrieved reflectance, it is dif-
ficult to integrate them into a sensor network based on uncertainty reduction. In
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other words, adding a diffuse radiance sensor to the network should theoretically
reduce single-point cloud/background bias to zero, a simple and elegant solution to
the problems cloud cover and terrain masking pose. The validity of this approach
has not been fully explored.
Figures E.6 and E.8 show cloud and background bias results for a 100% reflec-
tor. Figures E.7 and E.9 show the same for the 20% reflector.
Because clouds are volatile, it is futile to model a given sky configuration and
hope to match it to actual conditions if the imagery is collected over any apprecia-
ble time span. The statistical approach provides a family of curves, each of which
corresponds to the quantity specified, i.e. 10% or 20% cloud cover. There is no
specification of where those clouds are located in the sky, and if the 10% cover is at
the horizon, then the contribution is much different than if the clouds are overhead
or near (but not blocking) the sun. The same is true for background objects to a
lesser extend, with the exception that terrain masking can be known and measured
for each point in the image. The spatial component is captured by the width of
each curve family. The maximum and minimum curves are the theoretical limits
to the contribution of clouds and background, outliers (see figure E.6(c)) notwith-
standing.
The cloud and background object modeling results also show the effects of cov-
erage knowledge. For 10% cloud cover over a 100% reflector, retrieved reflectance
was negatively biased between 1-10 reflectance units, again depending on the ge-
ometric configuration, opacity, and shape of those clouds. For a given percentage
of cloud cover, in this case 10%, the uncertainty in the coverage estimate was also
varied. Figure E.6(a) shows 10%± 1%, meaning the true sky fraction was accurate
to within 1% of the sky. Figure E.6(b) shows 10% ± 5%, or an estimate accurate
to within 5% of the sky dome area.
Random error in sky fractions F1 and F2 still manifests as a bias effect on
final reflectance. Specifically, it has the effect of widening the family of curves for
each result. For simplicity, the uncertainty is modeled as a uniform distribution
in that spectra are included or excluded in a binary fashion, but are never scaled.
Put another way, increasing the uncertainty of the sky fraction merely increases the
size of the bounding box in figure 5.19(b) to include more spectra.
For 20% cover, the bias ranged from 4–15 reflectance units. Both cases repre-
sent a very significant source of error, and they themselves are subject to a great
deal of variability. As with the 10% cloud cover case, increasing from 20% ±
1% to ± 5% sky fraction random uncertainty results in a corresponding increase
in the curve family width. This has little effect on the average cloud bias, but the
maximum and minimum cloud contributions now move to greater extremes.
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For the 20% reflector, the effect of downwelled radiance is greatly reduced, so
the negative bias induced by clouds drops from 1-10 reflectance units down to 2–3
reflectance units for either 10–20% cloud cover.
Background objects were modeled using a composite spectrum that combines
reflectances from vegetation, asphalt, and building materials. Therefore, this result
is not universally applicable because no actual object actually has these spectral
characteristics. Because background objects were restricted to the horizon, there
was much less variability in bias curves due to geometric configuration. Also,
specular reflectance is not modeled, only Lambertian downwelled radiance. This
is a major weakness of the background object module that can be addressed in
future work.
There is a pronounced spectral character in the background object bias results
that results from the composite background object being darker than the sky in the
visible spectrum and brighter than the sky in the NIR/SWIR spectral range. This
manifests as the bias sign inversion seen in all background bias results for both
reflectors. The general conclusion here is that the background can both contrast
sharply or blend in nicely with the diffuse sky radiance it obscures depending on
conditions.
Unlike clouds, background objects have a small effect, with up to ±0.5 re-
flectance units of bias error for a 100% reflector and ±0.2 reflectance units for the
the 20% reflector. However, unlike random errors, these biases are directly added
to or subtracted to the final result. This makes them powerful drivers in precision
remote sensing.
5.6.10 Scenario 18: Sensor noise
Industry-best instrument precision is assumed by using noise curves for AVIRIS
and HYDICE. Figure E.10 shows the impact of sensor noise propagated to final
retrieved reflectance (via sensor reaching radiance LSR). Error is generally limited
to 0.2 reflectance units or less, which amounts to basically zero contribution when
added in quadrature to the other sources. Although these results show little contri-
bution for the instruments chosen in this study, there is nothing inherent that limits
the noise for the hardware part of the imaging chain – sensor noise should never be
ignored.
5.6.11 Scenario 19: Sensor radiometric calibration bias
Calibration bias was injected into the error propagation model in such a way that
attempts to match reported bias results for AVIRIS and Hyperion. The result
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is shown in figure E.11. Accuracy for the industry standard instruments hovers
around 3% or less, and as can be seen in the result, this is not trivial at all. Re-
flectance bias as a result of bias in the sensor-reaching radiance is extremely sim-
ple to model: the difference in radiance is a simple linear adjustment factor to the
sensor-reaching radiance term, which is then combined with the upwelled radiance
term. This gives an indicator as to why the cal bias can produce such dramatic
effects.
In figure E.11(a), the AVIRIS bias for the 100% reflector shows a change in
reflectance of 1–10% in response to a 2–5% bias in radiance, with maximum im-
pact at 400 nm. In the VNIR and SWIR, the effect on radiance stays within ±2
reflectance units, increasing past −5 reflectance units after 2400 nm. In figure
E.11(b), the 20% reflector causes the sensor radiance term is lower in relation to
the path radiance term to begin with. Therefore, changes in the sensor radiance
term do not produce as much of a change in reflectance as with the 100% reflector.
Except for the green, blue, and far SWIR spectral regions (where reflectance bias
climbs to as much as 4 reflectance units), the effect on reflectance is within ±2
reflectance units.
Hyperion’s hypothetical 3% negative bias in sensor-reaching radiance mani-
fests as a decrease in retrieved reflectance. The effect takes on the shape of the
upwelled radiance contribution to retrieved reflectance, as it is relatively larger
compared to a spectrally constant reduction in the sensor radiance contribution. A
3% reduction in radiance results in a 5.5 reflectance unit drop for the 100% reflec-
tor worst case at 400 nm and a 4 reflectance unit drop for the 20% reflector at 400
nm. The negative bias improves with increasing wavelength until a steady state is
reached past 1000 nm.
This result is striking when compared to the tiny contributions the other sources
of error and uncertainty have had on retrieved reflectance. The AVIRIS instrument
in particular has a reputation for being well-calibrated and low-noise (look no fur-
ther than the previous scenario for proof of this). Atmospheric uncertainty and
many environmental errors can be reduced to less than 1 reflectance unit using
best-available instrumentation and modeling. However, if spectrally unpredictable
biases of 2-5 reflectance units are unavoidable due to an undetectable instrument
calibration bias, then attention is warranted here. The mitigating factor is that the
calibration bias could be over-reported, and some of the bias exists in the MOD-
TRAN model used as the reference. On the other hand, Hyperion’s 11-21% bias
that had gone undetected or had drifted since the pre-launch calibration, corrected
down to approximately 3% bias, is a major source of error regardless of the inver-
sion technique used.
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5.6.12 Scenario 20: Bias error due to spectral misregistration
This scenario was run using two values for spectral band center shift, 0.25 and 0.5
nm. Results for all target types tested are shown on a single plot. Figure E.12 shows
the effect on reflectance for these conditions. In general, spectral misregistration
for both cases fails to cause a bias more than half of a reflectance units except
for the atmospheric absorption bands. For the two major water vapor absorption
regions at 1390 and 1900, the effect exceeds 10 reflectance units, but for the other
water vapor regions and the oxygen, ozone, etc. the effect is to perturb retrieved
reflectance by no more than 2-4 reflectance units.
It is already known that spectral misregistration can adversely affect applica-
tions that use absorption bands such as atmospheric constituent estimation. It may
not be useful to propagate errors into reflectance space because applications af-
fected by spectral cal errors use radiance to compute band ratios. While some
algorithms can detect and correct misregistration effects, others are powerless to
do either.
A study was conducted to measure the effect of spectral registration bias on
such applications. The continuum-interpolated band ratio (Hirsch et al., 2001)
uses a water vapor absorption feature at 940 nm, shown in figure 5.22, to estimate
the total integrated water vapor in the imaging column. The technique is very
straightforward and is described by equation 5.1. More complex methods exist
to estimate water vapor from a band ratio, but this study only intended to show a
simple case for discussion purposes. Using the notional band model described in
section 4.12.2, the spectrum was convolved using perfect spectral registration and
perturbations up to ±1 nm. This limit was selected to envelope real-world cases of
noted misregistration as discussed earlier.
For the default atmosphere used in this investigation, a wide range of water
vapor values ranging from 1.4 to 2.6 cm were substituted for the default water
vapor value, and the resulting at-sensor radiance spectra were convolved with the
band model. The continuum-interpolated band ratio was then computed for the
perfectly-registered, convolved spectrum for each water vapor input. Then, a sim-
ulation was conducted where the band model was biased by some amount and
used to reconvolve the total radiance spectrum. For each degree of spectral shift,
the shifted, convolved spectrum was then used to produce a band ratio, which dif-
fered from the the unshifted ratio to some degree. The relationship between the
unshifted spectrum band ratio and the corresponding water vapor input was used
as a lookup curve against which each shifted spectrum band ratio was compared.
In this manner, each shifted spectrum, which corresponded to a true water vapor
input, produced a different water vapor retrieval according to the unshifted lookup
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(a) Unconvolved 2 nm spectrum (b) Convolved with 10 nm band model
Figure 5.22: 940 nm absorption feature
table. The difference between true water vapor and retrieved water vapor is shown
in figure 5.23. The change in slope at the wet end of the curves is an artifact in the
MODTRAN modeling process corresponding to saturation at the lower altitudes.
The ±1 nm shift produced small errors in retrieved water vapor, on the order of
hundredths of a millimeter. Except for the most extreme cases, measurement er-
ror of these quantities is an order of magnitude higher, and these errors would not
dominate the error propagation process. Green’s original observation regarding
spectral registration is verified: keeping spectral bias to below 1 nm is necessary
to control errors attributable to it. Spectral misregistration bias in excess of ±1 nm
produces correspondingly greater errors in retrieved water vapor.
5.6.13 Scenario 21: Spectral jitter uncertainty
Spectral jitter was the final effect examined as a standalone scenario. Figure E.13
shows random radiance uncertainty propagated forward into reflectance space. Un-
like the spectral bias case, the effect on band ratio-type applications is not as serious
because the expected value of the radiance (and reflectance) more or less matches
the actual value, though inversion algorithms may require modification to account
for this. For non-absorption band spectral regions, the added uncertainty is less
than 1 reflectance unit. For the lower-wavelength absorption regions, retrieved re-
flectance uncertainty grows from 4–6 reflectance units at the edges and exceeds 10
reflectance units at the extrema. Because the fundamental mechanism for simulat-
ing jitter is the same as for band center bias, the same sensitivities apply as with
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Figure 5.23: Bias in retrieved CIBR water vapor resulting from spectral misregis-
tration bias. The degree of spectral misregistration is noted next to each curve.
the previous scenario, namely that target spectra with high overall brightness or
sharp changes in reflectance produce higher uncertainty. Additionally, increasing
the magnitude of the jitter increases the overall reflectance uncertainty.
5.6.14 Final Scenario: Mean squared error for combined effects
In each of the previous scenarios, single effects were studied, and there was no need
to create a term that combined both random uncertainty and bias error. For most of
the scenarios, one of these sources was zero anyway. For this case, both bias error
and random uncertainty are contributors to the result. The parameters used for this
scenario were listed in table 5.10. To summarize, atmospheric uncertainty for field
quality ground instruments was used, an AVIRIS-quality instrument was used to
define sensor noise, nominal pointing uncertainty and ground tilt knowledge were
assumed, and modest cloud and background obscuration were used. Clouds were
set to 15% with knowledge uncertainty to within ±5%, while background terrain
masking was set to 5%. These contributors are nearly omnipresent, so it is key to
ensure their contributions are captured.
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Mean squared error was introduced earlier as the commonly used standard that
combines the squared bias with variance (equation 4.7). Bias error and random
error each have distinct meanings in the context of measurement uncertainty, so
combining the random components with the bias components creates more of an
uncertainty metric rather than a statistically meaningful quantity. Both components
will first be shown separately for the given scenario and finally together as mean
squared error.
Both clouds and background reflectance bias spectra are affected not only by
the total sky fraction but also by the spatial component of the sky and non-sky
elements. As was explained earlier, there is an entire family of sky geometries that
are all valid solutions to a given sky fraction specification. In the error propagation
model, all curves in the family generated by the cloud and background modeling
modules are carried forward to the final results. To simplify presentation of these
results, the family of curves is described statistically by 5 summary curves: the
minimum, maximum, mean, and the mean±1 standard deviation. Figures 5.24
and 5.25 show the curve families generated for this final scenario for reflectance
bias caused by clouds and background objects. Cloud and background effect were
earlier shown to be dependent on target reflectance, so results for 100%, 20% and
5% reflectance targets are shown. The 5% reflectance target was added to fully
expose a trend related to final mean squared error and cloud variability, which will
be seen shortly.
(a) 100% reflector (b) 20% reflector (c) 5% reflector
Figure 5.24: Final scenario reflectance bias, 15%±5% cloud cover
The cloud and background reflectance bias spectra were added to the other
sources of bias error to produce the total bias error. These results are presented for
100%, 20%, and 5% ground reflectance targets as figure 5.26. The most significant
effect that can be seen at this point is that the range of bias error caused by cloud
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(a) 100% reflector (b) 20% reflector (c) 5% reflector
Figure 5.25: Final scenario reflectance bias, 5% terrain masking
and background object geometry ranges 10 reflectance units, from roughly -5 to +5
in the scenario shown here. However, this is only true for the 100% reflector. For
the 5% reflector, there is virtually no variability caused by sky fraction geometry,
on the order of tenths of a reflectance unit.
(a) 100% reflector (b) 20% reflector (c) 5% reflector
Figure 5.26: Total reflectance bias error for final scenario
These bias results were combined with the random component to produce the
curves in figure 5.27. In this case, the average bias error was used to compute the
mean squared error. The purpose of this result is to show the random error for the
final scenario and how it notionally combines with the bias component to produce
mean squared error. The random error is shown in red, and the square root of the
mean squared error is the black curve. The components combine in quadrature, so
it is easy to see how one component can dominate the other when its magnitude
is significantly larger. For the conditions used in this scenario, it is coincidental
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that the cloud bias tends to be negative on the same order of magnitude that the
sensor and other bias sources tend to be positive. Because of this, the bias error is
close to a minimum when compared with the random component. Strengthening
or weakening the cloud contribution would greatly affect the bias contribution to
the mean squared error, as will be seen presently.
(a) 100% reflector (b) 20% reflector (c) 5% reflector
Figure 5.27: Final scenario mean squared error. Square root of the MSE is in black.
The random component is in red, and the bias component is in green.
The final set of results for the final scenario is presented as figure 5.28. The
square root of the mean squared error for a 100%, 20% and 5% reflector are shown
in a way that relates the variability caused by the geometric variation in cloud and
background object configuration. In the figure, the black curve is labeled “mean,”
the red curve labeled “min,” and the green curve labeled “max.” The designations
“min” and “max” refer to the original magnitude of the cloud or background re-
flectance bias spectrum. In this case, “min” refers to the most negative curve, and
“max” refers to the most positive curve. As was seen in figure 5.24, the curve of
greatest value (“max”) was actually closest to zero, while the most negative curve
(“min”) actually had the greatest absolute value. In calculating the mean squared
error, all terms are squared, and the curve labeled “min” becomes quite large in
value.
It may seem surprising that the mean value curve produces the lowest mean
squared error. This is due to the cancelation mentioned earlier between the negative
clouds and the positive biases from the sensor and other sources. When the cloud
contribution goes closer to zero (“max”), the overall bias grows positive, and when
the cloud contribution goes highly negative (“min”), the overal bias grows more
negative (but higher in magnitude). The cancelation effect is best seen in figure
5.26(a) where the average curve hovers around zero, but the “min” and “max”
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have higher absolute value.
In figure 5.27, a striking contrast is revealed. For the bright target shown in
figure 5.28(a), the variability in mean squared error due to cloud and background
object geometry can be as high as 2 reflectance units – but ultimately not as large
a factor as earlier results like figure 5.26 might have suggested. For the dark tar-
get in figure 5.28(c), geometry variability is no longer expressed in the final mean
squared error. It is notable that the bias error is still present, but it no longer varies.
It is is masked by the sensor bias, which makes a lot of sense – clouds bias down-
welled radiance, whose error contribution depends on target reflectance, whereas
the sensor’s contribution does not.
Some overall conclusions can be drawn from these results. First, it can be said
that the random error sources are most important. Bias did exert some influence
in figure 5.28(a), but even in that regime the magnitude and shape of the mean
squared error was driven by the random component (and even more so in other
regimes). The mean squared error varied greatly as a function of target reflectance
as it does for the random component alone. The square root of the mean squared
error overall magnitude went as high as 10 reflectance units, but for the most part
it hovered around a few reflectance units.
These results confirm behavior seen in other work, where differences between
predicted and truth data are consistently to within this bound. It also illustrates how
the errors introduced by atmospheric uncertainty can eclipse the benefits of having
an instrument with superb noise characteristics, as was mentioned at the start of
the last chapter.
Final scenario variant
The last set of observations to be made for this case requires a modification of the
scenario parameters. Whereas the final scenario used “field quality” instruments
corresponding to those used in basic scenario 2, it is demonstrative to reduce the
atmospheric random uncertainty by switching to the “ARM quality” instruments
corresponding to those used in basic scenario 3 (per table 5.8). In the baseline final
scenario, it was seen that random uncertainty dominated the bias contributions.
In the modified version, the random uncertainty from atmospheric measurements
will be greatly reduced, showing what the transition from a cheaper, low-precision
network to a more expensive, high-precision network might look like.
Because only random components have changed in this modified scenario, the
bias errors are identical to the baseline final scenario. The new mean-squared error
plots in figure 5.29 show new interactions when the errors are combined. With the
lower atmospheric contribution, the other error sources are more easily seen in the
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(a) 100% reflector (b) 20% reflector
(c) 5% reflector
Figure 5.28: Square root of mean squared error for the final scenario (with geo-
metric variability for clouds and background objects)
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combined mean squared error. For the 100% reflector, the random component still
dominates, but isolated spikes attributable to the sensor bias affect the combined
result. The random component has a different shape, however, as the characteristic
upswing in uncertainty in the blue spectrum is gone. This indicates a shift in dom-
inance from atmospheric sources to environmental sources of uncertainty, namely
the 5◦ random uncertainty in ground tilt. As the target reflectance decreases, the
ground tilt random uncertainty also decreases, allowing bias error to again become
the prime contributor, mainly in the blue spectral region.
(a) 100% reflector (b) 20% reflector (c) 5% reflector
Figure 5.29: Final scenario variant mean squared error. Highly precise atmospheric
instruments are modeled, as opposed to the lower-precision instruments modeled
in the baseline final scenario. Square root of the MSE is in black. The random
component is in red, and the bias component is in green.
Although the simulated ground sensor suite was upgraded to a better set of
instruments for this modified scenario, the shift in dominance to other error con-
tributors suggests a “noise floor” that proves difficult to break through. Bright
ground targets in the blue spectral region are the exception, where the reduction in
random uncertainty from the atmosphere does improve the system performance.
Figure 5.30 shows how the modified final scenario’s mean squared error be-
haves in response to geometric variability in cloud and background objects. The
increased contribution from bias error sources over random sources can be seen
in the increased range of final results due to the geometric variability. In figure
5.30(a), the cloud geometry causes the error estimate to change by 3-4 reflectance
units in the visible spectral region, in comparison with the 2 reflectance units for
the baseline scenario. Again, just like the baseline scenario, darker targets appear
to have negligible sensitivity to the sky fraction geometry, though the effect is more
pronounced than before.
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(a) 100% reflector (b) 20% reflector
(c) 5% reflector
Figure 5.30: Square root of mean squared error for the final scenario (with geo-
metric variability for clouds and background objects)
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5.7 Validation
Validation results are presented in appendix F, starting on page 243. The list of
validation cases is repeated in table 5.11. For each of the validation cases, a
simulation run was conducted using the error propagation model, and one set of
runs conducted according to the methodology described in section 4.15. For the
Monte-Carlo style runs, each of the reported atmospheric constituents was vali-
dated against the intended input distribution.
Table 5.11: Validation scenario summary
Validation parameter Mean Std dev
V1 water vapor - dry 0.75 cm 0.2 cm
V2 water vapor - dry 0.75 cm 0.1 cm
V3 water vapor - wet 2.0 cm 0.2 cm
V4 water vapor - wet 2.0 cm 0.1 cm
V5 density altitude 0.218 km 0.02 km
V6 density altitude 0.218 km 0.01 km
V7 aerosol optical depth 0.447 (15 km) 0.04 (1.55 km)
V8 aerosol optical depth 0.447 (15 km) 0.02 (0.75 km)
V9 multiple parameters
water vapor 2.0 cm 0.2 cm
density altitude 0.218 km 0.045 km
aerosol optical depth 0.456 0.02
Each validation result is the product of 600 MODTRAN runs using the dis-
crete ordinate transfer (DISORT) algorithm. Each random distribution of atmo-
spheric characteristics was verified against the corresponding desired distribution
prescribed by the scenario list. Preliminary research using the less accurate Isaac
2-stream multiple scattering algorithm resulted in a significant underestimation of
the variability on the order of 0.5–1.5 reflectance units. This was due to the under-
estimation of scattered radiance in the shorter visible wavelengths.
In some cases, the sample size of 600 proved to be too small. The target vari-
ability listed in table 4.5 was not achieved exactly, and in most cases the difference
was large enough to affect the results. In those cases, the conditions simulated
in the validation process differed from the uncertainties used to generate the error
propagation model predictions. When this was found to be the case, the error prop-
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agation model inputs were adjusted to match the conditions actually simulated,
with the actual values used annotated in the appendix. The improvement in model
performance was frequently significant.
The validation results agree well with the model predictions. Although there
is not perfect correspondence, the values are well within the same order of magni-
tude, and the curve shapes are virtually identical. No component contribution data
was compiled from the validation runs, so no basis for comparison exists for the
contribution of the individual modeling outputs.
Each validation scenario includes a plot showing absolute difference in abso-
lute reflectance units and one showing percent difference in relative units. The
absolute differences are generally very satisfying, on the order of less than half of
a reflectance unit. The percent differences tell a different story. Because the valida-
tion scenarios produce such small reflectance uncertainty to begin with, uncertainty
on the order of tenths or hundredths of a reflectance unit can correspond to 5–10%
of the comparison magnitude. The best correspondence exists within the visible
spectrum, where the model predictions generally fall to within ±5% of the valida-
tion result. In the non-absorption regions past 1 micron, there are places where the
predictions match to within ±10%, but generally the small values involved result
in wide disagreement.
The fact that the difference plot sometimes takes on the shape of one of the
component curves may indicate a systematic source of error, the determination
of the exact source of which would require further study. The effect is worst in
validation scenario 3 (water vapor at 2.0 cm with an uncertainty of 0.2 cm) and
scenario 6 (density altitude at 0.218 km with an uncertainty of 0.01 km), both at
20% target reflectance. However, most of the water vapor and density altitude
scenarios showed at least a slight bias or spectrally-correlated shape at both 100%
and 20% reflectance. In general, the model performed worse in comparison to the
validation runs for the 20% reflector across the board. For the aerosol optical depth
scenarios, there was no spectrally-correlated bias, but the spread in the results was
much greater for the 20% reflector than for the 100%.
All of the validation scenarios tested a single parameter except for the last,
which set each parameter to the uncertainty values used in scenario 2. The simu-
lation parameters were corrected to match the actual statistical distributions gen-
erated in the validation process. The final validation scenario had the best corre-
spondence between the model and simulation results. In the visible spectrum, the
discrepancy was below ±3%, which is considered extraordinary. Furthermore, the
percent difference was below ±10% up until the first major absorption region at
1390 nm and above the second major absorption region at 1900 nm.
ERROR SENSITIVITY STUDY 167
Vagaries of the error modeling process could explain the discrepancies between
validation and prediction results. The most likely candidate is machine precision in
MODTRAN’s outputs. Because these results are so small, they would be sensitive
to a loss of significant bits. It has been shown that the precision of slope determi-
nation is affected by the limited number of significant figures provided by MOD-
TRAN output (and possibly carried along in the computation itself). An adjustment
of parameters within the significant precision limits of the model would definitely
cause discrepancies, though the exact contribution of these errors is probably not
possible to determine without examining the inner workings of the radiative trans-
fer code.
In addition, the τ1 term is a term not directly accessible in the MODTRAN
output, rather, it must be derived from several other outputs. It routinely shows the
effects of precision truncation. This is most clearly visible in figure D.3(a), where
the red τ1 curve shows a jagged appearance where the other curves are smooth.
Any curve to which the red curve is a significant contributor also picks up this high
frequency “noise,” as the correlation term and total error curves do in that plot.
This jaggedness is visible in the correlation term curves for many of the validation
scenarios and qualitative appears to be responsible for the many outliers in the
percent difference plots.
The other possible source of error is from the assumptions inherent in the mod-
eling approach. First is the truncation of the Taylor series that serves as the foun-
dational process of the error propagation model. The correlation terms are plainly
seen to make significant contributions to the final result. The loss of higher order
terms usually means a change in precision 2 or 3 orders of magnitude below the
level of real impact, but again, the differences involved here operate within that er-
ror regime. Similarly, the assumption of linearity may or may not have an impact,
depending on the non-linearity of the parameter. Despite the differences observed,
the overall level of agreement between model predictions and the Monte Carlo-
style simulation results leads to the conclusion that constituent error is validly and
correctly propagated into reflectance space.
5.8 Error sensitivity study
The results in appendices D and E show traceability to the modeling outputs and
environmental effects, but not to the atmospheric constituents. A study was per-
formed in which each the uncertainty for each atmospheric constituent was set to
zero, and the reduction in total uncertainty was recorded.
The concept is that the relative magnitudes of uncertainty reduction, peak nor-
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malized to the starting uncertainty, shows the relative strength of each constituent
in driving total uncertainty in retrieved reflectance. It should be possible to con-
clude that one constituent or another is the most important to measure for a given
set of conditions.
In addition to measuring the three primary constituents under study, a fourth
scenario was added, namely the simultaneous direct measurement of downwelled
radiance and sun-to-ground transmissivity. This attempts to simulate the addition
of a ground photometer that only measures these quantities. It is possible to have
constructed another scenario case around this configuration, but this format was
just as convenient and allows direct comparison between constituent measurement
or model output measurement.
Appendix G (starting on page 263) shows results of the study, with one set
of results for each of the 5 basic scenarios listed in table 5.8. For each of the
5 basic scenarios, results are presented for three target reflectances, with a 5%
reflector added to the usual 100% and 20% reflectors. This is because an effect
was discovered where the interaction between correlation terms causes error to
reach a minimum not at 0% target reflectance, but closer to 20%. It was necessary
to show a truly dark target, in the form of the 5% reflector, to show how the error
behavior shifts first in one direction and then in the other.
In addition to the direct study results, summary plots are included for each
scenario that show the total uncertainty as a function of target reflectance and con-
stituent. This was necessary because while the water vapor error contribution pro-
duces a simple monotonic decrease in error as a function of target reflectance, the
aerosol error contribution shows a minimum around 20% target reflectance. Fi-
nally, this same information is re-presented in much greater detail (in the form of
complete results for each target reflectance and error constituent) to elucidate this
more complex interaction.
5.8.1 Scenario 1
The first set of results are for scenario 1, which is the climatology-based model-
only inversion. Although the magnitudes of the errors are extreme compared to the
more likely scenarios, the general behavior is the same and worth discussing, since
the conclusions will be broadly applicable. Figure G.2 shows the individual con-
tributions of each constituent. The red curve corresponds to the error contribution
of density altitude uncertainty. The sensitivity of the final result to each constituent
depends on the relative magnitudes of the input uncertainties, and for this scenario
the air column density uncertainty is much smaller than the other uncertainties.
This will change in later scenarios, where the uncertainties balance out better. Ad-
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ditionally, the low contribution of density altitude allows the scenario 1 analysis to
focus on opposing contributions from water vapor vs aerosol.
The blue and green curves correspond to the error contribution of water va-
por and aerosol respectively. To be more specific, the blue curve is the percent
reduction in reflectance error when the uncertainty contribution from the water va-
por is set to zero. With perfect knowledge of the water vapor, the aerosol optical
depth uncertainty greatly dominates the uncertainty in the retrieved reflectance.
When water vapor uncertainty is set to zero, there is a small reduction in final
reflectance uncertainty for the 100% and 5% reflectors but a large reduction for
the 20% reflector. By contrast, when aerosol uncertainty is set to zero, there is a
great reduction in overall error for the 100% reflector but a small reduction for the
20% reflector, at least in the visible spectral region. For the dark 5% reflector, the
aerosol contribution again becomes dominant, but not by much. It is also thought
that the starting water vapor uncertainty is larger than the aerosol uncertainty such
that removing water vapor error produces greater improvement in the total uncer-
tainty result. However, no metric has been proposed to prove this. Because of the
exponential relationship between optical depth and visibility, direct differences in
signal-to-noise may not be valid.
5.8.2 Explanation of counterintuitive results
The trend seems counterintuitive: for a bright target, effects linked to τ1 and τ2
should dominate. These terms are driven by water vapor, not aerosols. Alternately,
for dark targets, the scattered radiance terms Ld and Lu should dominate. These
terms are driven by aerosols, not water vapor. A closer look at the underlying
results resolves the seeming reversal of intuition.
Figure G.3 shows the total reflectance uncertainties for multiple reflectances
when each type of error is zeroed out. In figure G.3(a), the aerosol uncertainty is
zero, meaning the results are driven by water vapor. Despite the intuitive link be-
tween aerosols and scattering, water vapor does cause a significant amount of path
radiance. The monotonic decrease in total reflectance uncertainty with decreasing
reflectance in the presence of water vapor uncertainty is driven by path radiance.
To prove this, detailed results for each individual run were included in figure G.4.
The cyan line in figure G.4(a) represents the upwelled radiance contribution to total
uncertainty. Although aerosol uncertainty is zero in this figure, the upwelled radi-
ance contribution is significant. It stays constant all the way through figure G.4(f),
where it is the only contributing factor. Stated explicitly, in figure G.4(f), the total
reflectance error contribution is from upwelled radiance, and upwelled radiance is
driven by water vapor. This runs counter to the intuitive thinking that aerosols drive
170 CHAPTER 5. RESULTS AND DISCUSSION
path radiance and water vapor does not.
However, this is not to say that aerosol uncertainty does not have a significant
path radiance contribution. Indeed, moving on to figure G.5(f), a high upwelled
radiance contribution is the only driver of reflectance uncertainty. Figure G.5 shows
the results for zero water vapor uncertainty contribution, so aerosols are the driver
here. The upwelled radiance contribution is actually higher for aerosol error than
water vapor, as it should be.
The resolution of the discrepancy is now assisted by reviewing the other plots
in figures G.5 and G.4. First, the red and green transmissivity curves in figure
G.4 are extremely low when compared to the scattered radiance terms. This is not
expected behavior for water vapor-induced uncertainty. The behavior starts back
all the way in figures 5.5 and 5.6, which show the slope of τ1 and τ2 with respect
to each atmospheric constituent. The slope for water vapor is very low in most
of the spectral region, whereas the slope for aerosol optical depth is very large.
These slopes are combined with the constituent uncertainties to produce an error in
a modeling output. For scenario 1, the aerosol optical depth uncertainty is 40% of
the water vapor uncertainty, but the sensitivity of the transmission terms to water
vapor is much less than 40% than that of aerosols. Later in the propagation chain,
slopes are calculated to determine the relationship between each modeling output
and the uncertainty in the final reflectance retrieval. These sensitivities are shown
in figure 5.31. In this figure, the red and green curves correspond to τ1 and τ2, while
the blue and cyan curves correspond to Ld and Lu. Note the logarithmic scale on
the y-axis. Just based on the equations derived in appendix A, there are at least
4 orders of magnitude between the transmission terms and the scattered radiance
terms. By itself, this is not meaningful because the error in the radiance terms are
several orders of magnitude below the error in the transmission terms. But, when
traced forward to this point, the slope differences noted earlier are magnified. This
produces the unintuitive but true result that aerosols do have a significant effect on
transmission even when water vapor does not. The intuitive behavior is upheld, but
the relative magnitudes of the numbers involved cause the term dominance to vary
by situation.
The red and green transmissivity curves in figure G.5 show what happens when
the aerosol uncertainty is the dominant term. As explained earlier, a sufficiently
high aerosol uncertainty can drive transmissivity independently of water vapor and
to degrees in excess of the water vapor’s influence. This is shown in figures G.5(a)
through G.5(e), where decreasing reflectance causes a decreasing contribution from
the transmission terms. The upwelled radiance contribution is constant, however,
until figure G.5(f), where it is the only contributor. Indeed, the transition in influ-
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Figure 5.31: Reflectance uncertainty sensitivity to component terms. The curves
are colored according to the legend in figure D.1.
ence from transmission to path radiance is seen in figure G.3(b), where the jagged
curves (driven by jaggedness in the τ1 contribution) give way to the smooth expo-
nential slope for 20% and 0% reflectors (driven by the upwelled radiance contribu-
tion).
The correlation terms are the other major factor at play. The violet line repre-
sents the sum of all correlation terms. There is a strong negative correlation for all
of the aerosol-only plots in figure G.5 that pulls the final uncertainty below some
of the component uncertainties. The decrease in correlation with lower reflection
actually allows the reflectance uncertainty to increase for the aerosol-only plots in
figure G.5. In figure G.4, the correlation is positive and stays positive, so there is
no trend reversal in reflectance uncertainty.
The combined effect of these various factors causes aerosols to remain the
dominant error contributor for the 100% reflector. The black curve of figure G.5(a)
shows a max error contribution in the low wavelengths of approximately 0.6 or
60 reflectance units. Figure D.3 shows the full error total in this spectral region
of approximately 70 reflectance units. By contrast, the reflectance result in figure
G.4(a) shows a max error contribution of only approximately 43 reflectance units.
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When the reflectance drops to 20%, the highly negative correlations present in the
zero-water vapor error case show a greatly reduced contribution from the aerosol
uncertainty. The maximum contribution is seen in figure G.5(e) to be only approx-
imately 12.5 reflectance units. In contrast, the error contribution from water vapor
uncertainty is seen in figure G.4(e) to have decreased by much less down to approx-
imately 27 reflectance units. The higher error contributor in each regime becomes
the larger percent reduction in figure G.2.
Another effect caused by the correlation factors is that the percent reductions
will not add to 100%. When one term or another dominates, the correlation fac-
tors serve to either boost or depress the total reflectance uncertainty, depending
on the specific atmospheric contributions. This is an inherently non-linear pro-
cess. For example, throughout this discussion, density altitude has been barely
mentioned. In figure G.2, it barely registers a change because it is dwarfed by
the other contributors. One might expect the density altitude-only situation to pro-
duce a very small reflectance uncertainty. However, when density altitude is the
only error contributor, the maximum overall reflectance uncertainty in the visible
regime is approximately 10 reflectance units (compared to approximately 70 for
all constituent contributions). The interaction between atmospheric constituents
via correlation terms makes a linear combination model impossible to construct.
5.8.3 Scenarios 2 and 3
Results for scenarios 2 and 3 are shown in figures G.6 and G.10. The supporting
plots of underlying contributors are included for completeness, but they show the
same general trends discussed earlier. In fact, the same conclusions can be made for
these scenarios. For bright targets and this geometric configuration, aerosols con-
tribute the most uncertainty (except for the water vapor absorption bands), while
water vapor contributes the most uncertainty for the 20% reflector.
An interesting effect occurs between scenarios 2 and 3 for the truly dark target
at 5% reflectance. In scenario 2, water vapor is the heaviest error source in the
5% case, but in scenario 3, the aerosol contribution is completely dominant, as
would expected. The explanation for this again focuses on the initial uncertainties.
Scenario 2 uses low-quality instrument sources. However, because the trade space
for aerosol profile sensors does really not have a “low-end,” scenario 2 actually has
much higher quality (and higher cost) aerosol sources than it should. Scenario 2
baseline aerosol’s uncertainty is lower than the water vapor uncertainty, which is
quite high, relatively speaking. Because of this, reducing the aerosol uncertainty in
scenario 2 does not produce a drastic effect because the constituents were not on
equal footing to begin with.
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In scenario 3, the instruments are all high-quality, and the starting uncertainty
contributions are more balanced to begin with. Reducing the aerosol uncertainty
has the expected effect of greatly reducing the overall uncertainty for the 5% re-
flector. Even in the 20% case water vapor uncertainty has a reduced influence
compared to scenario 2.
Because the overall precision of the instruments used to measure water vapor
and aerosols is greatly improved for scenario 3, density altitude becomes a non-
trivial contributor for the 20% target. However, it does not dominate water vapor
uncertainty in this regime. For darker targets, density altitude again fails to signifi-
cantly influence the results.
5.8.4 Scenario 4
The error reduction studies for the model-based inversion algorithm scenarios pro-
duce results that are in accordance with behavioral observations made elsewhere.
In scenario 4, the 100% reflector shows in figure G.14(a) that aerosols are the
greatest contributor for the majority of the spectral region. For a bright target, it
is expected that water vapor effects dominate, and they do in the short wavelength
visible region. In the NIR and SWIR, water vapor rapidly falls in influence, allow-
ing aerosols to take over in that region.
For the 20% reflector (figure G.14(b)), the same seemingly strange water vapor
dominance is again present. The key to understanding this behavior lies in figure
G.15. For the water vapor-only error plots, there is a tight distribution ranging
from 6–12 reflectance units, so at the low reflectances there is still a high degree
of water vapor-induced error. In contrast, the error attributable to aerosols is much
more volatile in response to changes in reflectance. As was stated earlier, this is
due to the cross-correlation interactions between the modeling outputs. This error
decreases with decreasing target reflectance, reaches a minimum around 20% target
reflectance, then increases again with even darker targets. It is safe to conclude
that for this geometric configuration, the heuristic of associating dark targets with
aerosol scattering is probably only valid for truly dark targets, defined as those
under 10% reflectance. Value is gained in measuring water vapor very accurately
first, then aerosols.
5.8.5 Scenario 5
Scenario 5 produced some unusually shaped results. Figure G.18 shows that for
both the 100% and 20% reflectors, aerosols are worth measuring for visible target
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applications. Due to the unbalancing in relative magnitudes in the error inputs cho-
sen for each scenario, scenario 5 sees a shift in favor of highly accurate water vapor
over less accurate aerosols. Recall that for scenario 4, the water vapor uncertainty
was higher than aerosols in relation to the assumed constituent abundances. There-
fore, as can be seen in figure G.19, the aerosol-only errors start at 8 reflectance
units for the brightest targets. In contrast, water vapor again has a very tight range
that stays between 1 and 2 reflectance units, depending on target brightness. There-
fore, aerosol is clearly the main contributor, and reducing it produces the greatest
improvement in retrieved reflectance uncertainty.
For the 20% reflector, aerosols show that drastic decline as target brightness
decreases, eventually reaching parity with the always-lowwater vapor contribution.
At this lower brightness, aerosols only dominate at the lowest wavelengths. In
figure G.19(b) the highly sloped curve below 500 nm allows that brief span of
aerosol dominance, but note that the aerosol error contribution dips nearly to zero.
This is again due to the interaction of cross-correlation terms. Because the aerosol
contribution is so low locally, the water vapor contribution spikes around 750 nm.
For the remainder of the spectral region, the aerosol and water vapor contributions
appear to be fairly well balanced, with aerosols remaining the dominant contributor
(except for the water vapor absorption bands).
For the 5% reflector, scenarios 4 and 5 show the same dual nature as was seen in
scenarios 2 and 3. In scenario 4, water vapor was the highest error contributor, but
not as high as for other target reflectances. In scenario 5, the aerosol contribution
absolutely crushes the others. Because the only difference between these scenarios
are the starting constituent uncertainties, the shift in behavior for dark targets is
attributed to this change in starting uncertainties.
Again, for balanced inputs, it is expected that aerosols are the dominant con-
tributor for dark targets. For the other regimes, it was shown in the amplification
plots that the tight monotonic range of water vapor error contributions exerts in-
fluence over a narrow range in retrieved reflectance error, while the aerosol error
contribution varies non-monotonically over a wide range. The magnitudes of the
respective ranges depend on the initial uncertainties. Both the range location and
width determine which effects will be dominant for any given scenario.
5.8.6 Direct measurement of τ1 and Ld
The final component of this study was to examine the possibility of reducing the
uncertainty in the modeling inputs by adding a direct measurement of the output.
The two terms that can be measured from the ground are downwelled radiance and
sun-ground transmission. Literature on ground radiometers describes a best-case
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3% uncertainty for direct radiance and 5% uncertainty for diffuse radiance (Michal-
sky, 2001). The uncertainty in the measurement is treated as a simple substitution,
and its effect on the error is computed. More complex schemes of averaging or
filtering (by inverse weighting each input by its estimated uncertainty) the multiple
sources was not considered.
As the atmospheric constituent uncertainties improve, the value of adding ground
measurements decreases. For scenario 1, the ground measurements cut the uncer-
tainty in half for a bright target. For the dark target, there is significant improve-
ment to be had in the SWIR bands, but none in the visible bands. For scenario
2, a 10–40% improvement in error is possible for the bright target, but very lit-
tle improvement is possible for the dark target. For scenario 3, the ARM-grade
measurements are so precise that the light measurement equipment actually makes
the results worse, except for bright targets in the lower wavelength visible spectral
region (which may be really important to the application).
For both types of targets in scenario 4, the direct radiance improvement curve
shows direct radiance/transmittance measurement is very effective for this sce-
nario, with 5–50% potential reduction in uncertainty, depending on scene bright-
ness.
In scenario 5, direct measurement of the downwelled radiance and sun-ground
transmittance is less effective here because the radiometer instrument error is closer
to the low-end achievable uncertainty from the in-scene methods. Benefits exist for
bright targets, but they disappear for the darker ones.
An effect not studied here is the elimination of bias error. The true value of
adding direct measurement instruments to a ground truth network is to compensate
for clouds. The state of cloud modeling needs to advance before any results pre-
sented on this topic would be meaningful. However, the benefit of trading a bias of
up to 10 reflectance units for a 3% uncertainty in modeling output terms should be
an easy trade to make.
Not counting the potential benefits of bias adjustment, it was not clear that
direct measurement of these factors was always better than reducing atmospheric
uncertainty. In reality, instruments that measure these quantities may also have the
ability to perform accurate measurement of one or more atmospheric constituents.
When considering this capability as a theoretical stand-alone addition to a ground
truth network, there are better ways to improve performance.
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5.9 Optimal network design
Undertaking the construction of a network of inversion-assisting instruments as-
sumes certain things. First, the area covered by the network is a place of continu-
ing long-term and repeated imagery operations. The cost and effort of establishing
a network, populating it with sensors, and setting up back-end processing needs
to be lower than simply performing repeated human data collects, implying a lack
of access or need to travel, that requires the system be automated. Finally, the re-
mote sensing instrument used greatly influences the framework by prescribing an
inversion method and general requirements for data quality.
General considerations
The major obstacle to creating an operational instrument-only inversion method
or using instruments to augment in-scene inversion methods is that taking good
ground truth is hard (Clark et al., 1995; Smith, 2004). It is labor intensive and
difficult to do correctly and consistently. If detailed procedures are not developed
to use the ground instruments correctly, the resulting data will have nowhere near
the published precision. This is especially true for equipment that primarily mea-
sures radiance. Instruments that measure the atmosphere’s physical properties are
simpler, cheaper, more accurate, and more reliable. However, with the exception
of water vapor, it was found that these instruments provide less-than-useful data:
density altitude never drives retrieved reflectance uncertainty.
Spatial applicability of any measurement is a problem across the board. Two-
dimensional propagation of error is driven by the atmospheric variability across
the scene and the effects of clouds. As distance from a point sensor increases,
uncertainty should be modeled as increasing as well. A network of instruments
can work together to create an “error topology” that has pockets of high and low
uncertainty, bound on the low end by the instruments themselves and on the high
end by the distance between the sensors and atmospheric volatility, both temporal
and spatial. Analysis of 2D effects would be an ideal and logical next step toward
extending this work.
Field-quality instruments can augment or match in-scene algorithms at the low
end of their performance. Because humid conditions have the ability to seriously
confound band ratio techniques, water vapor measurement is always a good option
for humid areas, as well as all other areas, depending on scene brightness. They
cannot augment in-scene algorithms performing at their best.
Aeronet-quality instruments can augment any inversion method or serve as the
foundation for an instrument-only algorithm that rivals any in-scene algorithm.
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Their quality is unmatched, as is their cost. Both grades of ground instruments
can readily be incorporated into Kalman-type filtering algorithm that incorporates
many measurements of differing qualities. While this was not examined in this
work, it would be an excellent investigation for future work.
ELM is so popular because, despite its basic nature, is based in first-principle
physics and consistently works well. Panels would theoretically provide the best
overall performance, limited to a best case reflectance uncertainty of approximately
0.5 reflectance units, driven by the radiometer used to calibrate the panels (Smith,
2004). The 2D spatial applicability of the calibration is affected just like any other
method, but it avoids any problems involved in the modeling process. Addition-
ally, network communications are not needed because in-scene spectra provide the
required ELM constants. However, it is the also the most volatile option – as soon
as a layer of dust or mud settles on the panel, the calibration is useless. Because the
panels require periodic re-calibration, they do not integrate well into an unattended
ground sensor network and are considered only partially network compatible.
An alternative to panel ELM would be ground reflectometer ELM. Both re-
quire a ground reflectometer instrument, but the alternative concept would leave
the instrument in the field to provide continuous measurement of a selected ground
target. This concept trades the temporal problems of the calibration panels with
instrument durability, cost, and network complexity problems associated with ra-
diometers.
Evaluation factors
Each sensor is qualitatively evaluated against criteria critical to the success of a
network. Data quality refers to the precision and accuracy of the measurements
taken. The body of work preceding this section provides a way to cast actual preci-
sion into a common quantitative evaluation framework. The qualitative evaluations
in the figure stem from that analysis. The next factor is cost. Cost data were taken
from actual system costs either through vendor documentation or interaction with
those familiar with the hardware. Temporal stability is another key factor that refers
to how long a sensor can remain unattended without repeated calibration or adjust-
ment. If a sensor cannot hold a calibration, then it is not useful in a ground network.
The 2D spatial factor refers to how well a single point reading applies to the rest of
the scene. These were all set to the same color because the relevant drivers are gen-
erally not sensor dependent, though in truth there might [literally] be fine shades
of distinction between the candidates. Net readiness is a factor that evaluates how
well a sensor can be inserted into a network and run in an autonomous fashion.
Sensors that require regular human interaction were downgraded in this category.
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It was assumed that data acquisition and network communications hardware could
be adapted to any sensor; this reflects truth unless some extenuating circumstance
comes into play. Finally, sensor durability was evaluated. Any unattended sensor
needs to potentially be able to withstand some degree of stressing weather, water,
temperature variation, wild animals, and/or human activity. Sometimes sensors can
be ruggedized, while others have inherent durability.
Because the show-stopper for building ground networks is not necessarily the
instrument’s inherent accuracy, other factors become essential in the decision-
making process. Instruments must be able to produce quality data, but logistics,
automation, and reliability are key. Figure 5.32 shows these considerations for the
leading sensor candidates.
The qualitative evaluation of practicality factors for each instrument is supple-
mented by a quantitative evaluation of each instrument’s relative error reduction
potential, shown in table 5.12. The table shows a best case improvement over an
existing field network or over model-based algorithms alone. The numbers rep-
resent the decrease in reflectance error (0-100), averaged over the visible spectral
region. The table is also broken down by target reflectance; results are provided for
100% reflector, 20% reflector, and a 5% reflector. Although absolute values are not
given, results can be related to the reflectometer, which is pegged to 1 reflectance
unit of uncertainty.
Option analysis
The quantitative demonstration in table 5.12, while not comprehensive, does con-
firm key judgments regarding data quality. The calibration panels and in situ re-
flectometer configurations were held as the control case, with an uncertainty in
Table 5.12: Instrument improvement analysis (averaged over visible bands)
Instrument Over field instruments Over in-scene methods
100% 20% 5% 100% 20% 5%
Sun photometer 3.3 1.7 1.5 6.3 2.7 2.7
GPS water vapor 0.5 0.5 0.4 1.1 1.5 1.0
Cal panels 4.7 1.1 1.2 7.7 2.1 2.3
Reflectometer 4.7 1.1 1.2 7.7 2.1 2.3
Radiosonde 0.0 0.0 0.0 0.7 1.0 0.7
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Figure 5.32: Instrument Tradeoff Matrix. Color coding indicates satisfaction of the
evaluation parameter. Red indicates a “show-stopper” or disqualifying factor. Yel-
low indicates suboptimal performance or difficulty, but one that may still provide
benefit. Green indicates satisfaction of the evaluation criterion with few caveats.
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reflectance measurement of 1 reflectance unit for all spectral bands. All reflec-
tometer results in the table show reductions in reflectance uncertainty down to 1
reflectance unit, which is on the order of expected performance in all but the most
favorable conditions. Any table entries greater than those of the reflectometer indi-
cate a reduction in uncertainty below 1 reflectance unit. The sun photometer does
this for darker targets. GPS-based instrumentation provides a modest reduction
but not greater than either the reflectometer or photometer. The radiosonde, whose
data are perpetually suspect to begin with, did not provide much improvement at
all.
Sun photometers provide a lot of high quality data, depending on number of
bands and construction. As ground-based radiometric instruments, they can be
used to provide water vapor, aerosol content, and transmissivity independently of
the scene content. They are expensive instruments, from 5-50 times the cost of
simpler instruments, therefore the risk of damaging one carries high consequences.
The instrument needs to be protected from damage and drastic alignment distur-
bances. The degree of calibration stability is an instrument dependent risk factor,
but it would be acceptable even if on the order of a handful of months. If it were
not for the cost, this instrument would be the obvious choice for network use.
GPS water vapor instruments provide an excellent mix of operability attributes
at the expense of data quality. Because they measure radio signals, as long as the
instrument has line-of-sight access to one or more GPS satellites, they function.
The sensors are simple, can be made durable, and are already in continuous reli-
able, autonomous networked operation. These sensors are also inexpensive to set
up and operate (Santos et al., 2007).
Because they are so easily changed by the environment, calibrated reflectance
panels simply do not have the ability to serve in an autonomous, high-accuracy
ground truth networks. They are suitable to augment instruments that do not have
atmospheric sounding bands (low accuracy) or in areas where they can be fre-
quently re-calibrated or cleaned (not autonomous).
A calibration reference with a resident reflectance instrument is a significant
improvement over calibration panels alone in that the updated reflectance mea-
surements account for changes in the reference over time. The measurement can
be automated and provides good accuracy, on the order of 0.5 to 4 reflectance units
depending on target brightness and the instrument itself. Although calibrated in-
scene targets provide ELM constants rather than atmospheric constituents, 2D spa-
tial stability of the retrieved values remains the main problem with the ground truth
network. Though they can cost significantly less than sun photometers, fielded
spectral radiometers share the same durability and alignment issues. A single-
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input radiometer configuration requires a time-stable instrument calibration to pro-
vide useful results. A dual-input radiometer configuration would provide relative
data not dependent on the instrument’s absolute calibration stability, but there are
tradeoffs. The instrument needs to measure the much greater direct solar irradiance
yet still be sensitive to changes in the downwelled radiance. The second input has
an independent alignment requirement, making the system even more sensitive to
physical disturbance. Therefore, increase in system complexity and dynamic range
considerations may prevent a dual input configuration from being the better alter-
native despite the better reflectance results. Also, it should be noted that calibration
targets require at least two measurements per image, which multiplies the hardware
requirements for this option.
Although reflectometers and sun radiometers appear to be very similar in both
operation and the types of data they produce, there is a significant difference in
providing an atmospheric constituent and a pixel reflectance. While the pixel re-
flectance is the desired end product for the entire scene, extrapolating an ELM
result can be tricky. It requires multiple ground truth measurements for a range
of target brightnesses, and the measurement precision is potentially brightness-
dependent. In contrast, atmospheric constituents are a physical quantity, not a
radiometric quantity. They are non-spectral, only require a single measurement
to use, and can be determined with a precision independent of scene content. So,
while the sun photometer products require radiative transfer modeling to be effec-
tive, they would actually be preferable to measuring ground target reflectance at a
limited number of points.
Radiosondes are relatively simple instruments that can be stored in a weath-
erproof enclosure. Their suspect data quality and considerable cost are not the
driving factors in rejecting these for more widespread use. Their main problem is
the fact that their operation cannot be automated and require a continuous human
presence to launch the instruments, defeating the purpose of building an automated
ground truth network.
Final Evaluation
If the imaging spectrometer being used to take imagery cannot support an in-scene
inversion method, two options exist. The low-cost, low-quality option is to pop-
ulate the network with GPS water vapor instruments and perform aerosol estima-
tion with climatology methods, primarily global aerosol products (such as MODIS
data). The products are not suitable for pixel-by-pixel in-scene use, but they are
better than nothing. The field-quality water vapor measurements provide good wa-
ter vapor information. Driven by the high aerosol uncertainty, performance in the
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range of 10–15 reflectance units of uncertainty is predicted in the visible region
and below 10% in the NIR and SWIR regions. The high cost, high accuracy option
is to add a sun photometer, microwave radiometer, or combination instrument to
provide performance on the order of 1 reflectance unit or less. Unfortunately, there
is not much trade space in between these two points because of the difficulty in
measuring aerosols.
If the remote sensing instrument has sufficient spectral resolution to support
an in-scene inversion method, it might not be worth it to establish a ground net-
work. If the application requires an improvement from the native 5 reflectance
units of uncertainty down to below 1-2, then any single instrument would suf-
fice. After adding a water vapor ground sensor, uncertainty improvements of 2
reflectance units are possible for bright targets; drastic improvements from 8 down
to below 4 reflectance units are possible in the visible, and uncertainty below half
of a reflectance unit in the other spectral regions. The high cost option of using a
radiometer nets better performance, but not drastically so (on the order of scenario
3’s uncertainty).
5.10 Summary of results
Results have been presented that show how the modeling theory described in the
last chapter was assembled into a error propagation framework capable of inte-
grating modular error sources into a cohesive prediction tool in reflectance space.
Additionally, this model was exercised using realistic inputs to allow detailed anal-
ysis of error propagation as it related to inversion of hyperspectral imagery.
In order to correctly model the contributions of each atmospheric constituent,
a partial derivative was required for each. Using the radiative transfer code MOD-
TRAN, results were presented that demonstrate the process of numerically cal-
culating the partial derivatives of each modeling output with respect to each atmo-
spheric constituent. Step size selection was discussed and presented, and the slopes
themselves were shown.
Three diverse sources for atmospheric constituent error were used to illustrate
the flexibility of the model. Atmospheric constituent determination by using his-
torical climate data, ground instruments, and in-scene algorithms operate very dif-
ferently but produce identical outputs. Survey results were presented to show the
approximate quality of constituent determination using each source. These results
were then crafted into 5 basic scenarios used to frame the analysis of hyperspectral
imagery inversion.
When constituent uncertainties are combined with the partial derivatives, error
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in each modeling output is produced. Because this is an intermediate step, only
representative results were shown for one of the five basic scenarios, but the appli-
cability of these results to the other scenarios were discussed.
The radiative transfer equation was decomposed into its individual compo-
nents. The error in modeling outputs accounted for just the action of the atmo-
sphere on the light, but modeling techniques for the many non-atmospheric effects
was also discussed. These included off-nadir pointing on a slant path through the
atmosphere, clouds, and background objects. The remaining effect, ground tilt,
was not presented as a standalone effect due to its simplicity: it directly perturbs the
cosine term in the big equation. The other environmental effects required more in-
volved calculations, and the results in radiance space were presented and discussed
for each. Additionally, three sensor calibration effects were presented: radiometric
accuracy (bias), radiometric precision (noise), and spectral calibration (which con-
tained both systematic and random effects). Sensor error models were taken from
literature to be representative of the state of the remote sensing community. The
effects of these sensor error models on radiometry were shown.
Once all the pieces of the governing radiative transfer equation were estab-
lished with regards to impact on the radiometric environment, all error sources
were propagated into the common reflectance space. Putting together these pieces
involved iteratively applying the same basic error propagation steps described ear-
lier: the error inherent in each term is combined with the partial derivative of re-
flectance with respect to each term. The partial derivatives, which are scenario
dependent, were calculated analytically and used to produce total error.
Total error results were the centerpiece of this work. There were 5 basic scenar-
ios designed to show the model predictions of how well each source of atmospheric
inversion data fared. However, a detailed parametric study was also performed,
and results for 16 additional scenarios were presented. Each of these additional
scenarios focused on one of the environmental or sensor error sources and tracked
how the error contribution varies as the parameter does. One final scenario was
produced that attempted to model a realistic situation using ground sensors and
realistic environmental and sensor noise sources.
Model validation is an extremely important activity, and results were presented
that showed close agreement between the model predictions and a detailed valida-
tion study consisting of 9 scenarios. Because of known issues with machine pre-
cision and the small numbers involved, agreement based on percentage appeared
to show significant discrepancies, while agreement based on absolute deviation
showed close similarity in both magnitude and spectral shape. Thus, the results
were mixed but ultimately deemed to be acceptable.
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Finally, a sensitivity study was performed and presented that attempted to trace
error in retrieved reflectance back to atmospheric constituents. The results were
counterintuitive, but upon detailed examination were shown to be correct. The rel-
ative magnitudes of the atmospheric constituent contributions did not fully support
intuitive notions of which constituents dominate which modeling outputs for two
reasons. First, it was found that the definition of “dark” targets perhaps should
include 10% reflectors and below – at 20% reflectance, opposing factors work to
reduce aerosol error effects. Additionally, the relative magnitudes of the errors
used to construct each scenario heavily affected how much error reduction could
take place. In other words, if an error is as low as it can go to begin with, and an-
other constituent suffers from high error, then that relationship governs the result,
rather than universal principles regarding aerosols or water vapor. However, the
choice of parameters and targets did produce unexpected results, and it is perhaps
in situations like this that the surprising results are the most valuable.
Chapter 6
Conclusions and Future Work
6.1 Modeling Work and System Behavior
A foundational body of work has been presented that explores a subject of intense
interest in a novel fashion. The study of radiometric accuracy of remotely sensed
imaging and any derived products flows from the traditional study of measurements
and uncertainty. The field of remote sensing is one of constant interaction between
remote sensing instruments and the environment in which they function. Predict-
ing the characteristics of any element of this interaction is a recursive spiral of
calibration and validation to increasingly reliable methods and standards. Operat-
ing in this environment demands a constant awareness of error and uncertainty. The
penalty for ignorance is not only not knowing whether or not a result is accurate,
but also not knowing when to distrust or reject the results. While this state is not
unique to remote sensing, specialized study of radiative transfer and atmospheric
inversion is needed to enable comprehension of the nonlinear system and modeling
challenges inherent in this task. The remote sensing product examined here was a
reflectance image produced by estimating atmospheric effects and applying them
as an inverse operator to a radiance image.
A method has been developed that models the uncertainty inherent in hyper-
spectral imagery inversion. Every link of the imaging chain from source to detector
to inversion algorithm has been simulated in error space with respect to electro-
magnetic wavelength. The modeling approach presented here allows the unique
specification of the uncertainty in each link in the chain and propagates all error
sources into the common framework of reflectance space. Input parameters are
described as the width of statistical distributions governing the uncertainty of the
individual terms, and the final output is the width of the statistical distribution gov-
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erning the uncertainty of retrieved reflectance. The presentation of this model is
the first major conclusion of this investigation. The ability to describe retrieved
reflectance error using statistical language rather than as a single deviation is the
novel aspect of the approach.
Background material was introduced to describe common inversion methods
and the physics behind radiative transfer. The statistical underpinnings of error
propagation were also presented, including careful treatment of correlations of
multiple variables. Then, these two relatively simple concepts were combined and
applied to the various physical phenomena affecting the spectra reaching an air-
borne or spaceborne sensor. Individual models for each phenomenon were built
and assembled in modular fashion, allowing for flexibility and future growth.
This analytical model was validated to the point where it credibly reproduces
statistical distributions generated through discrete simulation using MODTRAN.
This self-validation shows that the model’s key mechanism, the non-linear slope
determination, functions properly. It also validates the mathematical theory used
to propagate error from precursor sources into retrieved reflectance space. The
validation did not treat any of the environmental models, but for the most part
these were calculated in a very straightforward manner. Cloud modeling results
were not validated, but these results were generated for a very specific case using
an external methodology. In other words, the purpose of this work was not to
study cloud modeling per se, rather given a valid cloud model, these effects needed
to be correctly propagated into reflectance space. A similar situation exists with
background radiance.
Populating the component models with sample data was alternately simple and
difficult. Those portions relating to the atmosphere and sensing geometry sim-
ply require scenario settings as inputs but otherwise retained their generality. The
portions relating to cloud and background radiance could not be used without spec-
ifying geometric and spectral configurations for the objects themselves, so sample
spectra and random geometry were used to create a set of results that were in-
structive but not general. Similarly, spectral calibration error presented a modeling
difficulty. Except for spectrally correlated noise, which is not currently modeled,
spectral calibration error is the only effect in which the spectral bands are not in-
dependent. While a degree of generality can be achieved by parameterizing by a
spectrum’s first derivative, the overall effect is unique to both the atmosphere and
targets. The loss of generality is unavoidable at times but compensated for by the
model’s customizability.
Aside from these intricacies, the model was exercised to provide insights into
how different effects interact and what relative magnitudes fall out of a sample sce-
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nario. Because this has been shown to be a valid approach to predicting uncertainty,
it becomes much simpler to use the model as a tool for studying uncertainty, as op-
posed to a Monte Carlo style method. Therefore, the second major conclusion of
this work is that observations have been made possible by running the model with
representative inputs in a plausible set of scenarios. Although these results were
examined in detail earlier, major findings are summarized here:
• Confirming common knowledge, error in retrieved atmospheric transmissiv-
ity dominates for bright targets, while error in upwelled radiance dominates
for darker targets. Downwelled radiance does not dominate, and its contri-
bution scales according to target brightness.
• Correlation contributions drastically affect the results. This is not an artifact
of the modeling process; these terms are mathematically necessary. The
sum of the correlation terms may be positive or negative, depending on their
relative magnitudes.
• Although there is an intuitive tendency to equate aerosols with scattered radi-
ance and water vapor with transmissivity losses, all atmospheric constituents
contribute to every modeling output. The relative magnitude of these con-
tributions is so highly volatile that it is very difficult to predict which effect
dominates the other. Another factor obscuring relationships that match in-
tuitive tendencies is that when cast into reflectance uncertainty space, un-
certainty inputs are rarely “balanced;” in fact, differences in the quality of
one estimate over another can quickly skew the relative uncertainty contri-
butions.
Finally, the model was used to show what improvements could be possible by
establishing a network of one or more ground truth sensors to augment imaging by
a primary remote sensing instrument. To consistently achieve better than the few
percent reflectance that serves as the current approximate retrieval limit (depending
on spectral region), it is necessary, but not sufficient, to drive down atmospheric
sources of uncertainty. The results for the final scenario and its variant point to
several different ways of approaching 1 reflectance unit of error as well as obstacles
to doing so.
For bright targets, any single error source, whether bias or random, is capable of
driving the error above the few percent that serves as the current lower limit. How-
ever, it is not as important to drive error so low for bright targets as it is for darker
ones. When compared to dark targets, the ratio between retrieved reflectance and
the error in retrieved reflectance greatly favors bright targets. For example, using
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performance numbers seen in the previous chapter’s final scenario, 4 reflectance
units of error for a 100% reflector is five times better than 1 reflectance unit of
error for a 5% reflector.
For darker targets, atmospheric uncertainty, ground tilt uncertainty, instrument
noise (both random and non-random components), and cloud effects can all be
driven reasonably low enough to permit reflectance retrievals with 1-2 reflectance
units of uncertainty. Atmospheric contributions are the largest contributor, and
driving these as low as possible (within the confines set by this research) enables
retrievals at or below the 1 reflectance unit threshold, given that all other parameters
are at the modeled values and depending on target reflectance. Several contributors
are highly volatile. It has been shown what the results could be given the example
parameters, but it would not be prudent to generalize further based on the particular
sensor chosen for this scenario, nor the cloud type or amount. The conclusion
here is that assuming the other parameters are behaving normally, there is value in
pursuing a reduction in atmospheric constituent uncertainty.
Considerations for the use or rejection of several major types of ground truth
instruments were discussed, and guiding principles for how to construct a network
architecture were offered. Performance improvements for atmospheric inversion
are highly possible but dependent on the ability of the instrument to provide ade-
quate in-scene data to run one of the model-based algorithms. High cost and low
cost options were presented and generally quantified, giving a decision-maker the
tools to weigh the application-criticality of very accurate reflectance data with the
cost of obtaining it.
The low cost and modest improvement produced by ground water vapor instru-
ments such as dual-band GPS made this instrument the best marginal improvement
option. Substantial gains in aerosol and direct irradiance measurement can be had
at much greater cost using a photometer. The photometer’s improvement in per-
formance was unmatched, but it was only recommended if the performance need
justified the cost. Using both in concert, of course, is better still, and was predicted
to produce uncertanties on the order of ¡1 reflectance unit.
If the remote sensing instrument is capable of supporting model-based inver-
sion, ground truth augmentation really isn’t necessary unless the application re-
quires accuracy below 2 reflectance units or the scenes are consistently humid. In
that case, the same order of prescription applies: add a water vapor sensor first,
especially for wet areas where model based inversion has trouble, then a sun pho-
tometer if the budget allows.
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6.2 Future Work
The ultimate desire of this type of science is to get as close to the unknowable
absolute truth as possible. Truly understanding the phenomenology behind why al-
gorithms fail or why band ratios fail is really the best direction to proceed. The type
of radiative transfer modeling performed today was until recently simply impossi-
ble because of the computing power required. Today’s radiative transfer is limited
by the shortcuts and assumptions made in the process. Tomorrows modeling will
certainly take advantage of the computing tools available then to provide even bet-
ter modeling capabilities, but only if the problems with the current approaches are
understood. For example, there are hints as to why and under what conditions
water vapor prediction from in-scene band ratios have problems, especially with
with wet atmospheres, but the underlying causes and modeling oversights are not
understood well enough to move forward.
Still in the modeling vein, it would be very helpful to better understand the
impacts of background and cloud radiance. Simple, homegrown models were pre-
sented here, but there is no well-established methodology for simulating cloud
scenes of different cloud types and opacities. Clouds will continue to be the bane
of remote sensing in the visible and near infrared spectral regimes until their effects
can be better modeled – not necessarily from a spatial standpoint, which would be
nearly impossible, but from a statistical one.
Also in the area of improving model fidelity, it would be useful to study the
effects of non-Lambertian reflectors. The model would need to accept a target
BRDF or at the very least a factor that accounts for the non-Lambertian reflectance
for the angles under study. Ground targets that are brighter or darker than an equiv-
alent Lambertian reflector in certain geometries would behave in error space like
brighter or darker targets. The previously demonstrated trends in error propagation
between bright and dark targets would come into play, and it would be useful to
see, for example, under what conditions a target’s specularity causes a crossover in
the relative importance of its error sources.
Pollution modeling is an interesting area of study. The huge molecules asso-
ciated with pollution greatly affect the radiance results, but these are not explicitly
treated when aerosols are discussed in remote sensing literature. For that mat-
ter, aerosol particle size distribution and phase functions were not treated. These
can have significant effects on the aerosol modeling results if the wrong type of
aerosols are used. Unfortunately, no “plug-in” data or methodologies were avail-
able to handle these properties in this work, but they should be developed.
Since pollutants are invariant neither temporally nor spatially, if error analysis
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ever reaches the point of predicting extreme accuracy, this might be a fertile future
study area.
Atmospheric constituents were assumed to not be correlated, but a quick look
at climatology plots across seasons shows this is clearly not the case. However,
determining proper coefficient values falls in the realm of meteorology, not re-
mote sensing. As an aside, during the course of isolating a programming error,
a cursory study was conducted using nonzero atmospheric constituent correlation
coefficients, and the effect on the final results as presented here is small.
With regards to using MODTRAN as a slope generator, options exist but were
not pursued to examine the internal machine precision of the MODTRAN code.
Significant problems were encountered when using MODTRAN in this manner,
but they seem to be rectifiable.
In terms of operating the model in support of error prediction, three major paths
of future work almost scream out. First is the need to examine other geometries
and locations. A single geometry was chosen to focus the work and its conclusions
as well as for simplicity. To apply the model to produce actual error predictions
and sensitivity information, the geometry needs to be reset and MODTRAN slopes
need to be recomputed and is otherwise trivial.
Secondly, the simple method of combining inputs could be improved through
the use of a Kalman filter. This type of filter uses data from all sources regardless
of quality, weighting each by its noise. It recognizes that all inputs are useful in
influencing the estimate.
Ultimately, two-dimensional modeling is an almost mandatory next step. It
would model the propagation of uncertainty spatially outward from the measure-
ment point. A distance function for each error source and distance maps for each
source would be combined to create a unique uncertainty profile for each pixel. The
uncertainty spectrum would be combined with the pixel spectrum to predict errors
by band and by pixel as a function of brightness and spectral character. The product
of this process is a spatial/spectral error cube. Future work from that point would
include the addition of cloud and terrain masks to fold in the kind of environmen-
tal modeling presented here. Finally, the use of multiple atmospheric derivatives
would enable the capability to predict error in a non-uniform in-scene atmosphere,
though that’s probably looking too far ahead.
Appendix A
Full Expressions for Selected
Equations
A.1 Partial derivatives of reflectance
The following equations expand the relevant generalized terms listed equation
4.20:
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A.2 Correlation and error terms
In the following expressions, the uncertainty in each atmospheric parameter is ob-
tained either from a priori statistical climate models of the area, from instrument
measurements, or from inversion algorithm outputs. The partial derivatives of each
modeling output with respect to each atmospheric parameter are non-linear func-
tions that must be approximated numerically or through an appropriate curve fit. It
is suggested that numerical methods be used because the curves tend to shift as the
scenario parameters are changed.
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)
(A.19)
Equations A.20 through A.23 show how the error in each individual modeling
term is determined. The earlier note on how the piece components are obtained
applies here as well.
S2τ1 =
(
∂τ1
∂H2O
SH2O
)2
+
(
∂τ1
∂alt
Salt
)2
+
(
∂τ1
∂AOD
SAOD
)2
+ 2ρ(H2O,alt)
∂τ1
∂H2O
∂τ1
∂alt
SH2OSalt + 2ρ(alt,AOD)
∂τ1
∂alt
∂τ1
∂AOD
SaltSAOD
+ 2ρ(H2O,AOD)
∂τ1
∂H2O
∂τ1
∂AOD
SH2OSAOD (A.20)
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S2τ2 =
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∂AOD
SAOD
)2
+ 2ρ(H2O,alt)
∂τ2
∂H2O
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∂Ld
∂alt
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∂AOD
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S2Lu =
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∂Lu
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∂Lu
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A.3 Consolidated expressions
The following equation is the final expanded form of governing equation 4.20. It
does not explicitly incorporate equations A.14 through A.15 or A.20 through A.23,
which cannot be analytically expanded any further.
S2r =
 − 1pi cosσs′τ1τ2(
Es
pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
)2SEs

2
+
 Espi sinσs′τ1τ2(
Es
pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
)2Sσs′

2
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+
 −Espi cosσs′τ2(
Es
pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
)2Sτ1

2
+
 −1(
Es
pi cosσs′τ1 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg)
)
τ22
Sτ2
2
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 −F2F1τ2(
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pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
)2SLd

2
+
 −F2 (1− F1) τ2(
Es
pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
)2SLcld

2
+
 − (1− F2) τ2(
Es
pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
)2SLbkg

2
+
 − (F1Ld + Lcld − F1Lcld − Lbkg) τ2(
Es
pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
)2SF2

2
+
 − (F2Ld − F2Lcld) τ2(
Es
pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
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
2
+
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pi cosσs′τ1 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg)
)
τ2
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+
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Es
pi cosσs′τ1 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg)
)
τ2
SLadj
2
+
 1(
Es
pi cosσs′τ1 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg)
)
τ2
SLSR
2
+ 2ρ(τ1,τ2)Sτ1Sτ2
−Espi cosσs′τ2(
Es
pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
)2
· −1(
Es
pi cosσs′τ1 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg)
)
τ22
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+ 2ρ(τ1,Ld)Sτ1SLd
−Espi cosσs′τ2(
Es
pi cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2
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)
τ22
· −1(
Es
pi cosσs′τ1 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg)
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Let the constant k be assigned to the denominator of equation 4.18:
k =
Es
pi
cosσs′τ1τ2 + (F2 (F1Ld + (1− F1)Lcld) + (1− F2)Lbkg) τ2 (A.25)
The following is a simplified form of equation A.24, albeit one that does not
permit convenient connection between error sources and terms in the equation:
S2r =
(
1
pi cosσs′τ1τ2
)2
S2Es +
(
Es
pi sinσs′τ1τ2
)2
S2σs′ +
(
Es
pi cosσs′τ2
)2
S2τ1
k4
DIGITAL ELEVATION MODEL ALTITUDE ERROR 199
+
(F2F1τ2)
2 S2Ld + (F2 (1− F1) τ2)
2 S2Lcld + ((1− F2) τ2)
2 S2Lbkg
k4
+
((F1Ld + Lcld − F1Lcld − Lbkg) τ2)2 S2F2 + ((F2Ld − F2Lcld) τ2)2 S2F1
k4
+
S2Lu + S
2
Ladj
+ S2LSR +
S2τ2
τ22
+ 2ρ(τ2,Ld)Sτ2SLdF2F1 +
2ρ(τ2,Lu)Sτ2SLu
τ2
k2
+
2ρ(τ1,τ2)Sτ1Sτ2
Es
pi cosσs′ + 2ρ(τ1,Lu)Sτ1SLu
Es
pi cosσs′τ2 + ρ(Ld,Lu)SLdSLuF2F1τ2
k3
+ 2ρ(τ1,Ld)Sτ1SLd
Es
pi cosσs′F2F1τ
2
2
k4
(A.26)
A.4 Digital elevation model altitude error
The following set of equations provides a model for altitude error given a regularly-
gridded digital elevation model (DEM). In this development, the DEM grid loca-
tions are at xn and yn, where n represents the nth grid location in figure 4.9(b),
with zn representing the corresponding datum. Linear interpolation to a ground
location (x, y) produces the coordinate triplet (x, y, z). The λ terms are com-
mon linear interpolation notation, and the ∆ terms simply represent the indicated
differences. The S terms represent random uncertainty in the subscripted variable.
λx =
x− x1
x2 − x1 , λy =
y − y1
y2 − y1 (A.27)
∆x = x2 − x1, ∆y = y2 − y1 (A.28)
S2elev =
[
(1− λy)
(
1− λx
∆x
z1 +
λx − 1
∆x
z4
)
+ λy
(
1− λx
∆x
z2 +
λx − 1
∆x
z3
)]2
S2x
+
[
(1− λy)
(
λx
∆x
z1 +
−λx
∆x
z4
)
+ λy
(
λx
∆x
z2 +
−λx
∆x
z3
)]2
S2x
+
[
1− λy
∆y
((1− λx) z1 + λxz4) + λy − 1∆y ((1− λx) z2 + λxz3)
]2
S2y
+
[
λy
∆y
((1− λx) z1 + λxz4) + −λy∆y ((1− λx) z2 + λxz3)
]2
S2y
+
[
(1− λy)2 (1− λx)2 + λ2y (1− λx)2 + λ2yλ2x + (1− λy)2 λ2x
]
S2z (A.29)

Appendix B
Climatology Analysis Results
(a) all data (b) summary data
Figure B.1: GPS-based climate model for water vapor
201
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(a) all data (b) summary data
Figure B.2: Radiosonde-based climate model for water vapor
(a) all data (b) summary data
Figure B.3: MODIS-based climate model for water vapor
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(a) all data (b) summary data
Figure B.4: Airport observation-based climate model for density altitude
(a) all data (b) summary data
Figure B.5: GPS-based climate model for density altitude.
Note the lack of data between June and November
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(a) all data (b) summary data
Figure B.6: Radiosonde-based climate model for density altitude
(a) all data (b) summary data
Figure B.7: MODIS-based climate model for aerosols
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(a) all data (b) summary data
Figure B.8: Airport observation-based climate model for visibility
Figure B.9: Airport observation-based visibility histogram

Appendix C
Environmental Effect Modeling
Results
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208 APPENDIX C. ENVIRONMENTAL EFFECT MODELING RESULTS
(a) Lu, sensor at 792 m (b) τ2, sensor at 792 m
(c) Lu, % diff, sensor at 792 m (d) τ2, % diff, sensor at 792 m
Figure C.1: Radiance and transmission variation due to off-nadir pointing at selected wavelengths.
Line color corresponds to blue (450 nm), green (550 nm), and red (650 nm) wavelengths.
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(a) Lu, sensor at 4 km (b) τ2, sensor at 4 km
(c) Lu, % diff, sensor at 4 km (d) τ2, % diff, sensor at 4 km
Figure C.2: Radiance and transmission variation due to off-nadir pointing at selected wavelengths.
Line color corresponds to blue (450 nm), green (550 nm), and red (650 nm) wavelengths.
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(a) Lu, sensor at 11 km (b) τ2, sensor at 11 km
(c) Lu, % diff, sensor at 11 km (d) τ2, % diff, sensor at 11 km
Figure C.3: Radiance and transmission variation due to off-nadir pointing at selected wavelengths.
Line color corresponds to blue (450 nm), green (550 nm), and red (650 nm) wavelengths.
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(a) Lu, sensor at 100 km (b) τ2, sensor at 100 km
(c) Lu, % diff, sensor at 100 km (d) τ2, % diff, sensor at 100 km
Figure C.4: Radiance and transmission variation due to off-nadir pointing at selected wavelengths.
Line color corresponds to blue (450 nm), green (550 nm), and red (650 nm) wavelengths.
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(a) Upwelled radiance, DISORT (b) Upwelled radiance, 2-stream
(c) Upwelled radiance % diff, DISORT (d) Upwelled radiance % diff, 2-stream
Figure C.5: Multiple scattering algorithm effect on off-nadir pointing, shown at 100 km altitude.
Line color corresponds to blue (450 nm), green (550 nm), and red (650 nm) wavelengths. A
discrepancy of approximately 1% is visible for the 450 nm curve. Transmissivity is not affected in
MODTRAN’s implementation.
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(a) Change in Ld by # cloud quads (b) Change in Ld by cloudy sky fraction
(c) Pct change in Ld by # cloud quads (d) Pct change in Ld by cloudy sky fraction
Figure C.6: Cumulus cloud modeling results using 72 total sky quads, with up to 40 filled with
absorbing, scattering, and reflecting clouds. For figures C.6(a) and C.6(c), the smallest curve cor-
responds to 1 filled quad, increasing to 40 filled quads for the largest curve. For figures C.6(b) and
C.6(d), the smallest curve corresponds to a 0–5% cloud cover bin, with bin value increasing by 5%
per curve to a maximum bin size of 45–50% cloud cover.
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(a) Pct change in Ld, altostratus
(b) Pct change in Ld, stratus
Figure C.7: Comparison between cumulus with stratus cloud types for effect on
Ld. Compare to figure C.6(d). The smallest curve corresponds to a 0–5% cloud
cover bin, with bin value increasing by 5% per curve to a maximum bin size of
45–50% cloud cover.
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(a) Change in Ld by # background quads (b) Change in Ld by background sky fraction
(c) Pct change in Ld by # background quads (d) Pct change in Ld by background sky fraction
Figure C.8: Background object modeling results using 72 total sky quads, with up to 12 filled with
a linearly-mixed composite background object. For figures C.8(a) and C.8(c), the smallest curve
corresponds to 1 filled quad, increasing to 12 filled quads for the largest curve. For figures C.8(b)
and C.8(d), the smallest curve corresponds to a bin of 0–5% sky masked by terrain, with bin value
increasing by 5% per curve to a maximum bin size of 20–25% terrain masking.

Appendix D
Atmospheric Uncertainty Results
This appendix contains results for the atmospheric uncertainty scenarios listed in
table 5.8. The legend below gives the color coding of the component curves. Each
scenario was fun for a 100% reflector and a 20% reflector. Results include a plot
showing random reflectance error (along with the contributions from each model-
ing output) and a plot showing all of the individual correlation terms. Figure D.1
is the color legend for the reflectance error plots, and figure D.2 is the color legend
for the correlation plots.
217
218 APPENDIX D. ATMOSPHERIC UNCERTAINTY RESULTS
Figure D.1: Legend for reflectance results
Figure D.2: Legend for correlation results
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(a) 100% reflector
(b) 20% reflector
Figure D.3: Scenario 1 (a priori knowledge climatology inputs) – Total reflectance
uncertainty (black curve) and contributing factors. Color coding for contributors:
red = τ1, green = τ2, blue = Ld, cyan = Lu, and violet = sum of all correlation
terms. Also see figure D.1.
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(a) 100% reflector
(b) 20% reflector
Figure D.4: Scenario 1 (a priori knowledge climatology inputs) – Individual cor-
relation terms alongside total reflectance uncertainty (black curve). Color coding
for correlations: green = ρ(τ1,τ2), red = ρ(τ1,Ld), blue = ρ(τ1,Lu), yellow = ρ(Ld,Lu),
cyan = ρ(τ2,Ld), and magenta = ρ(τ2,Lu) Also see figure D.2.
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(a) 100% reflector
(b) 20% reflector
Figure D.5: Scenario 2 (inputs from commercial quality instrumentation) – Total
reflectance uncertainty (black curve) and contributing factors. Color coding for
contributors: red = τ1, green = τ2, blue = Ld, cyan = Lu, and violet = sum of all
correlation terms. Also see figure D.1.
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(a) 100% reflector
(b) 20% reflector
Figure D.6: Scenario 2 (inputs from commercial quality instrumentation) – Indi-
vidual correlation terms alongside total reflectance uncertainty (black curve). Color
coding for correlations: green = ρ(τ1,τ2), red = ρ(τ1,Ld), blue = ρ(τ1,Lu), yellow =
ρ(Ld,Lu), cyan = ρ(τ2,Ld), and magenta = ρ(τ2,Lu) Also see figure D.2.
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(a) 100% reflector
(b) 20% reflector
Figure D.7: Scenario 3 (inputs from ARM-grade instrumentation) – Total re-
flectance uncertainty (black curve) and contributing factors. Color coding for con-
tributors: red = τ1, green = τ2, blue = Ld, cyan = Lu, and violet = sum of all
correlation terms. Also see figure D.1.
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(a) 100% reflector
(b) 20% reflector
Figure D.8: Scenario 3 (inputs from ARM-grade instrumentation) – Individual cor-
relation terms alongside total reflectance uncertainty (black curve). Color coding
for correlations: green = ρ(τ1,τ2), red = ρ(τ1,Ld), blue = ρ(τ1,Lu), yellow = ρ(Ld,Lu),
cyan = ρ(τ2,Ld), and magenta = ρ(τ2,Lu) Also see figure D.2.
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(a) 100% reflector
(b) 20% reflector
Figure D.9: Scenario 4 (wet atmosphere model inversion results) – Total re-
flectance uncertainty (black curve) and contributing factors. Color coding for con-
tributors: red = τ1, green = τ2, blue = Ld, cyan = Lu, and violet = sum of all
correlation terms. Also see figure D.1.
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(a) 100% reflector
(b) 20% reflector
Figure D.10: Scenario 4 (wet atmosphere model inversion results) – Individual cor-
relation terms alongside total reflectance uncertainty (black curve). Color coding
for correlations: green = ρ(τ1,τ2), red = ρ(τ1,Ld), blue = ρ(τ1,Lu), yellow = ρ(Ld,Lu),
cyan = ρ(τ2,Ld), and magenta = ρ(τ2,Lu) Also see figure D.2.
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(a) 100% reflector
(b) 20% reflector
Figure D.11: Scenario 5 (dry atmosphere model inversion results) – Total re-
flectance uncertainty (black curve) and contributing factors. Color coding for con-
tributors: red = τ1, green = τ2, blue = Ld, cyan = Lu, and violet = sum of all
correlation terms. Also see figure D.1.
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(a) 100% reflector
(b) 20% reflector
Figure D.12: Scenario 5 (dry atmosphere model inversion results) – Individual cor-
relation terms alongside total reflectance uncertainty (black curve). Color coding
for correlations: green = ρ(τ1,τ2), red = ρ(τ1,Ld), blue = ρ(τ1,Lu), yellow = ρ(Ld,Lu),
cyan = ρ(τ2,Ld), and magenta = ρ(τ2,Lu) Also see figure D.2.
Appendix E
Environmental Effect Results
This appendix includes total reflectance uncertainty and bias for several major en-
vironmental effects. For each effect, a key parameter was varied over a range of
values, and the final reflectance results were combined on a single plot for com-
parison purposes. There is no significance to the colors in these plots other than
to provide visual distinction between curves. The black curves generally represent
the most extreme value of the set.
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(a) Aircraft height (792 m), visible spectrum (b) Aircraft height (4 km), visible spectrum
(c) Aircraft height (11 km), visible spectrum (d) Spacecraft height (100 km), full spectrum
Figure E.1: Scenarios 6-8, bias error for a 100% reflector caused by off-nadir pointing effects
Nadir angles are 0◦, 3◦, 6◦, 9◦, 12◦, and 15◦
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(a) Aircraft height (792 m), visible spectrum (b) Aircraft height (4 km), visible spectrum
(c) Aircraft height (11 km), visible spectrum (d) Spacecraft height (100 km), full spectrum
Figure E.2: Scenarios 6-8, bias error for a 20% reflector caused by off-nadir pointing effects
Nadir angles are 0◦, 3◦, 6◦, 9◦, 12◦, and 15◦
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(a) Nadir, 100% reflector (b) Nadir, 20% reflector
(c) 15◦ off-nadir, 100% reflector (d) 15◦ off-nadir, 20% reflector
Figure E.3: Scenarios 9-10, random error caused by pointing angle uncertainty.
Note that off-nadir bias error is not shown, but it is consistent with figure E.1.
Pointing uncertainty is 0◦, 0.2◦, 0.4◦, 0.6◦, 0.8◦, and 1.0◦
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(a) 100% reflector (b) 20% reflector
Figure E.4: Scenario 11, bias error caused by ground tilt
Ground tilt (angle from normal) is 0◦, 3◦, 6◦, 9◦, 12◦, and 15◦
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(a) Ground tilt 5◦, 100% reflector (b) Ground tilt 5◦, 20% reflector
(c) Ground tilt 20◦, 100% reflector (d) Ground tilt 20◦, 20% reflector
Figure E.5: Scenarios 12-13, random error caused by ground tilt angle
uncertainty. Note that bias error is not shown, but it is consistent with figure E.4.
Ground tilt knowledge uncertainty is 0◦, 2◦, 4◦, 6◦, 8◦, and 10◦
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(a) 10% coverage ±1% knowledge (b) 10% coverage ±5% knowledge
(c) 20% coverage ±1% knowledge (d) 20% coverage ±5% knowledge
Figure E.6: Scenarios 14-15, cloud object bias error, for a 100% reflector. The
spread reflects reflectance bias due to the range of possible cumulus cloud config-
urations. These results show bias errors for 10% and 20% cloud cover, ±1% and
±5%, over a spectrally flat ground target with 100% reflectance
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(a) 10% coverage ±1% knowledge (b) 10% coverage ±5% knowledge
(c) 20% coverage ±1% knowledge (d) 20% coverage ±5% knowledge
Figure E.7: Scenarios 14-15, cloud object bias error, for a 20% reflector. The
spread reflects reflectance bias due to the range of possible cumulus cloud config-
urations. These results show bias errors for 10% and 20% cloud cover, ±1% and
±5%, over a spectrally flat ground target with 20% reflectance
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(a) 10% coverage ±1% knowledge (b) 10% coverage ±5% knowledge
(c) 20% coverage ±2% knowledge (d) 20% coverage ±5% knowledge
Figure E.8: Scenarios 16-17, background object bias error, for a 100% reflector.
The spread reflects reflectance bias due to the range of possible low-elevation back-
ground object configurations. These results show bias errors for 10% and 20%
terrain masking, ±1-2% and ±5%, over a spectrally flat ground target with 100%
reflectance
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(a) 10% coverage ±1% knowledge (b) 10% coverage ±5% knowledge
(c) 20% coverage ±2% knowledge (d) 20% coverage ±5% knowledge
Figure E.9: Scenarios 16-17, background object bias error, for a 20% reflector. The
spread reflects reflectance bias due to the range of possible low-elevation back-
ground object configurations. These results show bias errors for 10% and 20%
terrain masking, ±1-2% and ±5%, over a spectrally flat ground target with 20%
reflectance
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(a) 100% reflector (b) 20% reflector
(c) 100% reflector, log axis (d) 20% reflector, log axis
Figure E.10: Scenario 18, sensor noise random error
AVIRIS (red), HYDICE (blue), and Hyperion (black) are shown here
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(a) 100% reflector (b) 20% reflector
Figure E.11: Scenario 19, sensor radiometric calibration bias error. Bias estima-
tion results from the 2002 AVIRIS study (red) and a straight −3% bias based on
Hyperion validation study (black) are shown here.
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(a) 0.25 nm misregistration
(b) 0.5 nm misregistration
Figure E.12: Scenario 20, retrieved reflectance bias error due to spectral misregis-
tration
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Figure E.13: Scenario 21, uncertainty in retrieved reflectance due to 0.5 nm spectral
jitter
Appendix F
Validation Results
This appendix contains results for the validation scenarios listed in table 4.5. Each
curve shows the standard deviation of total reflectance uncertainty as calculated
from results generated using randomly perturbed input variables, as described in
section 4.15.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.1: Validation scenario 1 – 100% reflector. Target water vapor uncertainty
was 0.2. Actual uncertainty was 0.199. The error propagation model input was
adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.2: Validation scenario 1 – 20% reflector. Target water vapor uncertainty
was 0.2 cm. Actual uncertainty was 0.202 cm. The error propagation model input
was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.3: Validation scenario 2 – 100% reflector. Target water vapor uncertainty
was 0.1 cm. Actual uncertainty was 0.1 cm. The error propagation model input
was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.4: Validation scenario 2 – 20% reflector. Target water vapor uncertainty
was 0.1 cm. Actual uncertainty was 0.099 cm. The error propagation model input
was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.5: Validation scenario 3 – 100% reflector. Target water vapor uncertainty
was 0.2 cm. Actual uncertainty was 0.19 cm. The error propagation model input
was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.6: Validation scenario 3 – 20% reflector. Target water vapor uncertainty
was 0.2 cm. Actual uncertainty was 0.196 cm. The error propagation model input
was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.7: Validation scenario 4 – 100% reflector. Target water vapor uncertainty
was 0.1 cm. Actual uncertainty was 0.0.098 cm. The error propagation model
input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.8: Validation scenario 4 – 20% reflector. Target water vapor uncertainty
was 0.1 cm. Actual uncertainty was 0.1001 cm. The error propagation model
input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.9: Validation scenario 5 – 100% reflector. Target density altitude
uncertainty was 0.02 km. Actual uncertainty was 0.02 km. The error propagation
model input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.10: Validation scenario 5 – 20% reflector. Target density altitude
uncertainty was 0.02 km. Actual uncertainty was 0.0214 km. The error
propagation model input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.11: Validation scenario 6 – 100% reflector. Target density altitude
uncertainty was 0.01 km. Actual uncertainty was 0.0098 km. The error
propagation model input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.12: Validation scenario 6 – 20% reflector. Target density altitude
uncertainty was 0.01 km. Actual uncertainty was 0.0099 km. The error
propagation model input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.13: Validation scenario 7 – 100% reflector. Target aerosol optical depth
uncertainty was 0.04. Actual uncertainty was 0.04218. The error propagation
model input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.14: Validation scenario 7 – 20% reflector. Target aerosol optical depth
uncertainty was 0.04. Actual uncertainty was 0.0411. The error propagation
model input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.15: Validation scenario 8 – 100% reflector. Target aerosol optical depth
uncertainty was 0.02. Actual uncertainty was 0.0205. The error propagation
model input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.16: Validation scenario 8 – 20% reflector. Target aerosol optical depth
uncertainty was 0.02. Actual uncertainty was 0.021. The error propagation model
input was adjusted to match the actual uncertainty.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.17: Validation scenario 9 – 100% reflector. Target parameter
uncertainties were 0.2 cm, 0.045 km, and 0.04. Actual uncertainty was 0.196 cm,
0.039 km, and 0.0452. The error propagation model inputs were adjusted to
match the actual uncertainties.
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(a) Validation result (b) Model prediction
(c) Absolute difference (d) Percent difference
Figure F.18: Validation scenario 9 – 20% reflector. Target parameter uncertainties
were 0.2 cm, 0.045 km, and 0.04. Actual uncertainty was 0.2 cm, 0.045 km, and
0.04. The error propagation model inputs were adjusted to match the actual
uncertainties.

Appendix G
Error Improvement Sensitivity
Results
This appendix shows the results of an error sensitivity study conducted to directly
trace the error contributions of each atmospheric constituent. Figure G.1 shows the
color significance for the following plots. The fourth item on the legend is not part
of the constituent study, rather it shows the effect of adding a sky radiometer with
3% broadband precision (Michalsky, 2001) to a truth-assisted inversion network.
Figure G.1: Legend for error sensitivity results
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(a) 100% reflector (b) 20% reflector
(c) 5% reflector
Figure G.2: Scenario 1 – a priori knowledge climatology inputs. Each curve is the
percent reduction in uncertainty when a constituent is set to zero. In other words,
the strength of each constituent’s error contribution is judged by the improvement
gained when it is perfectly known. Red = altitude, green = aerosols, and blue =
water vapor. Magenta shows the improvement resulting from the direct ground
measurement of τ1 and Ld. Also see figure G.1.
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(a) Zero aerosol error (water vapor error only)
(b) Zero water vapor error (aerosol error only)
Figure G.3: Scenario 1 – multiple reflectance comparison. Each curve represents
a different surface reflectance, ranging from 0% (black) to 20% (red), 40% (blue),
60% (magenta), 80% (orange), and 100% (sea green) in 20% increments.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.4: Scenario 1 – individual results for zero aerosol error (water vapor error
only). These plots use the legend in figure D.1. Color coding for contributors: red
= τ1, green = τ2, blue = Ld, cyan = Lu, and violet = sum of all correlation terms.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.5: Scenario 1 – individual results for zero water vapor error (aerosol error
only). These plots use the legend in figure D.1. Color coding for contributors: red
= τ1, green = τ2, blue = Ld, cyan = Lu, and violet = sum of all correlation terms.
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(a) 100% reflector (b) 20% reflector
(c) 5% reflector
Figure G.6: Scenario 2 – inputs from commercial quality instrumentation. Each
curve is the percent reduction in uncertainty when a constituent is set to zero. In
other words, the strength of each constituent’s error contribution is judged by the
improvement gained when it is perfectly known. Red = altitude, green = aerosols,
and blue = water vapor. Magenta shows the improvement resulting from the direct
ground measurement of τ1 and Ld. Also see figure G.1.
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(a) Zero aerosol error (water vapor error only)
(b) Zero water vapor error (aerosol error only)
Figure G.7: Scenario 2 – multiple reflectance comparison. Each curve represents
a different surface reflectance, ranging from 0% (black) to 20% (red), 40% (blue),
60% (magenta), 80% (orange), and 100% (sea green) in 20% increments.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.8: Scenario 2 – individual results for zero aerosol error (water vapor error
only). These plots use the legend in figure D.1. Color coding for contributors: red
= τ1, green = τ2, blue = Ld, cyan = Lu, and violet = sum of all correlation terms.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.9: Scenario 2 – individual results for zero water vapor error (aerosol error
only). These plots use the legend in figure D.1. Color coding for contributors: red
= τ1, green = τ2, blue = Ld, cyan = Lu, and violet = sum of all correlation terms.
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(a) 100% reflector (b) 20% reflector
(c) 5% reflector
Figure G.10: Scenario 3 – inputs from ARM-grade instrumentation. Each curve
is the percent reduction in uncertainty when a constituent is set to zero. In other
words, the strength of each constituent’s error contribution is judged by the im-
provement gained when it is perfectly known. Red = altitude, green = aerosols,
and blue = water vapor. Magenta shows the improvement resulting from the direct
ground measurement of τ1 and Ld. Also see figure G.1.
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(a) Zero aerosol error (water vapor error only)
(b) Zero water vapor error (aerosol error only)
Figure G.11: Scenario 3 – multiple reflectance comparison. Each curve represents
a different surface reflectance, ranging from 0% (black) to 20% (red), 40% (blue),
60% (magenta), 80% (orange), and 100% (sea green) in 20% increments.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.12: Scenario 3 – individual results for zero aerosol error (water vapor
error only). These plots use the legend in figure D.1. Color coding for contributors:
red = τ1, green = τ2, blue =Ld, cyan =Lu, and violet = sum of all correlation terms.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.13: Scenario 3 – individual results for zero water vapor error (aerosol
error only). These plots use the legend in figure D.1. Color coding for contributors:
red = τ1, green = τ2, blue =Ld, cyan =Lu, and violet = sum of all correlation terms.
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(a) 100% reflector (b) 20% reflector
(c) 5% reflector
Figure G.14: Scenario 4 – a priori knowledge climatology inputs. Each curve is the
percent reduction in uncertainty when a constituent is set to zero. In other words,
the strength of each constituent’s error contribution is judged by the improvement
gained when it is perfectly known. Red = altitude, green = aerosols, and blue =
water vapor. Magenta shows the improvement resulting from the direct ground
measurement of τ1 and Ld. Also see figure G.1.
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(a) Zero aerosol error (water vapor error only)
(b) Zero water vapor error (aerosol error only)
Figure G.15: Scenario 4 – multiple reflectance comparison. Each curve represents
a different surface reflectance, ranging from 0% (black) to 20% (red), 40% (blue),
60% (magenta), 80% (orange), and 100% (sea green) in 20% increments.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.16: Scenario 4 – individual results for zero aerosol error (water vapor
error only). These plots use the legend in figure D.1. Color coding for contributors:
red = τ1, green = τ2, blue =Ld, cyan =Lu, and violet = sum of all correlation terms.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.17: Scenario 4 – individual results for zero water vapor error (aerosol
error only). These plots use the legend in figure D.1. Color coding for contributors:
red = τ1, green = τ2, blue =Ld, cyan =Lu, and violet = sum of all correlation terms.
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(a) 100% reflector (b) 20% reflector
(c) 5% reflector
Figure G.18: Scenario 5 – a priori knowledge climatology inputs. Each curve is the
percent reduction in uncertainty when a constituent is set to zero. In other words,
the strength of each constituent’s error contribution is judged by the improvement
gained when it is perfectly known. Red = altitude, green = aerosols, and blue =
water vapor. Magenta shows the improvement resulting from the direct ground
measurement of τ1 and Ld. Also see figure G.1.
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(a) Zero aerosol error (water vapor error only)
(b) Zero water vapor error (aerosol error only)
Figure G.19: Scenario 5 – multiple reflectance comparison. Each curve represents
a different surface reflectance, ranging from 0% (black) to 20% (red), 40% (blue),
60% (magenta), 80% (orange), and 100% (sea green) in 20% increments.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.20: Scenario 5 – individual results for zero aerosol error (water vapor
error only). These plots use the legend in figure D.1. Color coding for contributors:
red = τ1, green = τ2, blue =Ld, cyan =Lu, and violet = sum of all correlation terms.
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(a) 100% reflector (b) 80% reflector
(c) 60% reflector (d) 40% reflector
(e) 20% reflector (f) 0% reflector
Figure G.21: Scenario 5 – individual results for zero water vapor error (aerosol
error only). These plots use the legend in figure D.1. Color coding for contributors:
red = τ1, green = τ2, blue =Ld, cyan =Lu, and violet = sum of all correlation terms.

Appendix H
Atmospheric Derivative
Functional Spaces
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286 APPENDIX H. ATMOSPHERIC DERIVATIVE FUNCTIONAL SPACES
Figure H.1: Derivative ∂τ1/∂alt
Figure H.2: Derivative ∂τ1/∂vis
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Figure H.3: Derivative ∂τ1/∂H2O
Figure H.4: Derivative ∂τ2/∂vis
288 APPENDIX H. ATMOSPHERIC DERIVATIVE FUNCTIONAL SPACES
Figure H.5: Derivative ∂τ2/∂alt
Figure H.6: Derivative ∂τ2/∂H2O
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Figure H.7: Derivative ∂Ld/∂vis
Figure H.8: Derivative ∂Ld/∂H2O
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Figure H.9: Derivative ∂Ld/∂alt
Figure H.10: Derivative ∂Lu/∂vis
291
Figure H.11: Derivative ∂Lu/∂alt
Figure H.12: Derivative ∂Lu/∂H2O

Appendix I
Explanation of Water Vapor
Units
MODTRAN allows the use of several different methods for specifying water vapor.
The units for each method of specification are obscure to someone not specializing
in atmospheric research, or at least to someone more familiar with imaging science.
This short section describes the differences between the units and presents methods
of conversion and computation.
The basic principle behind specifying an amount of gas is to isolate it in a
column defined by a given spatial area on the ground and stating how much of the
gas exists in that column from earth to space. The amount can be given as number
of molecules, a volume, a mass, or a linear dimension.
One primary unit of gas measurement is called the Dobson unit, named for
G.M.B. Dobson (1889-1976), a pioneer in ozone research and inventor of the
“Dobson Spectrometer,” which incidentally employs a type of band ratio method to
determine atmospheric ozone content (Total Ozone Mapping Spectrometer Ozone
Processing Team, 2007). The Dobson unit is a linear dimension based on a com-
pressed column of gas (assuming no horizontal variation across the column). If
all of the gas molecules in a vertical column were brought to standard temperature
and pressure (STP, 0◦ C at 1 atmosphere), that gas would occupy a certain volume
slab. The horizontal dimensions are constrained by the column size, say a square
meter or square centimeter, and the vertical dimension of the volume is given by
the Dobson unit (DU), where 1 DU equals 0.01 mm of vertical thickness (equation
I.1). Given the assumption of horizontal invariance, the column area is not actually
relevant as it does not affect the vertical dimension.
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1 DU = 0.01mm @ STP (I.1)
A similar unit is called the atmosphere-meter, meter-atmosphere, or atmo-
meter, described as the depth, in meters, a layer of gas would have if brought to
STP (Rowlett). This definition is nearly identical to that for Dobson units (equa-
tion I.2). Additionally, Rowlett adds that this is equivalent to 2.686 99 × 1025
molecules of gas per square meter of horizontal area. MODTRAN uses a related
unit, the atm-cm for gaseous quantities (equation I.3).
1 atm-cm = 1000 DU = 10mm @ STP (I.2)
1 atm-cm = 0.01 atm-m = 2.687× 1023 molecules/m2
= 2.687× 1019 molecules/cm2 (I.3)
The other main unit used by MODTRAN is grams per square centimeter, or
the mass of water vapor contained in a column with a horizontal area of a square
centimeter. The introduction of mass now requires a way to relate molar volume
to mass. This is accomplished using the molecular mass for the gas under study.
Molecular masses for most gases, including water vapor and air, and can be found
in standard chemical reference sources (Lide, 2003). Equation I.4 shows this con-
version, where Na is Avogadro’s number (6.02 × 1023 molecules per mole) and
WH2O is the molecular weight of water, 18.015 34 g/mol. Substituting equation
I.3 into I.4 and combining terms produces a constant conversion factor for each
gas. For water, this conversion factor is 8.038× 10−4.
1g/cm2 = 1 atm-cm
(
2.687× 1019 ·WH2O
Na
)
= 8.038× 10−4 atm-cm (I.4)
Mass per unit area is a particularly useful unit for water vapor because it di-
rectly relates to the final water vapor unit to be addressed, total or integrated pre-
cipitable water (TPW or IPW). If all of the water vapor in a specified column were
to be condensed, the height of the resulting volume of liquid (with the area con-
strained to match the column footprint) is the IPW. Because liquid water has unit
density, 1 cm3 of liquid water is equal to 1 g/cm2 (equation I.5).
1 g/cm2 = 1 cm IPW (I.5)
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